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DOCOMO W-CDMA, GSM/GPRS System

Thank you for purchasing “docomo STYLE series
SH-02C”. Before use of SH-02C, make sure that you read
this manual to ensure proper operation.

Other than this manual, “Guide” (contained in the FOMA
terminal) or “Manual (detailed edition)” (PDF file)
explains how to operate SH-02C.
m“ ” (this manual)
Explanation for contents displayed on the screen or
operation of basic function
|- ” (in Japanese only) (contained in
the FOMA terminal)
Explanation for the outline and operation of
frequently-used function

From SH-02C  In the Normal menu, [Tool]  [Guide] I select
an item
| ” (in Japanese

only) (PDF file)

Explanation for the detailed information and operation
of all functions

From a PC Download from the DOCOMO website
http://www.nttdocomo.co.jp/support/trouble/manual/
download/index.html

¥ The URL and contents are subject to change without
prior notice.

Battery Pack

SH23 Desktop Holder SH32
terminal \ /
(includes
warranty and Manual SH-02C
Back Cover (Japanese version) CD-ROM
SH45)

® For details on optional parts compatible with the FOMA terminal
1FP. 88

® The explanations in this manual are based on the case when
Kisekae tool is set for the handset color “green”.

® The screens and illustrations in this manual are shown as
examples. The actual screens and illustrations may differ.

@ Note that “SH-02C” is referred to as the “FOMA terminal” in this
manual.

® Reproduction of this manual in part or in whole is prohibited.

® The contents of this manual are subject to change without prior
notice.



R
o
=
=
®
>
=
7

© FOMA Terminal 15°P. 2 © What You Can Do with SH-02C 1%5°P. 3 © Part Names and Functions 1&&°P. 4

© Precautions 1Z°P. 6 © Handling Precautions 1%°P. 14 © Waterproof/Dust-proof function 1& P. 17

Basic
0pe ration Before Using 15°P. 23 © Screen Explanation & P. 27 © Character Entry 15 P. 32
Sound/Screen Setting 1" P. 34 © Lock/Security 1ZP. 40
P. 23
conneCt Call 1Z"’P. 44 © Mail i==°P. 51 © Phonebook 1Z"P. 56
P. 44
searCh i-mode/Full Browser IZF°P. 57  i-Channel IZZ"P. 60 *~ Map/GPS & P. 61
P. 57
En JOoy Camera IZ5°P. 63 " 1Seg IZ5°P. 67 " Music 1Z°'P. 70  i-appli/i-Widget 5" P. 73
P. 63 i-motion/Movie IZ°P. 74

© Osaifu-Keitai 5°P. 75 @ i-concier 1Z°P. 76 @ Convenient Tools 1& P. 77 © Data Management & P. 79

© Support 1F°P. 83 © Appendix 1Z°P. 89 © Index IF°P. 105




uol39NpoIU|

FOMA Terminal

® Because the FOMA terminal relies on radio signals, it cannot be
used in places with no signal (such as tunnels, underground, or in
buildings), in places with a weak signal or outside the FOMA
service area. You may not use the FOMA terminal in the upper
floors of a building even with no obstructions in sight. There may
also be times when the signal is strong and you are not moving but
the call is interrupted.

® Make sure not to disturb others when using the FOMA terminal in

public places, places with many people or quiet places.

Because the FOMA terminal uses electrical signals, it is possible for

a third party to listen in on a conversation. However, since the

W-CDMA and GSM/GPRS system automatically applies privacy to

every call, a third party that tries to listen in only hears static.

The FOMA terminal converts conversations into a digital signal and

sends it to the other party over the radio. If the signal cannot be

reconverted properly by such as moving to an area with a weak

signal, the voice may not be heard correctly.

Keep a separate memo and note information (e.g. phonebook,

schedule, memo, record message, voice memo) stored in the

FOMA terminal. DOCOMO shall not be liable for any loss of content

due to a failure, repair, upgrade or other handling of the FOMA

terminal.

® |t is recommended to save the important data to the microSD Card.
If you own a PC, you can also transfer and store the information
such as a phonebook, mail and schedule to your PC using
DOCOMO keitai datalink.

® The user hereby agrees that the user shall be solely responsible for
the result of the use of SSL/TLS. Neither DOCOMO nor the certifier
as listed herein makes any representation and warranty as for the
security in the use of SSL/TLS. In the event that the user shall
sustain damage or loss due to the use of SSL/TLS, neither
DOCOMO nor the certifier shall be liable for any such damage or
loss.
Certifier: VeriSign Japan K.K.,
Cybertrust Japan Co., Ltd.,
GlobalSign K.K.,
RSA Security Japan Ltd.,
SECOM Trust Systems Co., Ltd.,
Comodo CA Ltd., Entrust, Inc., Go Daddy, Inc.
® The FOMA terminal supports the FOMA Plus-Area and the FOMA
HIGH-SPEED area.
® The FOMA terminal can be used only via the FOMA network
provided by DOCOMO and DOCOMO'’s roaming area.



What You Can Do with SH-02C

i-concier (in Japanese only) IZZ"P. 76 Waterproof/Dust-proof function 1 P. 17
“i-concier” is a service to support your life like butler or The FOMA terminal is waterproof and dust-proof.
concierge. It can keep your various data (information of You can call or watch 1Seg programs in the rain, in a
your living area, memo and schedule, ToruCa and bathroom, at a poolside, etc. Also, rinse off dirt from the
phonebook, etc.) and timely provide information tailored to LFOMA terminal with tap water.

Lyour living area, current location, or hobbies and diversions.

Deco-mail IZZ°P. 51

Guide (in Japanese only) I P. 31

The FOMA terminal supports Auto-Decome, a function to

Guide is a convenient function which allows you to check enter pictograms or Deco-mail pictograms by predicting
an operation method of function on the FOMA terminal. from the text, and Font change, a function to change a
You can search immediately without a manual. Lfont.

Highly-functional camera =Z"P. 63

AUTO-GPS (in Japanese only) IZZ"P. 62

By the AUTO-GPS function, you can receive convenient The FOMA terminal has built-in highly-functional camera
services, such as providing surrounding information offering approximately 9.60 million effective pixels
including weather information, store information, etc., or L(Recorded pixels: approximately 9.50 million pixels).

Lsight-seeing information.

Night Swing Talk I P. 78

Quick voice activation (m Japanese only) el Enter characters and quickly shake the FOMA terminal.

You can activate a function just by speaking keyword of LYOU can float entered characters in the dark place.

the function to use. It is convenient when you cannot find
the menu of function to use or when you want to activate
Lthe function immediately.
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® Key illustrations may look
different from actual keys.

Part Names and Functions

Using earphone

Connect an earphone compatible with
external connector terminal (sold
separately).

In addition, when using an earphone which
does not support external connector
terminal, connect with a plug adapter (sold
separately).

Connection example for Stereo
Earphone/Microphone for external
connector terminal 01 (sold
separately)

AC adapter (charging) and Stereo Earphone/
Microphone 01 (earphone/microphone
terminal) share the same entry point.

m =—0
Stereo

Earphone/
Microphone
)]
1S
_.Dm — —HIIIHII@E

01
AC adapter




Earpiece

Air vent

® This is a vent for taking any remaining air out of the FOMA
terminal.

Main display (IZF°P. 27)

@W: MENU/Operation guidance key (& P. 30, P. 36)

([©): Mail/Operation guidance key (I P. 30, P. 51)

(A): Start/Hands-free key (1 P. 44)

(1 to (9), 39, (0) and (3): Dial/Character entry keys

[@): Multi/VeilView key (1 P. 36)

Mouthpiece/Microphone

Sub camera

® Use to shoot a still/moving picture of yourself.

Brightness sensor

® Sensor detects brightness of the surrounding area.

® Do not cover the sensor area with your hand or a sticker.

© ©: Multi-guide key (15 P. 30)

(B): Camera/TV/Operation guidance key (1% P. 30, P. 63, P. 68)

@ (K): i-mode/Operation guidance key (1&°P. 30, P. 57)

(ch): i-Channel/Clear key (\& P. 60)

® Display the channel list.

® Return to the previous screen.

(=): Power/End key (1 P. 26)

® Press for at least 2 seconds to turn the power on/off.

® Use to end the function being activated and return to stand-by
display.

#29: MAP/GPS key

® Activates GPS compatible i-appli.

® Checks your present location.

Charger terminal (IZ°P. 24)

® Use for charging with the accompanying desktop holder.

Called/Charging LED

® Flashes while receiving a call.

@ llluminates while charging.

@ llluminates/Flashes while activating the camera or when
shooting, etc.

1Seg antenna

® 1Seg antenna is built in.

Sub display (1" P. 29)

microSD Card slot (1ZZ°P. 80)

0: Side key (1 P. 39)

® Use to shoot still pictures or moving pictures.

Picture Light

® Flashes/llluminates while activating the camera/shooting.

Strap hole

FOMA antenna

® FOMA antenna is built in.

Main camera

® Use to shoot still pictures or moving pictures.

Speaker

Infrared port (1 P. 81)

Back cover (I P. 18)

® A radio frequency-preventing sticker is attached on the back of
the back cover. Do not peel off this sticker.

£) mark (1 P. 75, P. 81)

Back cover lever (IZ°P. 18)

External connector terminal

® Integrated terminal to use for charging and connecting the
earphone/microphone, etc.

uo1}9NpoIU|
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Precautions (Always follow these directions)

® Before use, read these “Precautions” carefully and use your FOMA
terminal properly.
Keep this manual in a safe place for future reference.

® These precautions contain information intended to prevent bodily injury
to the user and to surrounding people, as well as damage to property,
and must be observed at all times.

The following symbols indicate the different degrees of injury or

damage that may occur if information provided is not observed and

the FOMA terminal is used improperly.

This symbol indicates that “death or
serious bodily injury may directly and
immediately result from improper use”.

This symbol indicates that “death or
serious bodily injury may result from
improper use”.

AWarning

This symbol indicates that “minor injury
and/or property damage may result from
improper use”.

A Caution

The following symbols indicate specific directions.

® Indicates a prohibited action.

Indicates not to disassemble the device.

Indicates not to handle the device with wet hands.

No wet
hands
LR Indicates not to use the device near water or get it wet.
No liquids
Indicates that instructions specified are compulsory
; (must be followed).
Instruction

Indicates that the power cord must be unplugged from the
outlet.

G

Unplug

“Precautions” is explained in the following six sections.
o Handling the FOMA terminal, battery pack, adapters, desktop holder,

andUIM (general) . ... ... P.7
® Handlingthe FOMAterminal . .............................. P.8
® Handling batterypack . ........... ... ... ... . ... P. 10
@ Handling adapters and desktop holder . ..................... P. 11
@ Handling UIM. . . ... P.12

® Handling near electronic medical equipment. ................. P.12



Handling the FOMA terminal,

battery pack, adapters, desktop
holder, and UIM (general)

Do not use, store, or leave the
® equipment in locations subject
Don't to high temperatures, such as

near a fire, in direct sunlight, or

inside a car on a hot day.
May cause fires, burns or bodily injury.

® Do not place the equipment

inside cooking appliances such
Dont  as microwave ovens or pressure
cookers.
May cause fires, burns, bodily injury or electric shock.

Do not attempt to disassemble
® or modify the equipment.
No disassembly
May cause fires, burns, bodily injury or electric shock.

= Do not get the equipment wet
with water, drinking water, pet
No liquids urine, etc.
May cause fires, burns, bodily injury or electric shock.
Refer to the following for details on
waterproofness.
1" “Waterproof/Dust-proof function” on P. 17

Use only the battery packs and
o adapters specified by NTT

Instruction  DOCOMO for use with the
FOMA terminal.

May cause fires, burns, bodily injury or electric shock.

/\ Warning

Do not subject the equipment to
® strong impacts or throw it.
Don'’t

May cause fires, burns, bodily injury or electric shock.

Do not allow conductive materials
(such as metal objects and pencil

Don't lead) to come into contact with
the charger terminal or external
connector terminal. In addition,
do not insert such objects.

May cause fires, burns, bodily injury or electric shock.

If you notice anything unusual,
o such as an unusual odor,

Instruction overheating, discoloration or
deformation during use,
charging or storage, immediately
follow the instructions below.

@ Unplug the power cord from
the outlet or cigarette lighter
socket.

® Turn off the FOMA terminal.

® Remove the battery pack
from the FOMA terminal.

May cause fires, burns, bodily injury or electric shock.

/\ Caution

Do not cover or wrap the
® equipment with bedding, etc.
Don't  when using or charging.

May cause fires or burns.

Make sure to turn off the FOMA
0 terminal and not to charge the
Instruction  battery in locations such as gas
stations where flammable gas
is generated.
May cause a gas explosion or fire.
To use Osaifu-Keitai in locations such as gas
stations, make sure to turn off the power in
advance (If the IC card lock is set, disable the
lock before turning off the power).

Do not leave the equipment on
unstable surfaces, suchason a
Don't  wobbling table or sloped
surface.
May fall and cause injury.

Do not store the equipment in
® locations that are subject to
Don't humidity, dust or high

temperatures.

May cause fires, burns or electric shock.

If being used by a child, have a
0 guardian teach him/her the
Instruction  proper handling procedures. In
addition, check that the child is
using the equipment as
directed.
May result in bodily injury.

uo1}9NpoIU|
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Keep the equipment out of the
0 reach of young children.
Instruction
A young child may swallow the equipment or
suffer other bodily injury.

Be very careful when using the
0 FOMA terminal connected to

Instruction adapters repeatedly or for a

long time.
The FOMA terminal, battery pack or adapters
may become warm if i-appli, videophone, or
1Seg is used for a long time while charging.
Touch high temperature areas for a long time
may cause skin irritations, itchiness, or
low-temperature burn in some people.

/\ Warning

Do not aim the infrared port
® towards the eyes.

Don’t
May cause eye injury.

Do not aim the infrared port
towards home electric
Don't appliances with an infrared
device during Ir
communication.
May interfere with the operation of infrared
devices and cause an accident.

Do not point the illuminated
® light directly at someone’s
Don't  eyes.

Do not use Picture Light near people’s faces.
Eyesight may be temporarily affected leading to
accidents.

Precautions:

The picture light source used for this product
may emit the light over the safety level for eyes
when operations such as undirected adjustments
are intentionally made. Therefore, do not
disassemble the terminal.

EN60825-1:1994 A1:2002 & A2:2001

CLASS1
LED Product

Picture Light

CAUTION:

Use of controls, adjustments or performance of
procedure other than those specified herein may
result in hazardous radiation exposure. As the
emission level from Picture Light LED used in
this product is harmful to the eyes, do not
attempt to disassemble the cabinet. Servicing is
limited to qualified servicing station only.

Do not allow water or other
liquids, metal, flammable
Don't material, or other foreign

objects to enter the UIM or
microSD Card port on the
FOMA terminal.

May cause fires, burns, bodily injury or electric

shock.

Do not shine the light at anyone
® driving a car or other vehicles.
Don't

May prevent a driver from driving safely and
cause a traffic accident.

areas where the use of mobile
Instruction phones is prohibited, such as
in aircraft or hospitals.
May interfere with the operation of electronic
devices and electronic medical equipment. In
addition, if auto power on function is set to on,
disable this function before turning off your
mobile phone.
Follow the instructions given by the respective
medical facilities regarding the use of mobile
phones on their premises.
In addition, actions such as using on a mobile
phone aboard aircraft are prohibited and
punishable by law.

0 Turn off the FOMA terminal in



Keep the FOMA terminal away
0 from the ears during a call in
Instruction which hands-free is set or while
the ring tone is ringing.
When you attach the earphone/
microphone, etc. to the FOMA
terminal to play games or
music, do not make the volume
too loud.
Excessive high volume may damage your
hearing.
Also it may prevent you from hearing the
ambient sounds and cause an accident.
Earphone Signal Level
The maximum output voltage for the music
player function, measured in accordance with
EN 50332-2, is 28.0 mV.

If you have a weak heart, take
extra precautions when setting
Instruction  functions such as the vibrator
and ring tone volume for
incoming calls.
May have harmful effects on your heart.

medical equipment, contact the
Instruction respective manufacturer or
vendor to check whether the
operation of the equipment is
affected by signals.
May interfere with the operation of electronic
medical equipment, etc.

0 If you are using electronic

Turn the FOMA terminal off
0 near high-precision electronic
Instruction  devices or devices that use
weak electronic signals.
May interfere with the operation of electronic
devices.
Take particular care with the following
devices
Hearing aids, implanted cardiac pacemakers,
implanted cardioverter-defibrillators, or other
electronic medical equipment. Fire alarms,
automatic doors, and other equipment controlled
by electronic signals. If you use an implanted
cardiac pacemaker, implanted
cardioverter-defibrillator or other electronic
medical equipment, contact the respective
manufacturer or vendor to check whether the

operation of the equipment is affected by signals.

/\ Caution

In case that the display part or
camera lens is damaged, make
Instruction  sure to pay attention to a
broken glass and the exposed
inside of the FOMA terminal.
The display part or the surface of camera lens are
covered by a plastic panel so as to minimize the
possibility of glass scattering. However, touching
the broken or exposed parts may cause injury.

Do not swing the FOMA
® terminal by its strap, etc.
Don't

May hit you or others around you, resulting in
bodily injury.

Do not use the damaged FOMA
® terminal.

Don't
May cause fires, burns, bodily injury or electric
shock.

When using motion tracking or
® Night Swing Talk, confirm the
Don't safety of surroundings, hold

the FOMA terminal securely

and do not swing it around
more than necessary.
May result in bodily injury.

If the display is broken and
® internal substances such as

Don't liquid crystal then leaks, do not
get the liquid on your skin
(face, hands, etc.).

May result in loss of eyesight and harm to your skin.

If internal substances such as liquid crystal come
into contact with your eyes or mouth,
immediately rinse your eyes or mouth with clean
water and see a doctor.

If the liquid comes into contact with your skin or
clothes, immediately wipe it off with alcohol, and
wash with water and soap.

uo1}9NpoIU|
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If you use the FOMA terminal in
0 an automobile, contact the
Instruction automobile manufacturer or
vendor to check whether the
operation of the electronic
equipment is affected by
signals.
May interfere with the operation of electronic
equipment in some vehicle models. In such
cases, stop using the FOMA terminal.

Check the type of battery using the

information printed on the battery pack label.

Label Battery type

Li-ion00 Lithium-ion

cause skin irritations such as
Instruction  itchiness, rashes or eczema in
some people. If this occurs,
immediately stop using the
FOMA terminal and seek
medical treatment.
For details on materials of each part 1 “Material
list”on P. 13

0 Use of the FOMA terminal may

Do not close the FOMA terminal

0 on your fingers or objects such
Instruction  as the strap.
May result in bodily injury.

Look at the display in a well-lit
0 place, keeping a certain
Instruction  distance from the screen.
Otherwise, eyesight may be decreased.

/\ Danger

Do not touch terminals with
metallic objects such as wires.
Don't In addition, do not carry or
store the battery pack with
metallic necklaces, etc.
The battery pack may catch fire, explode,
overheat or leak.

Check that the battery pack is
facing the correct direction
Don't before you attach it to the

FOMA terminal. If you are
having difficulty fitting the
battery pack to the FOMA
terminal, do not use excessive
pressure to force the battery
into place.

The battery pack may catch fire, explode,

overheat or leak.

Do not throw the battery pack
® into a fire.
Don't
The battery pack may catch fire, explode,
overheat or leak.

Do not puncture, hit with a
hammer or step on the battery
Don't pack.
The battery pack may catch fire, explode,
overheat or leak.

If the battery fluid, etc. comes
0 into contact with your eyes, do
Instruction  not rub your eyes but
immediately rinse your eyes
with clean water. Then seek
prompt medical treatment.
May result in loss of eyesight.

/\ Warning

If any trouble such as a
deformation or scratches
Don't caused by a drop is found,
never use it.
The battery pack may catch fire, explode,
overheat or leak.

If the battery pack leaks or

emits an unusual odor,
Instruction  immediately stop use and move

it away from any flame or fire.
The battery fluid is flammable and could ignite,
causing a fire or explosion.

Prevent your pet from biting the
0 battery pack.

Instruction

The battery pack may catch fire, explode,

overheat or leak.



/\ Caution

Do not dispose of used battery

® packs in ordinary garbage.
Don't

May cause fires or damage to the environment.
Place tape over the terminals to insulate
unnecessary battery packs, and take them to a
docomo Shop, retailer or institution that handles
used batteries in your area.

/\ Warning

Do not use if the adapter’s cord
® is damaged.

Don'’t
May cause fires, burns or electric shock.

Do not use or charge a wet
® battery pack.

Don't
The battery pack may catch fire, explode,

overheat or leak.
If the battery fluid, etc. leaks, do

0 not get the liquid on your skin
Instruction  (face, hands, etc.).

May result in loss of eyesight and harm to your skin.

If the liquid, etc. comes into contact with your
eyes, mouth, skin or clothes, immediately rinse
them with clean water.

If the liquid comes into contact with your eyes or
mouth, see a doctor immediately after rinsing
your eyes or mouth.

Never use the AC adapter or
® desktop holder in humid
Don't locations such as a bathroom.
May cause fires, burns or electric shock.

The DC adapter should only be
® used in negative grounded
Don't  vehicles. Never use this adapter
in positive grounded vehicles.
May cause fires, burns or electric shock.

Do not touch adapters if you
® hear thunder.

Don'’t
May cause electric shock.

Take care not to short-circuit
the charging terminal when
connected to an outlet or
cigarette lighter socket. Also,
take care not to allow any part
of your body (hands, fingers,
etc.) to come into contact with
the charging terminal.

May cause fires, burns or electric shock.

O

Don't

Do not place heavy objects on
® the adapter’s cord.

Don't
May cause fires, burns or electric shock.

When plugging/unplugging the
AC adapter into/from the outlet,
do not allow metallic straps or
other metallic objects to come
into contact with the terminal.
May cause fires, burns or electric shock.

Don't

('% Do not handle the cord of the
% adapters, desktop holder and
Nowet  outlet with wet hands.

hands

May cause fires, burns or electric shock.

Always use the specified power
0 supply and voltage.

Instruction When using overseas, use the
AC adapter that is available
overseas.

Using the incorrect voltage may cause fire, burns

or electric shock.

AC adapter: 100V AC

DC adapter: 12/24V DC (for negative grounded

vehicles only)

AC adapter available overseas: 100 to 240V AC

(Connect only with household AC outlet)

If the fuse in the DC adapter
0 blows, always replace it with a
Instruction fuse of the specified type.
May cause fires, burns or electric shock. Refer to
the respective manuals for information on the
correct fuse specifications.

11
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12

Wipe off any dust on the power
0 plug.

Instruction
May cause fires, burns or electric shock.

Fully plug the AC adapter into
the outlet.

o

Instruction

May cause fires, burns or electric shock.
Always grasp the power plug
0 when unplugging the adapters
Instruction  from the outlet or cigarette
lighter socket. Do not forcibly
pull by the adapter’s cord.
May cause fires, burns or electric shock.

Unplug the power plug from the

% outlet or cigarette lighter socket

Unplug  when not using for a long time.
May cause fires, burns or electric shock.

Should water or other liquids
enter the adapters, remove the
power plug from the outlet or
cigarette lighter socket
immediately.

May cause fires, burns or electric shock.

<

Unplug

Always unplug the power plug
from the outlet or cigarette
lighter socket before cleaning
the adapters.

May cause fires, burns or electric shock.

<

Unplug

(Handlinguim |
/\ Caution

Be careful with the cutting
o surface when detaching the
Instruction  UIM.
May cause bodily injury.

Handling near electronic

medical equipment

The precautions detailed here conform to the
guidelines drawn up by the Electromagnetic
Compatibility Conference Japan, regarding
the protection of electronic medical
equipment from signals emitted by mobile
phones.

/\ Warning

Observe the following in

0 hospitals or other medical

Instruction  facilities.

® Do not take your FOMA terminal into
operating rooms, ICUs (Intensive Care Units)
or CCUs (Coronary Care Units).

® Turn off your FOMA terminal inside hospital
wards.

® Turn off your FOMA terminal even when you
are in an area outside hospital wards, such as
a hospital lobby, since electronic medical
equipment may be in use nearby.

® Where a medical facility has specific
instructions prohibiting the carrying and use of
mobile phones, observe those instructions
strictly.

@ If auto power on function is set to on, disable
this function before turning off your mobile
phone.

Turn off your FOMA terminal in
crowded places such as
rush-hour trains in case
somebody nearby is using an
implanted cardiac pacemaker
or implanted
cardioverter-defibrillator.
Electromagnetic signals may have harmful
effects on the operation of implanted cardiac
pacemakers and implanted
cardioverter-defibrillators.

0

Instruction



@

Instruction

If you have an implanted
cardiac pacemaker or an
implanted
cardioverter-defibrillator,
always carry or use your FOMA
terminal at least 22 cm away
from your implant.

Electromagnetic signals may have harmful
effects on the operation of implanted cardiac
pacemakers and implanted
cardioverter-defibrillators.

Material/Surface

Instruction

Patients receiving medical
treatment away from a hospital
or medical facility (e.g. home
treatment) who are using
electronic medical equipment
other than implanted cardiac
pacemakers or implanted
cardioverter-defibrillators
should consult the respective
manufacturers for information
regarding the effects of signals
on the equipment.

Electromagnetic signals may have harmful
effects on the operation of electronic medical

equipment.

AL treatment
Material/Surface - ABS resin/UV
Side ke .
PART treatment Y coating
Display side . External
Back of display PC, PMMA resin/ connector SUS/Nickel plating
Surface | _. Hard coating termi
side erminal
of FOMA e TPTR External PC resin
. eyboard side, )
terminal Back of PA + GF45/UV oonnfector Cover Elastomer resin/
. coating terminal Y, i
keyboard side coating
PC resin/UV Gasket EPD_M/LOW friction
Camera ornament transfer coating
] PMMA resin/Hard Infrared port ABS resin
Camera window coating Charger terminal SUS/Gold plating
Hi i ABS resin/UV microSD | Slot ABS resin
inge section coating Card slot | Inside slot SUS
PA + GF45/UV UIM tray POM resin
Back cover . - .
coating Battery storage side Glass epoxy resin
Lever POM resin Surrounding
Back Gasket EPDM/Low friction section of PA + GF45
cover coating Battery |battery storage
Radio ’ storage | section
frequency IFL 12 (Magnetic section SUS/Passivation
. powder + urethane .
preventing : Screw coating (Insulator
. resin)/PET .
sticker coating)
Cabinet ormament ABS_ resin/UV Battery terminal LCP
coating Battery | connector
i i i It inal
Picture Light PC resm. erminal Battery terminal Copper alloy/Gold
. PET resin/UV plating
Protective | Upper . -
cured resin PC resin/Spark
cover - Battery pack .
Lower Urethane resin erosion
Operation key (including Battery Copper alloy/Full
ornament) UV cured resin pack Terminal surface nickel with
Operation key base sheet section plating base, Gold

plating

13
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Handling Precautions

General notes

® SH-02C is waterproof/dust-proof, however,
do not allow water to seep or dust to get in
the FOMA terminal and do not allow
accessories or optional parts to get wet or
do not allow dust to adhere.
The battery pack, adapters and the UIM are
not waterproof/dust-proof. Do not use in
humid locations such as a bathroom and do
not get wet by raining, etc. Also, when you
have the handset close to your body, humidity
from sweating causes corrosion inside and
leads to malfunction. Note that if problem is
found to be due to moisture, handset and
parts are not covered by warranty and in
some cases may be irreparable. Even where
repairs are possible, repair charges will be
incurred since damage is not covered by
warranty.

® Clean only with a soft and dry cloth (such
as the type used for eyeglasses).
« Forceful rubbing of the display with a dry

cloth may scratch the display surface.

Note also that the display coating may stain

if moisture or soiling is left on the surface for

a long period.

Never use chemicals such as alcohol,

thinners, benzene or detergents, as these

agents may erase the printing on the

handset or cause discoloration.

® Occasionally clean terminals with a dry
cotton swab, etc.
Unclean terminals may result in poor
connections and loss of power. Keep terminal
clean with a dry cotton swab, etc.
Take care of the terminal while cleaning it.

® Do not place the handset near an air
conditioning vent.
Condensation formed due to rapid changes in
temperature may cause internal corrosion
and lead to malfunction.

® Do not apply excessive force to the FOMA
terminal and battery pack when using
them.
Carrying the handset in a tightly packed bag,
or sitting on the handset in your pocket may
cause a damage to display, other internal
components or battery pack, or result in
malfunction.
Keeping an external connector device
plugged into the external connector terminal
(earphone/microphone terminal) may cause a
damage to the connector or result in
malfunction.

® Do not rub or scratch the display with
metal, etc.
May scratch the handset and cause
malfunction or damage.

® Read the respective manuals supplied
with the battery pack and adapters
carefully.

Notes about the FOMA

terminal

® Avoid using the handset in extremely high
or low temperatures.

Use the FOMA terminal within the range of a
temperature between 5°C and 40°C (for
temperatures of 36°C or higher, such asin a
room with a bath, limit usage to a short period
of time) and a humidity between 45% and
85%.

@ Using the handset close to landline
phones, TVs or radios may have harmful
effects on the operation of such
equipment. Move as far away as possible
from such items before use.

® Keep a separate memo and note
information stored in the FOMA terminal.
DOCOMO shall not be liable for any loss of
content.

® Do not drop or otherwise subject the
FOMA terminal to severe impact.

May damage the handset and cause
malfunction.

® When connecting an external connector
device to the external connector terminal
(earphone/microphone terminal), do not
put it in obliquely or do not pull it while it
is plugged in.

May damage the handset and cause
malfunction.



Do not close the FOMA terminal on strap,
etc.

May damage the handset and cause
malfunction.

The FOMA terminal becomes warm during
using or charging but this is not a
malfunction.

Do not leave the camera in direct sunlight.
May cause discoloration or burn-in.

Use the FOMA terminal with the external
connector terminal cover on.

Dust, water and others enter inside and cause
a malfunction.

Do not use the FOMA terminal without the
back cover.

May detach the battery pack or cause
malfunction or damage.

Do not cover the surface of the display or
keys with an extremely thick sticker.

May cause malfunction, damage or error.
While using a microSD Card, do not
remove the card or turn off the FOMA
terminal.

May cause data loss or malfunction.

Never place a magnetic card near or in the
FOMA terminal.

The stored magnetic data in cash cards,
credit cards, telephone cards, floppy disks,
etc. may be erased.

Never place magnetized items near the
FOMA terminal.

Putting highly magnetized items closer may
cause an error.

@ Battery pack is a consumable product.
Though usage time varies with use, change
battery if battery level is extremely low even
after fully charged. Purchase a specified new
battery pack.

® Charge battery in areas where ambient
temperature is between 5°C and 35°C.

® The usage time for a battery pack depends
on the usage and deterioration of battery
pack.

® Depending on usage, the battery pack may
swell as it approaches the end of its
service life but this will not cause
problems.

® Note the followings when the battery pack
is stored.

B The storage with the battery pack fully
charged (immediately after charging is
completed)

m The storage with no battery level (cannot
turn the FOMA terminal on)

May lower the performance or shorten the life

of the battery pack.

The second level of the battery pack icon or

approximately 40% is recommended as the

battery level for storage.

® Charge battery in areas where ambient
temperature is between 5°C and 35°C.
@ Do not charge battery pack in the
following locations.
m Areas with high humidity or dust, or in
areas exposed to strong vibrations

m Close to landline phones, TVs, radios, etc.

® Adapters may become warm during
charging but this is not a malfunction.

® Do not use DC adapter to charge battery
when the car engine is not running.
May cause car battery to run down.

® When using an outlet with a feature to
prevent the plug from being removed
accidentally, follow instructions in the
outlet user’s guide.

® Do not subject to strong force or impacts.

Also, do not disfigure the charger
terminals.
May cause a malfunction.

15
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Notes about UIM FeliCa reader/writer

® Do not apply unnecessary force when
inserting/removing the UIM.

® Customer is responsible for malfunctions
arising from inserting UIM into a different
IC card reader/writer.

® Always keep IC area clean.

@ Clean only with a soft and dry cloth (such
as the type used for eyeglasses).

® Keep a separate memo and note
information stored in the UIM.
DOCOMO shall not be liable for any loss of
content.

® To protect the environment, please take
any unnecessary UIMs to a docomo Shop
or retailer.

® Do not damage, touch haphazardly or
short-circuit the IC.
May cause data loss or malfunction.

® Do not drop or otherwise subject the UIM
to severe impact.
May cause a malfunction.

® Never bend the UIM or place heavy objects
on it.
May cause a malfunction.

® Do notinsert the UIM to the FOMA terminal
with a label or sticker attached on the
card.
May cause a malfunction.

® The FeliCa reader/writer function in the
FOMA terminal uses weak electric waves
in the handling of which does not require a
license of radio station.

® The frequency in use is the 13.56 MHz
band. When another reader/writer is being
used nearby, keep enough distance from
it. Make sure that there is no radio station
using the same frequency band in the
nearby area.

® Never use the FOMA terminal that is

modified. Using a modified device violates
the Radio Law.

The FOMA terminal has acquired the
certification of conformity with technical
regulations for the specified radio station
based on the Radio Law, and the “Technical
Conformity Mark (Z, " is printed on the model
nameplate of the FOMA terminal as a proof.
If the screws of FOMA terminal are removed
and a modification is given to the inside, the
certification of conformity with technical
regulations will become invalid.

Never use the FOMA terminal without the
valid certification. Doing so violates the Radio
Law.

Be careful when using the FOMA terminal
while driving a motor vehicle.

Using a mobile phone in hand while driving is
regarded as a punishable act.

However, the punishment has no application
in some cases such as when rescuing sick
and injured people or maintaining public
safety.

Use the FeliCa reader/writer function only
in Japan.

The FeliCa reader/writer function in the
FOMA terminal conforms to the domestic
radio wave standards. Using the function
overseas may result in punishment.



Waterproof/Dust-proof function

SH-02C is waterproof to IPX5 (former JIS protection code ® You can use the FOMA terminal at a poolside. Do not throw water
5)"1 and IPX7 (former JIS protection code 7)2 standards, in a swimming pool on the FOMA terminal or soak the FOMA
and dust-proof to IP5X (JIS protection code 5)3 terminal in the water of a swimming pool.

standards if the external connector terminal cover is ® Youcan use the. FOMA terminal in a bathroom. Do not soak the

. FOMA terminal in the bathtub.

securely closed as well as the back cover is attached and

S

*1 IPX5 means that phone keeps functioning after being subjected to Thlngs tO keep L mlnd
a jet flow (approximately 12.5 liters/min) discharged from a nozzle To maintain waterproof/dust-proof performance, check
(inner diameter: 6.3 mm), from all directions (approximately 3 m the followings.
from the handset) for 3 minutes or more.

*2 IPX7 means that SH-02C phone keeps functioning after it is slowly
submerged to depth of 1 m in static tap water at room temperature,
left there for approximately 30 minutes and then taken out.

*3 IP5X means the level of protection. Phone keeps functioning in
safety after it is left in the device containing dust (diameter: 75 um
or smaller) for 8 hours, agitated and then taken out.

uo1}9NpoIU|

® Securely close the external connector terminal cover and the back
cover. Be careful not to place too much force on the rubber gasket
when opening and closing them.

® Make sure that the external connector terminal cover and the back
cover are completely closed without floating.

® Before using, make sure that the back cover lever is at the LOCK

position.
= ® To maintain waterproof/dust-proof performance, the FOMA terminal
What you can do W|th Waterproofl has the external connector terminal cover and the back cover that
. allow you to close securely. May cause injuries to your nails or
dust-prOOf funCtlon Of SH'02C fingers if you try to open them forcibly.

® You can call or watch 1Seg programs without using an umbrella in
the rain (for rainfall of approximately 20 mm per hour).

® You can rinse off dirt from the FOMA terminal. Wash the FOMA
terminal with low-pressure water flow (6 liters/min or lower and tap
water at room temperature (between 5°C and 35°C)), holding it
approximately 10 cm below faucet or shower head. Wash by using
only your hands, not a brush or sponge, with the back cover
attached and locked, and the external connector terminal cover
held in position. Drain the handset before use (I P. 21).

17
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Opening external connector terminal cover

Hook a finger on the slot to open.

Slot

Closing external connector terminal cover

Push and close securely in the direction of the arrow so that gaps are
not left between the FOMA terminal and the external connector
terminal cover.

Attaching back cover

1’| Insert the tab of the top of the back cover
into the FOMA terminal slot (), attach it
in the direction of the arrow (H) and
securely push down with both hands (E)

® The back of the back cover has also five tabs to insert the back
cover. Securely push tab areas down with both hands so that

gaps are not left between the FOMA terminal and the back cover.

Securely push
tab areas down
with both hands

2|Slide the back cover lever in the direction
of the arrow () to lock

Lever




Removing back cover

1] Slide the back cover lever in the direction
of the arrow (Kl) to unlock and remove the
back cover (H)

® The FOMA terminal has a slot to remove the back cover.

Securely hold the FOMA terminal as shown in the illustration to
prevent excessive force on the back cover and hook a nail on
the slot and remove the back cover upward.

® To maintain waterproof/dust-proof performance, replacement of
parts is required every 2 years regardless of whether the FOMA
terminal appears normal or abnormal. DOCOMO replaces the
parts as a chargeable service. Bring the FOMA terminal to a
repair center that DOCOMO specifies.

® When your hands or the FOMA terminal are wet, do not attach/
remove the back cover or open/close the external connector
terminal cover.

® Securely lock the back cover and close the external connector
terminal cover. Even a fine obstacle (one hair, one grain of sand,
tiny fiber, etc.) put between contact surfaces may allow water to
seep or dust to get in.

o If the FOMA terminal gets wet with water or other liquids with the
external connector terminal cover or the back cover open, the liquid
may get inside the terminal causing electric shocks or malfunction.
Stop using the FOMA terminal, turn off the power, remove the
battery pack and contact a repair center that DOCOMO specifies.

® The rubber gasket of the external connector terminal cover and the
back cover play an important role in maintaining waterproof/
dust-proof performance. Do not remove or scratch them. Also,
prevent dust from adhering to them.

If the rubber gasket of the external connector terminal cover or the
back cover is damaged or deformed, replace it at a repair center
that DOCOMO specifies.

® Do not insert sharp objects through external connector terminal
cover and back cover gaps. It causes damage to the rubber gasket
and allow water to seep or dust to get in.

@ If the back cover is damaged, replace it. Water may seep inside
from a damaged section causing troubles such as electric shocks or
corrosion of the battery.

® Do not use the FOMA terminal underwater (including opening/
closing and key operations). May cause malfunction.

® Do not apply water flow stronger than allowed (& P. 17) (over 6
liters/min). May cause malfunction though SH-02C provides
waterproof performance of IPX5.

® Do not let the FOMA terminal get wet with liquids other than water
at room temperature (between 5°C and 35°C).

19
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® Do not wash the FOMA terminal in a washing machine, etc.

® To prevent condensation, do not bring the FOMA terminal from a
cold place to a bathroom, etc. without letting the FOMA terminal
cool to room temperature.

® Do not expose the FOMA terminal to extreme humidity for long
periods. Avoid prolonged use in bathrooms.

® Never soak the FOMA terminal in hot spring water or water
containing soap, detergent or bath powder.

® Do not soak the FOMA terminal in hot water, use it in a sauna or
apply hot air (from a hair dryer, etc.) to it.

® Do not soak the FOMA terminal in seawater.

® Do not put the FOMA terminal directly on sand/dirt.

® Do not leave the FOMA terminal wet. In cold places, water may
freeze and cause malfunction.

® The FOMA terminal does not float on water.

® Do not let the FOMA terminal fall. It may become scratched and
cause the waterproof/dust-proof performance to degrade.

® Do not leave water on the mouthpiece, earpiece or speaker. Such
water may interfere with talking.

® Accessories and optional parts are not waterproof/dust-proof. When
the FOMA terminal is placed on the accompanying desktop holder,
do not use it in rooms which water is regularly in use such as
bathroom, shower room, kitchen, lavatory, etc. even if it is not

connected to the AC adapter.

@
, =
o 7= =23
2) ~~

Soap/Detergent/
Bath powder

U 3377/////?
Wiy

Hot spring

Seawater Swimming pool

Sand/Dirt

® DOCOMO does not guarantee actual operations under all
states. Malfunctions deemed to be caused by inappropriate
operation by the customer are not covered by the warranty.



Draining water when the FOMA
terminal gets wet

When the FOMA terminal is wet, water may flow out after
wiping it off. Drain the water following the steps below.
1|Wipe the FOMA terminal surface with dry

and clean cloth, etc.
o If a strap is attached, dry the strap well.

2/ Shake the FOMA terminal approximately
20 times, securely holding its hinge
section, until there is no more water
splattering

To drain water off the speaker,
shake the FOMA terminal with
\ the speaker upward

uo1}9NpoIU|
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ﬁ Softly press dry and clean cloth, etc.
against the FOMA terminal to wipe off
water remaining in the mouthpiece,
earpiece, speaker, keys, air vent or hinges

® Pat the opening with cloth to remove water because there may
be any water remaining in the grooves of each part.

AWipe off water drained from the FOMA

terminal with dry and clean cloth, etc.
® Water, if any, remaining in the FOMA terminal may ooze up
after wiping off.

Accessories and optional parts are not waterproof/

dust-proof. Check the followings before and after

charging.

® Make sure that the FOMA terminal is not wet. If the FOMA terminal
is wet or after the FOMA terminal is wet, adequately drain it and
wipe off water with dry and clean cloth, etc. before placing on a
desktop holder or opening the external connector terminal cover.

® When the external connector terminal cover is opened for charging,
close the cover securely after charging. It is recommended that the
desktop holder be used for charging to prevent water from seeping
inside and dust from getting in from the external connector terminal
cover.

@ Never try to charge the battery pack when the FOMA terminal is
wet.

® Do not touch the AC adapter or desktop holder with your wet
hands. May cause electric shock.

® Do not use the AC adapter or desktop holder in a place subject to
water. Do not use the AC adapter or desktop holder in rooms
which water is regularly in use such as bathroom, shower room,
kitchen, lavatory, etc. May cause fire or electric shock.



Before Using

Inserting UIM (FOMA card) Attaching battery pack

A UIM is an IC card that records personal information,

such as phone numbers, etc.

® The FOMA terminal does not support the UIM (blue). Change the

UIM (blue) at a docomo Shop.
1 Hook a finger on the tab and pull out the

tray ()
@ Pull out the tray straight until it stops.

g Hold the UIM with the IC (gold)
turned down and set on the tray

(2)]

Notch

IC (gold)

g Push the tray all the way in (El)

® Note that inserting or removing the UIM forcibly may damage the
UIM or deform the tray.

@ Perform with the FOMA terminal turned off and closed while holding
with your both hands.
® The battery pack is not waterproof/dust-proof.

m Remove the back cover (IZ°P. 19)
gAttach the battery pack

® Turn a recycle mark side of the
battery pack up, match tabs and
attach the battery pack.

With a recycle mark
side up

gAttach the back cover (IZP. 18)

® Using unnecessary force when attaching or removing the battery
pack may damage the connector terminal for the battery pack
(charger terminal) on the FOMA terminal.

® Securely close the back cover. If not closed securely, the back
cover may come off and the battery pack may fall out due to
vibration. May damage the waterproof/dust-proof performance and
allow water to seep or dust to get in.

uonesadp oiseg
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® It is recommended that the accompanying desktop holder be used
for charging to prevent water from seeping or dust from getting in

caused by forgetting to close the external connector terminal cover.

® The AC adapter and desktop holder are not waterproof/dust-proof.
Never try to charge the battery pack when the FOMA terminal is
wet. For precautions on the waterproof/dust-proof performance
when charging I P. 22

Charging by using desktop holder

® Use with the FOMA terminal closed.

ﬂ Turn the side with the arrows of the AC
adapter connector up and insert it into the
connector terminal of the desktop holder

()

® Keep the connector parallel with the desktop holder and
securely push all the way in until it clicks.

2| Insert the AC adapter power plug into an
outlet (HA)

ﬂWhen placing the FOMA terminal in the
desktop holder, charge alert is heard,
charging LED illuminates, and charging

starts
® Place the FOMA terminal in the direction of the arrow until it
clicks (E1).

Connector
(Turn the side
with the arrows

Charging LED up)

100V AC
outlet

iy
S q

FOMA AC
Adapter 01/02

ﬂ Charging is complete when charge alert is

heard and charging LED turns off
® Hold the desktop holder, flip the FOMA terminal forward and
lift it out.

@ Pull the AC adapter out of the outlet when left unused for a long
period of time.

® When charge alert is not heard or when charging LED does not
illuminate, check that the FOMA terminal is placed securely in the
desktop holder (except when terminal is turned off, manner mode
is set or charge alert is [OFF]).

® When placing the FOMA terminal in the desktop holder, be careful
not to catch a strap, etc.



Charging by using AC adapter

® Read the user’s guide of FOMA AC Adapter 01/02 (sold separately).

ﬂ Open the external connector terminal cover
and insert the AC adapter horizontally into

the external connector terminal ([l)
Charging LED

External connector
terminal R
NS
T
External connector terminal cover

Connector (Turn the side with the arrows up)

ﬁWhen inserting the AC adapter power plug

into an outlet, charge alert is heard,
charging LED illuminates, and charging
starts

oy

=

100V AC
outlet

gWhen charge alert is heard and charging

LED turns off, charging is complete
® When removing the connector, always hold the release
buttons on both sides () and unplug it horizontally (H).

Release buttons

® Do not forcibly insert or remove. May cause damage to the
external connector terminal and the connector.

uonesadp oiseg
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m () (for at least 2 seconds)

e Stand-by display appears when initial settings are complete.
® Press (= for at least 2 seconds to turn the power off.

m In the Normal menu, [A&5&E] ) [NFERTR/
AF1) [Select language] » [English]

o [f the setting of Password or Request permit/deny is not complete,
the setting screen appears every time the power is turned on.

@ Alternatively, in the Normal menu, [Setting] b [Other setting]  [Initial
setting] to display the setting screen.

m [Date and time setting] ) set the date and
time

g [Password]
code

ﬁ [Keypad sound] ) set the key sound
g [Text size] » set the font size collectively

ﬂ [Request permit/deny] » set GPS location
provision

6@

register a terminal security

ﬂ In the Normal menu, [Profile]

Saving your own name and image
m In the Normal menu, [Profile]

z enter the terminal security code
ﬂ Set each item

Changing mail address or configuring spam
mail prevention

You can connect to the i-mode site for changing mail address or
configuring spam mail prevention, etc. Refer to “Mobile Phone User’s
Guide [i-mode] FOMA version” for details on setting method.

ﬂ In stand-by, [Mail setting]
[Address/Spam Setting]

2|Yes]



Screen Explanation

UIM error

BEE®

Self mode

Music&Video Channel program reservation
3G/GSM

VeilView

[ ==}
=1

G
(Ll
n,

=1

Icon display area
USB connection

Record message

< o fi =N

Main icons Keypad dial lock
T Battery level Manner mode
g — [ — @ — [ — [T High = Low
E- @~ E L (Hg ) 1§ 3¢ Silent/Vibrator

Signal status

ful - 2 - L_—[_ (Strong = Weak)

® When [} ] appears, the handset is outside the
service area or in a place with no signal.

B

Public mode (Drive mode)

microSD Card

PRl

E
=

[ Hands-free Software update

RIS

FiLlm.% GPS IC card lock
x .
M4 i-mode mail/SMS/Area Mail/Information received Music&Video Channel
*E gy i-oppli o Personal data lock
(-] Alarm/Schedule kS 1Seg recording

b2 24

Ir communication

i-mode

[_1]
L]
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Checking notices with stock icon

Stock icons appear in the stand-by display and notify you when a call
is missed or a new mail is received.

Number of entries
Y] ge

vens g Stock icon

(VAR

TUE 10:05 AM

b

H xx missed call
=] XX message
(= xx voice mail
M xx mail message
MENU Normal menu/Basic menu/Shortcut menu”

* The displayed message differs depending on the menu screen.
1’| A stock icon appears in the stand-by
display ) ©
2 Select the stock icon

® The stock icon and message disappear after you check the
details.

Display and operation of Stand-by accessory

Stand-by accessory allows you to perform functions by displaying
accessory icons which are i-concier, MENU and camera to activate in
the stand-by display.

i-concier button

MENU button

Camera launcher button

@ Activates still picture shooting,
moving picture shooting, Pretty
arrange camera, Effect camera,
Recommended photo,
Shotmemo, Kanji/English
Grabber, Golf swing video
camera and Shotdeco.

[T |

m In the Normal menu, [Setting] > [Screen/
Display] » [Stand-by display setting]
[Stand-by Accessory]

z Select the setting



Viewing sub display

The following shows a screen when Clock display is set to [Stand-by

clock (S)] and Small clock function is set to [Steps/distance] in the

Display setting of Sub-display setting (1" P. 36).

® Set Wellness display to [ON] to use Small clock function and Set
pedometer to [ON] to use a pedometer.

Icon display area

"mm clock dISpIay

Function display
® Functions set to Small clock function in the Display
setting of Sub-display setting appear.

Set, change or register functions from the menu screens.
The explanations in this manual are based on the method for
retrieving a function from the Normal menu.

Displaying each menu

Press in the stand-by display to display Normal menu, Basic menu
and Shortcut menu.

01/11 TUE 10:05 AM

Stand-by display

10:058
Shortcut menu

Stbment Normat

« \]‘K »

Shortcut menu

® You can change the menu

which is displayed when you

press (W (155°P. 36).

Ca's

HCIA I |

Sibment Custon

‘n Basic

Normal menu

10:05%

Stbment

« \]‘K »

Normat

Basic menu

29
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Use to select or execute the menus displayed in the
operation guidance. The following shows the keys
assigned to select or execute the menu items displayed
in the guidance.

W © © B

" Submenu Detail ,‘

= Sent
VP Call

@

"&MWrite

©

In the operation guidance, menus appear according to the function
being used and situation.

The following table describes examples of the main operation
guidance menus that appear.

OK Set selected item

Submenu Display the submenu

Agree Check selected image or music, etc.

Back Return to the previous screen

Show all Display sorted files as a list

Cancel Cancel an operation such as receiving mail
SelAll/CIrAll Select/Disable all selectable items

Close Close the submenu, etc.

® For details on the available functions & P. 89
® The method for selecting functions may differ depending on the
Kisekae Tool set for the Normal menu.

The way of activating alarm with Multi guide key is explained as an
example below.

1 Bar code reader

A B

‘@ § S

NexT »

Stibment ok Ciston Subment ok Ciston
Basic

Basic

Normal menu [Tool] appears Alarm is activated

Selecting a function from submenu

When [Submenu] appears in the operation guidance, functions
(submenu) that can be used in the screen appear by pressing (&,
Select the displayed submenu with ©.

If there are multiple pages in submenu, change pages with ©.



3 Quick voice activation function is provided in Japanese.

You can retrieve and execute a function with voice in the
stand-by display.

It is convenient when you cannot find the menu of
function to use or when you want to activate a function
immediately.

m In stand-by, (for at least 1 second)

g When [ENTIREDE R AFEZfFHPx
%] (Go ahead % % Receiving voicek %)
appears, speak the function to use to the

mouthpiece

® Speak approximately within 10 seconds. When you stop
speaking, approximately 10 seconds past or you press ©,
voice activation ends and applicable function is activated.

@ Guide (in Japanese only) is activated when the function to be
used is not specified.

@ In the following cases, Quick voice activation may not work
properly.
m When the voice is too loud or too low
® When the surrounding noise is big
m When the phonation is not clear
® When the phonation is not natural or too fast

3 Guide function is provided in Japanese.

Use this function when you do not know the operation
method of FOMA terminal. Guide appears and you can
check the explanations and operation methods of each
function. Also, you can activate functions directly from
Guide.

ﬂ In the Normal menu, [Tool] ) [Guide]
z Select the item

31
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Character Entry

Entering racters

Enter characters for functions such as phonebook and

mail on the FOMA terminal.

® The explanations in this manual are based on method for entering
characters in 5-touch entry method.

Switching entry modes

Switch entry modes to enter various types of characters.

m In the character entry screen,

e i
i i ] i | Items to switch
.
g Select the entry mode
E Kanji/Hiragana
7 Double-byte katakana
7 Single-byte katakana
=3 Kuten code
a Double-byte alphabet characters
(lower case — upper case)
a Single-byte alphabet characters

(lower case — upper case)

1 Double-byte numbers

1 Single-byte numbers
Double-byte alphabet characters
(upper case — lower case)

A Single-byte alphabet characters
(upper case — lower case)

Entering characters

Example: When entering “B&aE”

ﬂ In the character entry screen, enter “TAb”
® Th: (A (four times) b (38 (once) b (@) (three times) p © »
(0) (once)
® To enter multiple characters assigned to the same key: Enter a
character ) © ) enter a character

2®
3@

Using error correction

conversion

Error correction conversion field may appear
under the conversion candidates field when
entering wrong character which is assigned
to the same key. Press © to display the
corrected conversion candidate in the
conversion candidates field.

FHM Hb EAb kY7 V0
444440000 444, 440,000

|’i L >i-=|' HEE ®- - |

Error correction
conversion field



Entering pictograms/symbols
ﬂ In the character entry screen,

® To switch between pictogram and Deco-mail pictogram:
® To switch between single- and double-byte symbols:

ﬁ Select a pictogram/symbol

Using phrases

ﬂ In the character entry screen, [Quote
phrase/data] » [Phrase]

ﬁ Select a phrase

Entering emoticons

1’ In the character entry screen, [Pict/

Symbol/Smiley] ) [Smiley]
® For a mail message: In the character entry screen,
[Quote phrase/data] b [Pict/Symbol/Smiley] b [Smiley]

ﬁ Select a category ) select an emoticon

Copying/Cutting characters
ﬂ In the character entry screen, [Copy]/

[Cut]
® For a mail message: In the character entry screen,
[Copy/Cut/etc.] b [Copy]/[Cut]

ﬂ Select the start position

g Select the end position
® The highlighted text string is copied.

Pasting characters

m In the character entry screen, point the

cursor to the paste position [Paste]
® For a mail message: In the character entry screen, point the
cursor to the paste position [Copy/Cut/etc.] b [Paste]

uonesadp oiseg

33



uonjesadQ oiseg

34

Sound/Screen Setting

1’ In the Normal menu, [Setting] » [Sound/ 1] In the Normal menu, [Setting] » [Sound/
Vibration/Manner] ) [Ring tone] Vibration/Manner] ) [Adjust volume]
2|Select an item ﬂ [Operation sound] ) ©

¢ [Call ring tone] » select an item
¢ [Videophone]
¢ [Mail] b select an item

Setting vibrator

You can set the vibration for incoming calls, GPS
lg’l Set each item ) positioning, alarms and using i-oppli.
1" In the Normal menu, [Setting] » [Sound/

Changing ring tone volume AVibrationlManner] ) [Vibration mode]

1] In the Normal menu, [Setting] » [Sound/ zSelect an item
Vibration/Manner] » [Adjust volume]

. 3| select the vibrator
2|Select an item
¢ [Alert/Call volume] b select an item ) © @ Note that if you set the vibrator and put the FOMA terminal on a
+[Mail/Msg. alert vol] ) ® table, it may fall due to vibration.



You can switch the FOMA terminal to mute.

® The following sounds are heard even while the manner mode is set.

m Shutter sound of camera
m Record start/end sound of camera
m Start/End sound of voice recorder

® The vibrator is activated regardless of the manner mode settings
when the earthquake early warning is received. In addition, when
any of the following sounds is set to ring in the Personalized, the
dedicated alarm tone (beep sound) also sounds.
m Keypad sound m Call alert volume m Mail alert volume
m Alarm sound m Low battery alert

m In the Normal menu, [Setting] » [Sound/
Vibration/Manner] » [Silent mode]

g Select a type
[General]
[Personalized] » set each item
[Silent manner mode]
® [ @] appears when the manner mode is set.

Even if manner mode is not set, you can stop the ring
tone, alarm tone, or timer sound, etc. temporarily by
turning the FOMA terminal back.

ﬂ Turn the FOMA terminal back while a call

is being received or alarm sounds

1’ In the Normal menu, [Setting] » [Sound/

Vibration/Manner]
ﬂ Select the setting

[Motion silent]

uonesadp oiseg
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Changing main display

m In the Normal menu, [Setting] » [Screen/
Display] ) [Stand-by display setting]
[Image/i-appli]

g Select an item

Changing sub display

ﬂ In the Normal menu, [Setting]
Display] ) [Sub-display setting]

g [Display setting] ) set each item

[Screen/

Making display hard to see from people
around

Display the pattern (design or animation) on the screen to prevent
others from seeing the screen.

ﬂ (for at least 1 second)

® [[#] appears when VeilView is set.

® (&) (for at least 1 second)

Changing menu display

You can set the start menu which is displayed when you press in
the stand-by display.

ﬂ In the Normal menu, [Setting]
Display] » [Menu preference]

[Screen/

g [Select startup menu] ) select a menu

Changing font size

ﬂ In the Normal menu, [Setting]
display/input] ) [Font size]

g Select an item > select the font size

[Text



Changing Machi-chara setting

A character appears in the stand-by display when you set
Machi-chara.

1’ In the Normal menu, [Setting] » [Screen/

Display] » [Machi-chara setting]
g [Display setting] ) set each item

You can set whether to output Machi-chara voice when you use Quick
voice activation (in Japanese only).

® Pre-installed [* 41 & % A] and [24 IJ 7 >] are compatible with
Machi-chara chat setting.

1’ In the Normal menu, [Setting] » [Sound/
Vibration/Manner] » [Machi-chara chat
setting]

ﬁ Select the setting

You can change the Normal menu screen, stand-by
display, menu icon, ring tone, etc. collectively.

1’ In the Normal menu, [Setting] » [Screen/

Display] » [Kisekae Tool setting]
z Point the cursor to Kisekae tool
[Yes]

® To check data: Select Kisekae tool (to display data list screen
in Kisekae tool) ) select data
« For the voice called LED, videophone called LED, mail/
message LED, or open/close LED, you can check the LED
color and flashing pattern by selecting data.
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Setting illumination Checking missed calls or new mails

1] In the Normal menu, [Setting] » [Backlight/ 1] In the Normal menu, [Setting] ) [Screen/

lllumination] » [Light alert] Display] ) [Each display setting]
g Select an item g] [Info display & light] ) select an item
. @ Following items can be set.
g Set each item } m Caller/Sender info: Set whether to display phone numbers
or names registered in phonebook when receiving a call or

mail.
m Indicator light: LED flashes at approximately 4-second
intervals and notify you of missed calls and new mails.

Setting eco mode

m In the Normal menu, [Setting] ) [Battery] »

[eco mode]
® [[d] appears when eco mode is set.

When selecting illumination
pattern and illumination color, you
can check flushing pattern or color
of illumination by pointing the
cursor to the pattern and color.

Alternatively, (8) (for at least 1
second) in the stand-by display to
set.




Set light of display and keypad.

1" In the Normal menu, [Setting] ) [Backlight/  You can set the function to activate from still picture
lllumination] ) [Display light] shooting, Simulated call and Picture Light, by pressing [J
for at least 1 second with the FOMA terminal closed.

ﬂse"?"t an "e'?‘ . 1’ In the Normal menu, [Setting] » [Other
[Display light time] » select an item » select the tting] ) [Side key shortcut]
setting se 9 y
* You can set the length of light time for each function when g Select the setting

the FOMA terminal is not in use for a set length of time.
[Light time-out] I select the time
« Display is turned off when the FOMA terminal is not in use
for a set length of time.
[Brightness] b ©
* You can select from five display brightness levels. Check
brightness with adjusting.
* ON/OFF of Brightness sensor:
» The display brightness is automatically adjusted according
to the surrounding light if you use brightness sensor.

[Keypad backlight] b select the setting
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Lock/Security

Various security codes

Some functions for convenient use of the FOMA terminal
require security codes.

Precautions for various security codes

® Do not use easily estimated numbers for security codes to be

set such as “birthday”, “part of a phone number”, “address or

room number”, “1111” or “1234”. Keep a separate memo of
security codes.

Keep security codes private. If the security codes are found and

improperly used by others, DOCOMO shall not be liable for any

loss of the users.

@ If you forget your security codes, you are required to bring your
identification (a driver’s license, etc.), your FOMA terminal and
your UIM to a docomo Shop.

For further details, contact the number listed in “General
Inquiries” on the back of this manual.

® PUK (PIN Unlock Key) is described in the agreement form
(customer copy) you received at the time of subscription at a
docomo Shop. If you made a subscription outside a docomo
Shop, bring your identification (a driver’s license, etc.) and your
UIM to a docomo Shop or contact the number listed in “General
Inquiries” on the back of this manual.

Terminal security code (Default: 0000)

@ If you enter the wrong terminal security code five times
continuously, the power is turned off.

Changing terminal security code

m In the Normal menu, [Setting] ) [Lock/
Security] » [Change security code] ) enter
the current terminal security code

z Enter the new terminal security code

g Enter the new terminal security code
again

4®

Network security code (At subscription: Set any code)

Network security code is a four-digit code required for confirming the
subscriber’s identity when an order is received at a docomo Shop,

docomo Information Center or “&%&#H 7R — b (user support) (in
Japanese only), or used for accessing various network services.



ﬂ In stand-by, (@) ) [BEE#EYR— ] (user
support) » [BHERTE (HER-ZEE-FIA)]
(settings (check/change/use)) ) [ v b

D — I EBZEE] (change network
security code)

i-mode password (At subscription: 0000)

A four-digit “i-mode password” is required to register/delete sites in ¥
4 * = 21— (My menu), or subscribe/cancel message services and
charged i-mode services (Additionally, information providers may set
their own passwords).

1in stand-by, @ » [English] » [Options]

[Change i-mode Password]

PIN1 code/PIN2 code (At subscription: 0000)

You can set two security codes, PIN1 code and PIN2 code, on the
UIM.
The PIN1 code is a four- to eight-digit security code that is entered
when a UIM is inserted or when the FOMA terminal is turned on to
prevent unauthorized use by a third party. Enter the PIN1 code to
enable making/receiving calls and operating the handset. The PIN2
code is four- to eight-digit security code that is entered for performing
operations such as resetting total call cost or using client certificates,
or applying for.
@ If you enter the wrong PIN1 code or PIN2 code three times
continuously, it is locked.

m In the Normal menu, [Setting]
Security] » [UIM setting]

g Select an item
[Change PIN1 code]  enter the terminal security
code » enter the current PIN1 code ) enter the new
PIN1 code ) enter the new PIN1 code again
* When the PIN1 entry ON/OFF is set to [OFF], you cannot
change the PIN1 code.
[Change PIN2 code] b enter the terminal security
code ) enter the current PIN2 code ) enter the new
PIN2 code ) enter the new PIN2 code again
[PIN1 entry ON/OFF] » [ON] I enter the PIN1 code

* You can set to enter the PIN1 code when the power is turned
on.

[Lock/

PUK (PIN Unlock Key)

You cannot change the code.

PUK is an eight-digit number used to disable the PIN1/PIN2 code lock.

@ If you enter the wrong code ten times continuously, the UIM is
completely locked. In this case, contact a docomo Shop.

41
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Lock
function
All lock

Omakase
Lock

Self mode

Personal
data lock

Operation/Restriction

Prevents all operations other than power on/off and

answering calls/videophone calls.

® Enable: In the Normal menu, [Setting]
Security] I [Lock settings] » [All lock]
terminal security code

® Disable: In stand-by, enter the terminal security
code

Omakase Lock is a service to lock the personal data

and IC card functions in case of loss, etc. by only your

request to DOCOMO via phone.

[Lock/
enter the

18, 0120-524-360 Office hours: 24 hours (in

Japanese only) (open all year round)

% Unavailable from part of IP phones.

® Omakase Lock can also be set/released from the
My docomo website using PCs.

® Refer to “Mobile Phone User’s Guide [Basic
Usage]” for details on Omakase Lock.

Prevents communication such as calls, i-mode mails,

i-mode, iC communication or Ir communication.

® Enable/Disable: In the Normal menu, [Setting]
[Other setting] » [Self mode] » select the setting
[Yes]

Prevents the display of mail, personal information, etc.

® Enable/Disable: In the Normal menu, [Setting]
[Lock/Security] b [Lock settings] » [Personal data
lock] b enter the terminal security code ) select the
setting

Lock
function

Keypad dial
lock

AutoKeyLock

IC card lock

Side key lock

Operation/Restriction

Prevents calls or i-mode mails/SMS to a number not

saved in the phonebook.

@ Enable/Disable: In the Normal menu, [Setting]
[Lock/Security] b [Keypad dial lock] » enter the
terminal security code » select the setting

Prevents key operation automatically when the FOMA

terminal is closed or set time passed after the display

disappeared.

® Enable/Disable: In the Normal menu, [Setting]
[Lock/Security] b [Lock settings] » [AutoKeyLock]
select a lock type » enter the terminal security
code ) set each item

@ Disable Lock on close temporarily: Open the FOMA
terminal and enter the terminal security code

@ Disable Display off lock temporarily: Press any key
to show the display enter the terminal
security code

Locks to prevent the use of IC card functions.

® Enable: In stand-by, © (for at least 1 second)
[Yes]

@ Disable: In stand-by, © (for at least 1 second)
enter the terminal security code

Locks the side key when the FOMA terminal is closed
to prevent false operation.

® Enable/Disable: In stand-by, © (for at least 1
second) ) [Side key lock]



Setting response to a call with no caller ID

You can set different responses when caller ID is not sent, depending
on the reason.

® The following are the types of non-disclosure reason.
m User unset m Payphone m Unavailable

m In the Normal menu, [Setting] ) [Lock/
Security] b [Call rejection setting] » enter
the terminal security code

g Select the reason

g Set each item
Rejecting a call from a caller unset in
phonebook

ﬂ In the Normal menu, [TEL function]
Receive call setting]

[Dial/
[Reject/Accept call]

z [Unregistered caller] » enter the terminal
security code ) select the setting

Resetting various functions

® For items return to default by Reset I P. 89

m In the Normal menu, [Setting] » [Other

setting] ) [Reset]
g Enter the terminal security code
ﬂ Select an item [Yes]

Deleting saved data all at once

You can delete all saved data and reset the settings of each function
to default.

® Protected data in the FOMA terminal is also deleted.

ﬂ In the Normal menu, [Setting] » [Other
setting] ) [Delete all data]

g Enter the terminal security code ) [Yes]

43
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Call

Making a voice/videophone call

® DOCOMO videophones comply with “3G-324M as defined by the
international 3GPP standard”. Connection is not available with
videophones using other standards.

Making a call by entering a phone number

1] In stand-by, enter a phone number
@ Start with the area code.

2|(@ (Phone)/@ (V.phone)
Key operation during a voice call
® To enable/disable Triple Kukkiri Talk:

g] (=) to end the call

Making a call from phonebook
1] In stand-by, ©

2] Point the cursor to the name
é’] (Phone)/(3) (V.phone)

Making a call with redials/received calls

1/In stand-by, © (&) (Redial)/© (1)
(Received calls)

g Point the cursor to the phone number
ﬂ (Phone)/(®) (V.phone)

Notifying the other party of your phone
number
You can display your number (caller ID) on the other party’s phone
(display) when you make a call or videophone call.
® When you hear a message requesting caller ID, activate Caller ID
notification or put “186” and make a call again.
ﬂ In the Normal menu, [TEL function] ) [Dial/
Receive call setting] ) [Caller ID
notification]

g [Setting] ) select the setting ) [OK]



Making an international call

WORLD CALL is an international calling service available from

DOCOMO mobile phones.

WORLD CALL is registered when FOMA services are registered

(excluding users who did not apply for WORLD CALL).

® WORLD CALL charges are billed with the monthly mobile phone
charges.

® Commission and monthly usage fees are free.

@ For details on WORLD CALL, contact the number listed in “General
Inquiries” on the back of this manual.

® To make an international call through a company other than
DOCOMO, contact the representative companies directly for
instructions.

® Some payment plans may not be available.

In stand-by, enter “+” ((0] for at least 1

second), the country code, area code (city

code) and phone number

® When the area code (city code) begins with “0”, omit the “0”
when dialing (Include “0” when making a call to some countries
or regions such as ltaly).

(Phone)/(&) (V.phone)
[Yes]

When a call is received, the ring tone

sounds and the called LED flashes
® When the caller does not send a caller ID, a non-disclosure
reason message appears.
* [User Unset]: When the caller purposely withholds caller ID
« [PublicPhone]: When the call is received from a payphone
* [Unavailable]: When the caller cannot send a caller ID, such
as when the call is received from overseas or ordinary
(landline) telephones via various transfer services

) to end a call

During a call, ©

45
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Setting record message (voice/videophone
calls)

If you set record message, the FOMA terminal answers a call and
records the caller's message when you cannot answer.
In the Normal menu, [TEL function]
[Record message/Voice memo] ) [Record
message]

[ON]

® Recorded contents may be lost due to malfunctions, repairs or
other handling of the FOMA terminal. DOCOMO shall not be liable
for any loss of content. It is recommended that a memo be kept of
contents for record message (voice/videophone calls).

In the Normal menu, [TEL function]
[Record message/Voice memo] » [Record
message list]

Select a message
[NO]

Setting Public mode (Drive mode)

When Public mode (Drive mode) is set, the caller hears a message

stating that you are driving or otherwise unable to speak and the call is

disconnected.

® A ring tone does not sound when a voice/videophone call is
received. The stock icon [M] (missed call) appears on the display
and the call is saved in Received calls.

In stand-by, 3¢ (for at least 1 second)
@ In stand-by, (for at least 1 second)

Setting Public mode (Power off)

If Public mode (Power off) is set, when a call is received with the
power is turned off, the caller hears a message stating that you are in
a place that does not allow the use of mobile phone and the call is
disconnected.

In stand-by, ¥ 2)E2BE®D

® In stand-by, M@ BER@BE @



Service name Subscription Monthly fee
Voice Mail Service Necessary Fees apply
Call Waiting Service Necessary Fees apply
Call Forwarding Service Necessary Free
g::i::e Call Blocking Not necessary Free
Caller ID Notification Service Not necessary Free
(S::Irlvei;;D Display Request Not necessary Free
2in1 Necessary Fees apply
Public mode (Drive mode) Not necessary Free
Public mode (Power off) Not necessary Free
Dual Network Service Necessary Fees apply
English Guidance Not necessary Free
Multi Number Necessary Fees apply
OFFICEED Necessary Fees apply
Melody Call Necessary Fees apply

® Network services are not available outside the service area orin a
place with no signal.

® “OFFICEED” is a service that requires a subscription. Refer to the
DOCOMO website for corporations (in Japanese only) (http:/
www.docomo.biz/html/service/officeed/) for further information.

® Refer to “Mobile Phone User’s Guide [Network Services]” for details
on each network service.

® For subscription and inquiries, contact the number listed in “General
Inquiries” on the back of this manual.

Setting Voice Mail Service

In the Normal menu, [TEL function]
[Voice mail service]

[Activate] b [Yes]
ringing time ) [OK]

[Yes] ) enter the

Setting Call waiting service

In the Normal menu, [TEL function]
[Other network service] » [Call waiting]

[Activate] ) [Yes] ) [OK]

Setting Call Forwarding Service

In the Normal menu, [TEL function]
[Other network service] ) [Call forwarding]

joauuo)h

[Activate] b [Yes] ) [Yes] I enter a phone
number [Yes] ) enter the ringing
time ) [OK]
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Emergency calls Phone number
Emergency call to police 110
Emergency call to fire station/medical assistance 119
Emergency call at sea 118

® The FOMA terminal supports “Location notification of emergency call”.
When dialing an emergency number such as 110, 119, and 118, the
information of your location (location information) is automatically
notified to the agency that receives the emergency call (e.g. the police
station). Depending on your location and the reception status of the
signal, the agency that received the emergency call may not be able to
confirm the exact location.
If the location information is notified, the name of the agency that
received the emergency call is displayed on the screen.
If you are not sending your caller ID by calling with “184” added or
other means, your location information and phone number are not
notified. However, if the agency that received the emergency call
considers your location information and phone number necessary for
important purposes, such as life saving, the agency can retrieve them
regardless of your settings. In addition, the area/timing to introduce
“Location notification of emergency call” depends on the state of
preparation in each agency that receives emergency calls.

® When calling 110, 119, and 118 from your FOMA terminal, the
police or fire stations may return your call for verification purposes.
State that you are calling from a mobile phone, and give your
phone number and exact location.
Remain stationary to ensure that you are not disconnected while
making an emergency call, and keep handset turned on to receive
calls for approximately 10 minutes afterwards.

® Depending on the region, calls to the police or fire station may not
be connected.

@ If you call 110, 119 or 118 by videophone with the FOMA terminal,
the call is disconnected. When Auto redial as voice is set to [ON],
the call is automatically switched to the voice call and made again.

International roaming (WORLD WING) is a service that
enables you to use the same FOMA terminal as you use
in Japan in the service area of DOCOMO affiliated
overseas telecommunications carriers without changing
your phone number and mail address. You can use voice
calls, SMS and i-mode mail without any changes in
settings.

You can use the FOMA terminal in the 3G network and GSM/GPRS
network service areas. In addition, this service is available in countries
and regions supporting 3G 850 MHz. Check the available area.

m SBHAZFIAAHA K (in Japanese only) pre-installed in [My
document] of Data Box

W “Mobile Phone User’s Guide [International Services]”

m DOCOMO International Services website

® Check the status of a subscription for WORLD WING. For details,
contact “General Inquiries” on the back of this manual.

® Overseas charges (call charges, packet transmission charges)
differ from those in Japan.

® When a call is received during international roaming, the call is
forwarded from Japan. Call charges to Japan are incurred by the
caller and receiving charges by the receiver.



*6 i-Widget overseas use setting is required. Multiple Widget Appli may

® When the FOMA terminal or the UIM is lost or stolen overseas, attempt transmission when i-Widget screen appears. In such case,
promptly contact DOCOMO and conduct a procedure for canceling packet transmission charges are incurred for each transmission.
the use of service from your country of stay. Refer to “General *7 Charges are not incurred for GPS positioning. However, packet
Inquiries” on the back of this manual for inquiries. Note that transmission charges are incurred such as when you display a
transmission/calling charges after the FOMA terminal or the UIM is map based on the location information.

lost or stolen are incurred to the subscriber.
® Some services are not available depending on the

telecommunications carrier or network.

Available services overseas Refer to “Mobile Phone User’s Guide [International Services]” or

Communication service 3G GSM GPRS the DOCOMO International Services website for information on
Voice call"” o o o available countries and regions, and telecommunications carriers.
i 1 0 q
‘S/:\‘/’Ies‘j;’h"“e 8 é é Making a call to outside the country you
A 5 % 5 stay in (including Japan)
i-mode mail @) X O Make a call from your country of stay to Japan or other countries.
i *3, 4
FChannel 8 i 8 In stand-by, enter “+” ((0) for at least 1
:33.23::6 o <15 second), country code, area code (city
]
Packet transmission by connecting a PC O X ©) COde) and other party S phone number
GPS position location'? o X o ® When the area code (city code) begins with “0”, omit the “0”
when dialing (Include “0” when making a call to some countries
*1 When the 2in1 is used, calling from Number B is not available. or regions such as ltaly).
When Multi Number is used, calling from Additional Number is not
available. (Phone)/(®) (V.phone)

*2 Enter the same phone number as used in Japan when sending to
the FOMA terminal.

*3 Overseas use settings for i-mode is required.

*4 Overseas use settings for i-Channel is required. Packet
transmission charges for automatically updating information
provided by Basic Channel are incurred (included in i-Channel
usage fee in Japan).

*5 Overseas use settings for i-concier is required. Packet
transmission charges are incurred for each information reception.
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Making a call in country you stay

You can make a domestic call at your country of stay in the same way
as you do in Japan.

In stand-by, enter a phone number
(Phone)/(&) (V.phone)

Making a call to WORLD WING user
overseas
When you make a call to a WORLD WING user overseas, you make a

call as an international call to Japan regardless of your country of stay.

In stand-by, enter “+” ((0) for at least 1
second), country code “81” (Japan) and
the other party’s mobile phone number
excluding the first “0”

(Phone)/(&) (V.phone)



You can exchange mails with other i-mode terminals and
e-mail via the Internet by subscribing to i-mode service. creatlng Deco-mail/Decome-Anime

You can attach up to ten files (pictures, moving picture

files, etc.) in total of 2 MB to a message. Also, Deco-mail Creating Deco-mail

is available. You can send an expressive mail by You can change color and font size of message
changing character color and size, or background color text, insert images such as Flash movies or

and inserting Deco-mail pictograms. change background color when composing i-mode
Moreover, Flash movie Decome-Anime with a message mail.

or image inserted is available.
® Refer to “Mobile Phone User’'s Guide [i-mode] FOMA version” for
details on i-mode mail.

S . 1] In the message entry screen, [ » 9
Sending i-mode mail [Decorate mail] 3
ﬂ In stand-by, ) [Compose message] ﬁ Decorate E
ﬁ Select the TO field ) select an item I

3Select the SUB field ) enter a subject

/4] [Message] » enter a message ® Select the decoration method from the palette or submenu, set
contents of decorating and enter messages.
5
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Creating Decome-Anime

Decome-Anime is an expressive mail service that
uses Decome-Anime Templates and Flash movies
with a message or image inserted.

In stand-by, [Create new
Decome-Anime] > [Edit]

Point the cursor to the template

Select an edit item
[@]) select an item ) edit

B9 H

o] b edit
[21) [Select image] » point the cursor to the
image

Using Auto-Decome

When a message is entered and converted, a pictogram or Deco-mail
pictogram is entered by predicting from the text and font color, font
size, or background color is changed automatically.

In addition, you can make the expression of conversion candidates
masculine or feminine, etc. by changing pattern of conversion.

® Pattern of conversion downloaded from the iMenu site, [SH-MODE]

(in Japanese only) is also available.

In the compose message screen,
[Auto-Decome] after entering message

Select a candidate

® To temporarily save the conversion candidates:

@ To return to the saved conversion candidate: (@)

® To change the pattern of conversion: [Pattern
conversion] b select the pattern of conversion

® To change the place to enter pictograms: [Insert
pictogram] » select the setting

® To automatically change the font color/font size/background
color: select an item to convert ) select the setting

® Pictograms are changed according to the set conversion items
each time is pressed.



Using font change

Enter a message and convert it to change a font.
® Font downloaded from the iMenu site, [SH-MODE] (in Japanese
only) is also available.
In the compose message screen, [Mail
Change] » [Font change]

[Yes]

Select a candidate

® To select a font type: select a font

Receive i-mode mail automatically

After reception, the receive complete
screen appears and i-mode mail ring tone

sounds

® If no operations are performed in the receive complete screen
for approximately 15 seconds, the screen before reception
automatically reappears.

[Mail] b select a mail
® [- END -] appears at the end of the message. When receiving limit

is exceeded, [/] or [//] appears and the exceeding portion is
automatically deleted.

Displaying a mail in Inbox/Outbox/Unsent box
In stand-by,
Select BOX
Select a mail

Replying to i-mode mail
In the received mail details screen,
[Reply/Forward]
Select the reply method

Compose and send a mail

Checking new i-mode mail

Received i-mode mail or Message R/F are stored at the i-mode center
while the handset is outside the service area, in the self mode or when
the power is turned off. You can check and receive mails from the
i-mode center.

In stand-by,
message]

[Check new mail/
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Sorting i-mode mail

Set Sort rules for user folders and sort i-mode mail and SMS
automatically.

Point the cursor to the folder » (v » [Sort
rules]

Select a number to save
Set the sort rules

Repeat steps 2 and 3 to set multiple sort
rules

Setting flag on mail

jJoauuo)h

Point the cursor to the mail » (v
[Protection/Flag] ) [Flag ON]/[Flag OFF]

Select the setting method

54

Area Mail is a service to receive the earthquake early
warning, etc. provided from the Japan Meteorological
Agency.

® Area Mail is received without i-mode subscription.

Receiving Area Mail
Receive Area Mail automatically

When Area Mail is received, the dedicated
alarm tone (beep sound) or Area Mail
dedicated ring tone sounds and Called
LED flashes

® After receptions, some Area Mail automatically display a
message, while others display [Area mail received].

® When [Area mail received] appears, the screen before
reception automatically reappears in approximately 30
seconds.

Setting Area Mail

In stand-by, [Mail setting] » [Early
warning “Area Mail” setting]

[Receive setting] » select the setting



You can use SMS entering mobile phone number in the
TO field.

Sending SMS
In stand-by, [Compose new SMS]
Select the TO field ) select an item
[Message] » enter a message
Checking received SMS
Receive SMS automatically

After reception, the receive complete
screen appears and the SMS ring tone
sounds

[Mail] » select an SMS
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Phonebook

You can use the FOMA terminal phonebook and UIM
phonebook.

Adding phonebook entries

® The following items can be added to one phonebook.

m FOMA terminal phonebook: Memory number, name, reading,
image/moving picture, group, phone number, mail address,
birthday, text memo, postal code/postal address, location
information, company name, department, title and URL

m UIM phonebook: Name, reading, group, phone number, mail
address

» Reading is entered automatically.

Adding new phone number, mail address,
etc.

1] In the Normal menu, [TEL function] )

[Phonebook] ) [Add to phonebook]/[UIM
operation]

g] Set each item )

Adding entries from redials/received calls to
phonebook

ﬂ In stand-by, © (&) (Redial)/© (=)
(Received calls)

z] Point the cursor to the phone number )
) [Add] ) [Add to phonebook]

gAdd to phonebook

Editing phonebook entries

ﬂ In stand-by, © ) point the cursor to the
name ) (@) ) [Edit/Settings] ) [Edit]

z Edit the phonebook )

gAdd to phonebook
¢ [Overwrite]
¢ [New entry]

Deleting phonebook entries

1] In stand-by, © ) point the cursor to the
name ) (& p [Delete]

ﬁ Select the deletion method



i-mode/Full Browser
A/In stand-by, @

i-mode enables you to use online services, such as g Select an item
connection to sites and the Internet, and i-mode mail,
using display of i-mode compatible FOMA terminals
(i-mode terminals).
® i-mode is a paid service that requires a subscription.
® Refer to “Mobile Phone User’s Guide [i-mode] FOMA version” for =
details on i-mode. S 010 ey

IA3viat
Using i-mode

@ Sites and web pages on the Internet are generally protected by

copyright law. Selling and redistributing whole or a part of Viewing web pages designed for PC
downloaded text, images or other data from these sites and web

pages for non-personal use as they are or a part changed without You can view sites that are not supported by i-mode as
author’s permission is prohibited. they appear on PCs with the FOMA terminal using Full
® Some models cannot display/play images/moving pictures/ Browser.

melodies, files sent/received by mail (images/moving pictures/
melodies, etc.), “Screen memos” or “Message R/F” etc.
downloaded from sites, etc. if a different UIM is inserted or the
handset is turned on without a UIM.

o If files with access restrictions by a UIM are set as the stand-by 1] In the Normal menu, [i-modelweb] 4 [FU"
display or ring tone, etc. and a different UIM is inserted or the Browser Home]
handset is turned on without a UIM, settings are reset to default.

@ Note that making a transmission with large-volume data, such as
viewing a web page with many images and downloading data will
lead to higher transmission charges.

ysJeas

® Some sites with large amounts of information do not appear
properly.
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While viewing sites with i-mode,
Browser] ) [Switch to FB]

[Full

While viewing sites with Full Browser,

[i-mode Browser] ) [Switch to
i-mode]

o Note that different transmission charges are incurred when
switching between i-mode and Full Browser.

Selecting a link and moving to a new screen

Normally, text string to which links are set appears in blue. A selected
link is highlighted.
® Some links may be images. If you select, the image is outlined.

While viewing sites, select a link

Moving to previous/next page

The FOMA terminal saves sites you viewed. Press @)/(3) to show the
memory without transmission. This memory is called the “cache”.

HORODE

O7RE@E>ZLTVET .

Submenu-

g _New tab Submenu- ) New tab
i Hex

> —Back s

@ Information such as previously entered character, setting, etc. is not
viewed when you view pages saved in the cache.
® The cache is reset by ending i-mode/Full Browser.

® When switching from i-mode to Full Browser, you can return to the
page displayed with i-mode by pressing &. Likewise, when
switching from Full Browser to i-mode, you can return to the page
displayed with Full Browser by pressing .



You can save frequently viewed sites and web pages on

the Internet as bookmarks for convenient access.

While viewing sites, [Bookmark]
[Add bookmark]

[OK]

Select a folder

In the Normal menu, [i-mode/web]
[Bookmark]

Select a bookmark
® Bookmarks are listed in the order of use.

@ Connection is made with i-mode from i-mode bookmarks,

while it is made with Full Browser from Full Browser
bookmarks.

You can add (save) screens from your favorite sites, etc.
as screen memos to the FOMA terminal or microSD Card.

While viewing sites,
Memo]

[Screen
[Save screen memo]

Select a save destination ) [Yes]

® The screen memo is added.

® To add the screen capture only: Select a save destination
[Only displayed]

® Some screens may not be added as screen memos depending on

the site such as the site whose size is zero-byte or assigned not to
be saved as screen memos.

In the Normal menu, [i-mode/web]
[Screen Memo]

Select a memo

@ If you select a link in the screen memo, connection is made
with i-mode for the screen memo of i-mode, while it is made
with Full Browser for the screen memo of Full Browser.
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i-=Channel

¥ The i-Channel service is provided in Japanese.

i-Channel is a service that sends news, weather and
other information to i-Channel supported terminals.
The latest information received automatically is
displayed in the stand-by display using a ticker.
Additionally, press the i-Channel supported key to
display the latest information in a list of channels.
i-Channel is a paid service that requires a subscription
(i-mode subscription is required).

i-Channel has “N—2 v & F+ X JI (Basic Channel)”
provided by DOCOMO and “& Z D& F ¥ Xk JI (Okonomi
(Optional) Channel)” provided by IP (Information
Providers). Packet transmission charges for
automatically updating information provided by “Basic
channel” are not incurred. Packet transmission charges
for automatically updating information provided by
“Okonomi (Optional) Channel” that can be customized
are incurred. Note that packet transmission charges are
incurred for when detailed information are viewed in both
“Basic channel” and “Okonomi (Optional) Channel”.
Packet transmission charges are incurred for
automatically updating information and viewing detailed
information during international roaming.

Refer to “Mobile Phone User’s Guide [i-mode] FOMA
version” for details on i-Channel.

Displaying i-Channel
m In stand-by, € (ch)

ﬂ Select a channel

Setting i-Channel display
Set whether to display i-Channel ticker in the stand-by display and sub
display.
1" In the Normal menu, [i-mode/web] »
[i-Channel] ) [Ticker display set.]

2| Select the display destination of ticker »
set each item »

o If [Main display] is selected, the sample of a ticker appears at
the lower part of the display.



Map/GPS

® Note that DOCOMO shall not be liable for the pure economic loss if
you cannot confirm the positioning (communication) result with the
FOMA terminal failure, malfunction or external factors such as
power failure (including battery exhaustion).

® You cannot use the FOMA terminal as navigation system for
professional use of aircrafts, vehicles, person, etc. Therefore, note
that DOCOMO shall not be liable for the loss caused by the
navigation system to use location information.

® You cannot use the FOMA terminal as surveying GPS of high
accuracy. Therefore, note that DOCOMO shall not be liable for the
loss caused by the error of location information.

® GPS is the service in charge of Department of Defense of USA,
therefore, GPS radio wave condition may be controlled (accuracy
degradation, radio wave abort, etc.) for the US national security
reason.

® For the use of location provision or location notification, check the
information of an information provider and DOCOMO website.
Charges may be incurred for these functions.

® GPS function is not available except for positioning the present
location when the FOMA terminal is outside the service area.

Using map

You can activate GPS compatible i-appli and view the present location
or specified location.

m In the Normal menu, [Map/Overseas] )
[Map]

® GPS compatible i-appli is activated after positioning the
present location.

Using navigation
Activate GPS compatible i-appli and use the navigation function.

ﬂ In the Normal menu, [Map/Overseas] )
[Navigation]

Checking present location

You can check your location by positioning the present location. You

can use this function for displaying a map, etc. from positioning

location information or changing the location information to a URL and

sending a mail with the URL pasted, etc.

® Transmission charges are not incurred when you check the present
location. However, packet transmission charges are incurred when
you display a map based on the location information.

m In the Normal menu, [Map/Overseas] )
[Position location/notify] ) [Position
location]

ysJeas

g Select a usage
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X The AUTO-GPS service is provided in Japanese.

According to your present location, you can receive

various services, such as providing surrounding

information including weather information, store
information, etc., or sight-seeing information.

o If you use AUTO-GPS function, your present location is
automatically measured based on your movement and location
information and pedometer information are sent to a service
provider (Present location is measured approximately once every 5
minutes according to your movement).

® Set AUTO-GPS service information from AUTO-GPS compatible
i-appli of each service to use services supporting AUTO-GPS
function. Set DOCOMO service set to [ON] to use AUTO-GPS
function for services provided by DOCOMO.

® You can register up to five AUTO-GPS services other than those
provided by DOCOMO.

® For the use of AUTO-GPS function, check the information of GPS
service provider or DOCOMO website. Charges may be incurred for
using these services.

® Packet transmission charges may be incurred for sending location
information.

® Communication is performed on a regular basis and power
consumption of the FOMA terminal increases depending on your
status of use.

Setting AUTO-GPS function

In the Normal menu, [Map/Overseas]
[Map&GPS setting/history] » [AUTO-GPS]

[AUTO-GPS setting] » select the setting

Using services provided by DOCOMO

If you use DOCOMO AUTO-GPS service, location information of the

FOMA terminal is automatically sent to DOCOMO, and you can

receive services related to i-concier or various services provided by

DOCOMO.

® Separate subscription and the settings are required to use various
services.

In the Normal menu, [Map/Overseas]
[Map&GPS setting/history]
[AUTO-GPS] » [DOCOMO service set]

[ON] » [OK]



Camera

It is possible to take a still picture and moving picture
with the digital camera which supports Face recognition
AF that can detect human, dog and cat face.

In addition, it supports Kanji/English Grabber, Shotdeco,
Shotmemo, etc.

Screen layout and operations for
shooting screen

Shooting screen layout

Still picture Moving picture

A

“(’—,’——*

Menu
galtery

tRng
4 gallery

[l Focus frame

[E1Zoom bar

51 Remaining time

[ lcon display position
[/l Status indication

Main key operations for shooting screen

Camera gallery Switch still/moving picture
Adjust brightness Adjust zoom
Focus lock Switch camera-mode

Return to default
Select image quality
Auto timer

Fix camera shake
White balance

Other setting

Activate operation guide

PYNEBOM

Select save destination
My camera

Shooting stilllmoving pictures

® Although the cameras are made with high-precision technology,
some pixels or lines look constantly dark or bright. Further, white
lines and other noise may appear in images especially when
shooting images in dimly lit surroundings.

@ If the camera lens is exposed to direct sunlight for a long time, the
internal color filter may discolor, creating a discoloration of shot
images.

® Images shot in shooting conditions which include the sun, a light or
other strong light source may appear dark and distorted.

@ Shooting the sun directly may damage the performance of the CCD.

® Shot still pictures or moving pictures may not be saved when the
battery level is low.

BN ed
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Shooting still pictures
m In stand-by,

® When still pictures shooting is activated, called LED
illuminates and Picture Light flashes.

2@l

® Shoot a still picture.

3l@mn

® Save a still picture.

Shoot a still picture quickly with using sub-display as a finder.
o Continuous AF is set to [ON].

1 With the FOMA terminal closed, [J (for at
least 1 second)

2/0

® Shoot and save a still picture.

Aoluz

® Operate with the FOMA terminal opened to take a picture finely or
to change the settings. However, the camera is terminated when
the FOMA terminal is closed again.

64

Shooting moving pictures

m In the Normal menu, [CAMERA/TV/
MUSIC] ) [Camera] » [Movie shooting]

® When moving pictures shooting is activated, called LED
illuminates.

2|@n

® The subject at the center is automatically focused and shot.
® To pause/resume shooting:

g @I to end shooting
g [Save]

Displaying shot still pictures
m In the Normal menu, [Data Box] » [My
picture]

z [Camera] folder ) select a still picture
® To set as stand-by display, etc.: Point the cursor to the still
picture [Set screen] b select an item



Playing shot moving pictures
m In the Normal menu, [Data Box]
[i-motion/Movie]

z [Camera] folder ) select a moving picture
® To set as stand-by display, etc.: Point the cursor to the moving
picture [AV settings] I select an item

ISO sensitivity

You can shoot clear pictures with less camera shake in the low-light
situation.

m In the still picture shooting screen,
[Shooting menu] ) [ISO sensitivity]

g Select the setting

Shoot by scene

You can set the camera to shoot with natural colors and focus based
on the surroundings and subject.

m In the shooting screen,
[Shooting menu] ) [Shoot by scene]

z Select the mode

Focus setting

You can switch the AF (auto focus) mode according to the subject.

m In the shooting screen, []
z Select an item

Face registration

You can shoot the face image and register it, or shoot a picture with
registered face information and focus mark displayed on the still
picture shooting screen.

ﬂ In the still picture shooting screen,
[FaceReg]

z [Save new]
ﬁ Detect the face ) @/

® Guide frame appears in red when a face is detected.

A Set each item
ﬂ [Yes]

® Registered face information name is displayed as an item in

[Album] of Register type and the image can be searched by Data
search.
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Effect camera

You can set effects for still pictures and moving pictures to change the

color tone and touch.

@ For still picture shooting, shooting with effects is available when
image size is “3M: 1536x%2048”, “FullHD: 1080x1920", “Std-by:

480%854", “VGA: 480x640”", “QVGA: 240x320” or “QCIF: 176x144”.

® For moving picture shooting, shooting with effects is available in the
following settings.

m Shooting size: “QVGA: 320x240” or “QCIF: 176x144”
m Switch image/voice: [Image + voice] or [Image only]
m Common replay mode: [OFF]

W Shoot by scene: [Normal]

m Face recognition AF: [OFF]

m Chase focus: [OFF]

11n the Normal menu, [CAMERA/TV/
MUSIC] ) [Camera] » [Arrange camera]
[Effect camera]

z Select a type of effect
3len

® Shoot a still picture.

Multishot camera

You can shoot pictures continuously and choose the favorite
photograph from shot still pictures and save it.

m In the Normal menu, [CAMERA/TV/
MUSIC] ) [Camera] » [Multishot camera]

g Select the setting
3len

® The first still picture is shot and the following are shot
automatically.

ﬂ Save images
® To save an image: Select an image » ©/(]

@ To save displayed images only: ©/0



1Seg is a service provided by TV broadcasters
(broadcast stations), etc. Transmission charges are not
incurred for receiving video, voice and sound. Contact
NHK for details on viewing fees of NHK.
2 Packet transmission charges are incurred when accessing a site
such as a “data broadcasting site”, “i-mode site” or others.
Also, some sites require information charges to use (i-mode paid
sites).
X For details on the “1Seg” service, see the website below.
The Association for Promotion of Digital Broadcasting
Froma PC  http://www.dpa.or.jp/english/
From i-mode http://www.dpa.or.jp/1seg/k/ (in Japanese only)

Broadcasting wave

1Seg is one of the broadcasting services, and the receiving signal
(broadcast wave) differs from that of FOMA service.

In the following places, the signal status may become weak or the
signal may not be received.

m Place that is far from the tower which sends the broadcasting wave
® Mountain areas or behind a building

| A tunnel, basement or a place in the rear of a building

To receive in better conditions, hold the FOMA terminal apart from or
close to the body or move to another place, so that the reception
status may become better.

About battery level

When recording is started with low battery level or battery level
becomes low while recording, the message stating that recording is
impossible appears and then the recording ends.

® 1Seg automatically ends if you do not operate for a while.

Screen display for first use of 1Seq

A confirmation screen of disclaimer appears for first use of 1Seg after
purchase.

Press © according to the displayed contents. The same confirmation
screen does not appear after that.

Before using 1Seg

® If you use 1Seg for a long time while charging, the service life of the
battery pack may be shorter than estimated.

® DOCOMO shall not be liable for any loss or change of the saved
data due to malfunctions, repairs or other handling of the FOMA
terminal.
When changing the model or asking for repair of your FOMA
terminal, you cannot transfer the stored contents (video and still
pictures taken from 1Seg, TVlink, data in the broadcasting storage
area, etc.) in the terminal.
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To watch 1Seg, set the channels and select a channel list
first.

Auto channel setting

Select a prefecture/district to use from preset information of broadcast

stations of each area. Broadcast station is automatically searched and

saved into the channel list.

® Perform Auto setting inside the area of a terrestrial digital TV
broadcasting service.

11n the Normal menu, [CAMERA/TV/
MUSIC] » [1Seg] » [Channel setting]

® When the confirmation screen appears: [Yes] } [Auto
setting]  [Yes] b proceed to step 3

E [Create] ) [Auto setting] ) [Yes]
ﬁ Select a prefecture/district

4| [Yes]

Using preset

Select a prefecture/district to use from preset information of broadcast
stations of each area and save into the channel list.

m In the Normal menu, [CAMERA/TV/
MUSIC] » [1Seg] ) [Channel setting]

® When the confirmation screen appears: [Yes] ) [Use preset]
proceed to step 3

g [Create] » [Use preset]
ﬁ Select an area
ﬂ Select a prefecture/district

ﬂ [Yes]

11 the Normal menu, [CAMERA/TV/
MUSIC] » [1Seg] ) [Activate 1Seq]

Alternatively, in the stand-by
display, (for at least 1
second) to activate 1Seg.




1Seg watching screen layout

OOE LLIL#=H
DA DARZE BH

Submenu
B/REC

«'Rotate »

EPG
Op data

Video Caption
Data broadcasting Channel number
Broadcast station/Program name Icon display position

Main key operations for 1Seg watching screen

Select a station with UP/DOWN | ©

Select a station with one-touch (1 to (9], 3¢), (0), @)
operation

Select a station by searching a | © (for at least 1 second)/© (for at
frequency least 1 second)
® To cancel selecting a station by
searching a frequency: ©/c®)

Adjust volume ©

Mute/Disable

Turn caption settings on/off (for at least 1 second)
Activate program guide i-oppli

Record a video of 1Seg (for at least 1 second)
program ® To stop recording:
Record 1Seg programs as a

still picture

Switch operation @

m In the Normal menu, [CAMERA/TV/
MUSIC] > [1Seg] P [TV timer list]

ﬂ [Set new timer] » [Manual reception]/
[Manual recording]

g Set each item

® When [Manual recording] is selected, the confirmation screen
stating that 1Seg may not be recorded correctly depending on
signal status appears.

m In the Normal menu, [Data Box] » [1Seg]
ﬂ [Video] folder ) select a video
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Handling the music data

® This manual refers to Chaku-uta full® and WMA (Windows Media®

Audio) files played using MUSIC Player as “music data”.

 “Chaku-uta full” is a registered trademark of the Sony Music
Entertainment (Japan) Inc.

The FOMA terminal can play WMA files or Chaku-uta full® which

are protected with copyright protection technology.

® When downloading the music data from web pages on the Internet,

check use conditions (license, prohibited acts, etc.) carefully before

use.

WMA files, which are protected with copyright protection

technology, are played using the information unique to the FOMA

terminal. When the information unique to the FOMA terminal is

changed due to a failure, repair, upgrade and others, WMA files,

which are saved before change, may not be able to be played.

® DOCOMO shall not be liable for handling of CCCD (Copy
Controlled CD) or even if you cannot save music data as a WMA
file.

® You can use music data saved on the FOMA terminal or the
microSD Card for personal use only. Refrain from infringing upon
intellectual property rights of a third party’s copyrighted material. Do
not copy or transfer music data saved on the FOMA terminal or the
microSD Card to PC or any other medium.

Music&Video Channel

* The Music&Video Channel service is provided in Japanese.
Music&Video Channel is a service that approximately up
to 1 hour programs are automatically distributed at night
if your favorite programs such as music programs are
set in advance.

® Music&Video Channel is a paid service that requires a subscription
(i-mode and the flat-rate i-mode packet transmission service are
also required to be subscribed).

® Some programs may require a separate fee in addition to
Music&Video Channel service charge.

@ If you insert the UIM to the FOMA terminal, which does not support
Music&Video Channel, after subscribing Music&Video Channel,
you cannot use Music&Video Channel. However, a service usage
fee is incurred unless you cancel Music&Video Channel
subscription.

® During international roaming, setting or acquiring programs is not
available”. When going abroad, deactivate the distribution of
programs in advance.

* When programs are attempted to be set or acquired during
international roaming, packet transmission charges are incurred
for connecting to i-mode.

@ If you cancel i-mode or Music&Video Channel or delete My Menu
registration, the program data in the Delivery program folder may be
deleted.

@ Refer to “Mobile Phone User’s Guide [i-mode] FOMA version” for
details on Music&Video Channel.




4’/ In the Normal menu, [CAMERA/TV/
MUSIC] » [Music&Video Channel]

[Program setting] MUSIC Player screen layout

E Follow instructions on screen and set a

program

® [ ] appears in the stand-by display 12 hours before the
program distribution.
The acquisition of the program is automatically performed at
night. When the acquisition is successfully completed, the
stock icon [[11] appears. When the acquisition is failed, [ %]
appears. In this case, acquire the program manually.

m

=)

SUBMENT , mpgiea » RLYTICS o

m In the Normal menu, [CAMERA/TV/ IR ,2

MUSIC] » [Music&Video Channel] Jacket image Title
Artist’'s name Playback status
g Select a program Icon display position Uta-moji Lyrics
Play time/Total time Volume

7
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Main key operations for MUSIC Player
screen

Pause/Play ©

Stop

Adjust volume ©®

Mute/Disable

Play previous song/Return to ©

beginning of song”

Fast reverse © (for at least 1 second)
Play next song ©

Fast forward © (for at least 1 second)
Jump to a start position assigned | (AJ: Beginning

to a key (2) to (9): Positions divided by

one-ninth increments of the total
playback time

* Playback time is less than approximately 2 seconds: Play previous song
Playback time is approximately 2 seconds or more: Return to beginning
of song

You can save Chaku-uta full® downloading from sites.
® You can download up to 5 MB Chaku-uta full®.

MWhile viewing sites, select Chaku-uta full®

ﬁ [Save] ) select a save destination

m In the Normal menu, [Data Box] » [MUSIC]
g Select music data

The music data previously played
resumes from the position where
the playback stopped if
[Continue] is selected.




Activating i-appli Activating Widget Appli

“i-appli” is software for the i-mode compatible mobile
phone. Download various software from i-mode sites for
more convenient use of the FOMA terminal, such as
updating stock prices or weather information
automatically, or enjoying games without connecting to
the network, etc.

® For use overseas, packet transmission charges differ from those in
Japan.

® Refer to “Mobile Phone User’'s Guide [i-mode] FOMA version” for
details on i-appli.

® To use preset software again after deleting, you E E
can download it from the iMenu site, [SH-MODE] .
(in Japanese only).
[Menu] b [A*=a2—U R I (menulist) b [T—F 1 =
E &5 A — 51 —] (mobile phone manufacturer) b QR code to
[SH-MODE] connect to the
« Packet transmission charges are incurred when site

downloading.

1] In the Normal menu, [i-oppli] »
[Software list]

g Select software to activate

i-Widget is a convenient function used to easily access
to frequently used contents and tools (Widget Appli)
such as calculator/clock, memo, and stock prices.
Widget Appli can be added by downloading from sites.
If you paste the Widget Appli on the i-Widget screen, you
can use it quickly next time.

o If the i-Widget screen is displayed, multiple Widget Appli may
communicate.

® Packet transmission charges are incurred when detailed
information are viewed.

@ Refer to “Mobile Phone User’s Guide [i-mode] FOMA version” for
details on i-Widget.

1] In stand-by, ©

@ i-Widget screen appears.

2| select Widget Appli
3 @iEs

® Widget Appli is pasted on the i-Widget screen.
@ To end Widget Appli: @ » [YES]
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i-motion/Movie

Playing i-motion downloaded from
sites

i-motion refers to image, voice and music data. You can
download i-motion to the FOMA terminal from i-motion
compatible sites, etc. and play it.
® The following shows i-motion that can be played.
Type Description
Standard type Play after downloading data.
(can be saved®) Play during downloading data.
Streaming type Play during downloading data.
(cannot be saved)
* Some Standard type i-motion cannot be saved.
® You can play saved i-motion using the i-motion player.

1’| While viewing sites, select i-motion
® To save i-motion: While i-motion is played/paused, »
[Save] » point the cursor to the folder »
« When playing i-motion finished: [Save]  point the cursor to
the folder

Playing movies downloaded from

sites

Play movies provided in portal sites or movie dedicated
sites on the Internet with Internet movie player of the
FOMA terminal.
® Internet movie player supports the playback of Windows Media
Video and Windows Media Audio.
® Making a transmission with large-volume data such as streaming
type movie without download limits for Full Browser will lead to
higher packet transmission charges.
® The following shows the movie that can be played.
T Distribution
system
Streaming  Live distribution Movie is distributed in real time.
type On-demand Movie prepared on server in
distribution advance is distributed.

1’| While viewing sites, select a movie » [Yes]
® To play movies saved to the Import folder of the microSD
Card: In the Normal menu, [Tool] b [microSD] b [Import] »
[i-motion/Movie] b select a movie

Description



Osaifu-Keitai

Osaifu-Keitai/ToruCa

Osaifu-Keitai is a function which has built-in IC card and
allows you to pay, use as coupons or collect stamps by
simply holding the FOMA terminal over the scanning
device at stores.

Moreover, you can access sites and web pages by

holding the FOMA terminal over the scanning device, and

get the latest coupon, deposit electronic money and

check your usage by using transmission. In addition,

Osaifu-Keitai has enough securities to use.

ToruCa is an electronic card that can be retrieved with

Osaifu-Keitai. You can use ToruCa conveniently as fliers,

restaurant cards, coupons, etc.

® FOMA terminal malfunctions may cause data (including electronic
money, points, etc.) saved in the IC card to be lost or changed
(Note that as a rule, you will be asked to delete data when leaving
your FOMA terminal for repairs, etc.). For the service such as a
reissue, restoration, temporary keeping or transfer of the data
except the transfer by iC transfer service, contact your provider of
Osaifu-Keitai compatible service. Be sure to use a service including
a backup service for important data.

® DOCOMO shall not be liable for any loss or change of data in the IC
card or the damage of Osaifu-Keitai service caused by any reason
such as malfunctions and upgrading.

® When the FOMA terminal is stolen or lost, immediately contact your
provider of Osaifu-Keitai compatible service for handling methods.

Holding over scanning devices

Hold the /) mark of the FOMA terminal over the scanning device to
use as electronic money or railway tickets, or retrieve ToruCa.
® Pay attention to the following points when holding the 5) mark over
the scanning device.
m Avoid contact between the FOMA terminal and the scanning
device
m Hold the %) mark parallel over the scanning device
m Hold the 5) mark over the center of the scanning device
m If the scanning device does not recognize, hold the 5) mark
over the scanning device and move the handset around
m Do not attach a metallic substance on the ) mark side

£2) mark
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3 The i-concier service is provided in Japanese.

“i-concier” is a service to support your life like butler or

concierge. It can keep your various data and timely

provide contents of memo or schedule, and information
tailored to your living area or current location, or hobby
and interests. i-concier information is provided by

Machi-chara (a character in the stand-by display) in the

stand-by display.

® i-concier is a paid service that requires a subscription (i-mode
subscription is required).

o If non-subscribers of the Data Security Service newly subscribe to
i-concier, they are supposed to be subscribers of the Data Security
Service.

@ In addition to monthly usage fees of i-concier, a separate fee may
be incurred depending on contents (information, i-schedule, etc.).

® Packet transmission charges are incurred for receiving information
excluding some cases.

® Packet transmission charges are incurred for using detailed
information.

® Packet transmission charges are incurred for receiving information
and viewing detailed information during international roaming. In
addition, for use overseas, packet transmission charges differ from
those in Japan.

® To use i-concier overseas, overseas settings for i-concier is
required.

® Packet transmission charges are incurred for automatically
updating i-schedule, memo, ToruCa, or phonebook.

® Refer to “Mobile Phone User’s Guide [i-mode] FOMA version” for
details on i-concier.

When popup message appears

A popup message appears in the stand-by display and notify you
when information is received or the set time of today’s schedule or the
set time of schedule alarm arrives.

1]A popup message appears
in the stand-by display ) ©

g Select a popup message

-

BHBTHEABVET .
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n ®

01/11 TUE 10:05 AM

“DDLDLDLLA®
©NTT DOCOMO

Displaying i-concier screen
1] In the Normal menu, [i-concier]
g] Select the function icon



Convenient Tools

® Be sure to set the date and subject. m In the Normal menu, [CAMERA/TV/
For Normal MUSIC] » [Camera] ) [Scanning camera] »
1] In the Normal menu, [Tool] ) [Schedule] » [Bar code reader]

» [New entry]

z Display bar code to be scanned in the
g Set each item ) (3) center of the screen ) ©

® Position the camera 10 cm or more from the bar code (JAN/
m QR codes). Keep aligned and do not move the FOMA terminal
or code while scanning.
ﬁ Select a number to save

,ﬂ Set each item )

® To switch items: ©

7



Using Night Swing Talk

Enter characters and quickly shake the FOMA terminal.
You can float entered characters in the dark place.

1] In the Normal menu, [Tool] » [Night Swing
Talk]

g enter characters ) ©

® Enter up to 10 double-byte characters.

,ﬂ Close the FOMA terminal and quickly
shake to the left/right

@ |t will end in approximately 60 seconds after the FOMA
terminal is closed. Picture Light illuminates for approximately
10 seconds after Night Swing Talk ends.

® Characters may not be seen well in the following cases.
® When the shaking side and the watching side are too close
m When the FOMA terminal is shaken overly fast or overly slow
® Viewability may change depending on the brightness of
surroundings.



Data Management

Usi oSD C

You can save data, such as the phonebook, mail or
bookmark in the FOMA terminal to microSD Card or
import data in microSD Card to the FOMA terminal.
microSD Card is sold separately.
You can purchase microSD Card and its adapter at home
electronics shops.
® SH-02C is compatible with commercially available microSD Card of
up to 2 GB and microSDHC Card of up to 16 GB (as of October
2010). Refer to the following sites (in Japanese only) for the latest
information such as the manufacturer, available capacity, etc. of the
microSD Card. In addition, for microSD Cards that are not provided
in the sites, some of them may not work.
m From i-mode [SH-MODE] (as of October 2010)
[iMenu] » [A=2—YU R K] (menulist) ) [7T—F A BEFEA—H—]
(mobile phone manufacturer) b [SH-MODE]
m Froma PC
http://k-tai.sharp.co.jp/support/d/sh-02c/
Note that the provided information is the information checked for
operation. DOCOMO shall not be liable for all operations.
® Do not insert or remove a microSD Card while the FOMA terminal is
on. Data may be damaged and operation may not work properly.
® Do not remove the microSD Card or turn off the FOMA terminal
immediately after inserting the microSD Card to the FOMA terminal,
or while editing data on a microSD Card. Data may be damaged
and operation may not work properly.
® Format unformatted microSD Cards on the FOMA terminal before
use. microSD Cards formatted by PCs or other devices may not be
used properly by the FOMA terminal.

g mi

® When a microSD Card formatted with another FOMA terminal or PC
is used, the displayed folder name may differ.

® Since some types of microSD Cards do not support copyright
protection functions, they may not be formatted. There is no
guarantee for the save and copy of data of the microSD Card
because it is unsupported by FOMA terminal.

® When a microSD Card used with another FOMA terminal or PC is
inserted, it may not be used.

® Back up the data saved in a microSD Card and store in another
place. DOCOMO shall not be liable for any loss or change of the
saved data.

- JUBIUBAUOD 3ION
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Inserting/Removing microSD Card

1] Slowly insert the microSD Card with the

metal terminal side turned down
® Push slowly with a finger until a click is heard.
® Gently push the microSD Card in before removing.

® Note that excessive force may damage the FOMA terminal or
microSD Card.

® Keep your face away from microSD Card when inserting or
removing card. When taking your fingers off abruptly, card may
pop out.

Formatting microSD Card

@ Note that all the data in the microSD Card is deleted when
formatted.

1] In the Normal menu, [Tool] ) [microSD]

2] Enter the terminal security code » [Yes]

Copying data to microSD Card/FOMA
terminal

1’ In the Normal menu, [Data Box]

[i-motion/Movie] (  [-*microSD])*
* When the save destination is microSD

ﬂ Point the cursor to i-motion [Move/
Copy] » [Copy to microSD]/[Copy to the
phone]

ﬂ Select the copying method

Backing up data to microSD Card

You can collectively backup data, such as phonebook or mail, and
each setting information.

1/ In the Normal menu, [Tool]
[Backup/Restore]

[microSD]

ﬂ [Backup to microSD] » enter the terminal
security code ) [Yes]

® When backing up the phonebook, a confirmation screen asking
whether to save the profile appears.



Sending and receiving data via Ir

communication

Approx. 20 cm or
less

® Face the infrared ports of the receiver’s and sender's FOMA

terminal each other and set the distance between them to
approximately 20 cm or less.

Sending data

Example: Phonebook

1] In stand-by, ©

ﬁ Point the cursor to the name ) (&) ) [Send
data] ) [Send Ir data]

,ﬂ Select the sending method
A] [Yes]

Receiving data

1] In the Normal menu, [Tool] ) [Infrared/iC
communications] ) [Receive infrared data]

ﬁ Select the receiving method

g [Yes]

Sending and receiving data via iC

communication

) mark

@ Use while placing the 5) mark of receiver's FOMA terminal on that
of sender’'s FOMA terminal.
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Sending data

1] In stand-by, ©

g Point the cursor to the name
data] ) [iC transmission]

g Select the sending method

4| [Yes]

ﬂ Place the /%) mark on that of the other
party’s FOMA terminal

[Send

Receiving data

1] In stand-by, place the /) mark on that of
the other party’s FOMA terminal

2|Yes]

Connecting to PC

By connecting the FOMA terminal and your PC,

exchange WMA files and images in the microSD Card.

In addition, connect to the Internet and perform data

communication.

® FOMA USB Cable with Charge Function 02 (sold separately) or
FOMA USB Cable (sold separately) is required.

® For a data communication, installation of the FOMA communication
configuration file from the accompanying CD-ROM is required.
Refer to “Manual for PC Connection” in the accompanying
CD-ROM for details.



Tr

bleshooting

Support

® First, check whether the software update is required. If it is required,

update the software (& P. 86).

@ |f there is no improvement in problems even after checking the following
items, feel free to contact the number listed in “Repairs” (in Japanese
only) on the back of this manual, or a repair center that DOCOMO

specifies.

Power

Terminal operation

Becomes hot while operating/charging

® Temperature of the FOMA terminal, battery pack, or adapter
may rise while operating or charging, or when performing
i-oppli, making a videophone call, or watching 1Seg for a long
time with charging. There is no safety hazard.

Battery usage time is short

The FOMA terminal is not turned on

@ |s the battery pack attached properly?

P.23

® Make sure the battery has not run out.

® Make sure the battery pack is not left for a long time outside
the service area.
Outside the service area, since electric waves are searched
to make transmission available, more electric power than
usual is used.

Charging

® The usage time for the battery pack depends on the usage
environment and deterioration level.

Cannot charge the battery (Charging LED does not illuminate, or

it flashes)

® Is the battery pack attached properly?

P. 23

@ |s the adapter power plug inserted into the outlet or cigarette
lighter socket properly?

P.24

® Battery pack is a consumable product. Service time per

charge is gradually reduced every time the battery is charged.

Purchase a specified new battery pack if the usage time
becomes extremely shorter than when the battery was
purchased even after fully charged.

® Are the adapter and the FOMA terminal set properly?

P.24

Power turns off/The FOMA terminal restarts

® When using the AC adapter (sold separately), is the
connector of the AC adapter properly connected to the FOMA
terminal or the accompanying desktop holder?

P. 24

® Unclean terminals for the battery pack may result in poor
connections and loss of power. Wipe with a dry cotton swab.

® Make sure the IC portion of the UIM is not dirty.

® When using the desktop holder, make sure the charger
terminal of the FOMA terminal is not dirty. If the terminal
becomes dirty, clean it with a dry cotton swab.

Not activated by pressing keys

o [f calling, transmitting, or another function is performed for a
long time with charging, the FOMA terminal may become
warm and charging LED may flash. Charge again after the
terminal temperature lowers.

® Make sure All lock is not set. P. 42
® Make sure Side key lock is not set. P. 42
® Make sure the FOMA terminal is not turned off. P. 26
UIM does not recognize

@ |s a UIM inserted facing right direction? P.23
® Make sure the UIM (blue) is not inserted. P. 23

o
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Clock is wrong

® Clock may become wrong if the power is turned on for a long
time.
Make sure Auto time adjust is set to [ON] and turn the power
on again in a location with good signal conditions.

Calls cannot be made with the dial

® Make sure All lock is not set. P. 42
® Make sure Keypad dial lock is not set. P. 42
® Make sure self mode is not set. P. 42

Connection cannot be made ([} ] does not disappear even after
moving to another place, or calls cannot be made/received even
though signal status is not bad)

P.23
P. 26

® Turn the power on again, or attach the battery pack or UIM
again.

® Depending on the signal type, even though status is “inside
the service area” or “[[tl. ] (indicating signal status) appears”,
making/receiving a call may not be available. Move to another
place and call again.

® Make sure Accept call from specified caller/Reject call from
specified caller is not set.

P.27

® In crowded place, heavy telephone/mail traffic may be caused
and make it difficult to get a connection. In such case, [Please
wait] appears and a busy signal is played. Move to another
place or call again later.

Cannot use Osaifu-Keitai

o |f the battery pack is removed or Omakase Lock is activated,
IC card functions are not available regardless of the IC card
lock setting.

® Make sure IC card lock is not set. P. 42

® Is the /) mark of the FOMA terminal held over the scanning

device? P.75

Warranty

® Make sure that the warranty card is included with your FOMA terminal at
the time of purchase. Check that the name of the retailer, the date of
purchase, and the necessary details have been filled in on the warranty
card. Be sure to keep it in a safe place.
Contact the retailer if any necessary details on the warranty card are not
completed.
The warranty period without charge is 1 year from the date of purchase.
® For the purpose of improvement, the specifications for this product and its
accessories are subject to complete or partial change without prior notice.

After-Sales Services

Refer to “Troubleshooting” in this manual or “Guide” (in Japanese only)
contained in the FOMA terminal before requesting repairs.

Contact the number listed in “Repairs” (in Japanese only) on the back of this
manual if problems persist.

Bring your FOMA terminal to a repair counter that DOCOMO specifies.
However, the repair shop is only open during business hours. Note that it
may take several days to repair depending on the damaged condition.

® The FOMA terminal will be repaired without charge in accordance with
the terms of the warranty.

® When bringing the FOMA terminal in for repairs, be sure to bring the warranty
card. Even during the warranty period, a fee will be charged for repairs of
malfunctions or damage caused by your improper handling (damage of
display and connector), or when no warranty certificate is presented.

® Repairs for damages caused by the use of devices and accessories
other than those specified by DOCOMO will also incur a fee, even during
the warranty period.



® When a repair counter considered water exposure (Example: When the
moisture detection seal has reacted)

® As a result of inspection, when damage from water exposure,
condensation, sweat, or other liquids are found, or when the internal
circuit board is damaged or deformed (Repairs may not be possible
when external connector terminal (earphone/microphone terminal),
display, etc. is damaged, or when a housing is cracked)

% Even when repairs are possible, repair charges will be incurred because
the warranty does not cover such damage.

Charged repairs will be carried out upon request.

Replacement parts (required to maintain the functionality of the FOMA
terminal) will be kept in stock basically for 6 years following production.
However, note that there may be a case when repair is not possible for the
shortage of replacement parts depending on the faulty part.

® Never attempt to modify the FOMA terminal or its accessories.
m Repairs may be refused depending on the extent of the modification.
The following cases may be considered as a modification.
« Stickers are applied to the display or keys
» Decorations are made to the FOMA terminal with adhesive agent
« Exterior parts are replaced with those which are not standard
DOCOMO product
m Repairs for any malfunction or damage caused by such modifications
will incur fees, even during the warranty period.
® Do not peel off the model nameplate attached to the FOMA terminal.
m If the nameplate seal does not function as a certification, repairs may be
refused because conformity to the standards cannot be determined.

B B E SRR

@ Information stored in your FOMA terminal, such as the settings of various
functions and the total call duration, may be cleared or reset if your
FOMA terminal is damaged, repaired, or mishandled.

m If this occurs, please re-enter the information or re-specify the
settings.

® The following sections of the FOMA terminal contain parts that generate
magnetic waves. Keep ATM cards and other objects likely to be affected
by magnetic waves away from the FOMA terminal. Cards may become
unusable.

m Sections: speaker, mouthpiece

® This terminal is waterproof/dust-proof, however, if the FOMA terminal
gets wet or becomes moist, immediately turn off the power and remove
the battery pack. Then, visit a repair counter. The FOMA terminal may
not be repaired depending on its condition.

X The i-mode fault diagnosis site is only available in Japanese.

You can check whether the FOMA terminal can normally send
and receive mails, download images or melodies or perform
other operations. When a malfunction is found after checking,
contact the number listed in “Repairs” (in Japanese only) on the
back of this manual.

i-mode site: [iMenu] b [& %15 H] (notice) b [H7R— MEER]
(support information) b [/ L\E 1 H] (inquiries) b [#FE-
BRI BB O EDHE ] (inquiries about fault/signal
status) b [ i B— R&FEZZER] (i-mode fault diagnosis) :
® Access from abroad is charged. QR code to
connect to
the site
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This function checks if the FOMA terminal is needed to
be updated by connecting to network, and if necessary,
updates software by downloading a part of software
using packet transmission.

@ If updating software is necessary, check the DOCOMO website or
“HBEHYR— b (user support) (in Japanese only) on iMenu for
updates. When updating, select “Auto-update”, “Now update” or
“Reserve”.

® You can update software even if the FOMA terminal contains
phonebook, camera image, downloaded data, etc. However,
DOCOMO cannot protect some data that could be lost due to
malfunction, damage, water exposure and so on. It is
recommended that important data be backed up before updating.
Note that some data, such as downloaded data, cannot be backed
up.

® Do not remove the battery pack while the software is updating.

Failure to update software may occur.

Recharge battery before updating software.

Updating (downloading and rewriting) software may take time.

® Making/Receiving calls, transmission functions and other functions
cannot be used while software is being updated (Receiving voice
calls is possible during download).

@ |t is recommended to update software at a location with a strong
signal (three bars for the antenna icon) and you are not moving. If
signal status becomes weak or download is interrupted when
downloading software, update software again in a location with
good signal conditions.

® When updating software, the information unique to the FOMA
terminal (model, serial number, etc.) is automatically sent to the
server (DOCOMO software update server). Sent information is only
used for software update.

@ If software update fails, [Rewrite failed] appears and all operations
are not available. In this case, bring the FOMA terminal to a repair
center that DOCOMO specifies.

Starting software update from icon
When the software is automatically downloaded, [g« ] appears in the
stand-by display.
m [E«] appears in the stand-by display
© ) select [«]

z Select the rewriting method
® To confirm settings: [OK]
® To change settings: [Change]
® To start rewriting: [Now rewrite]

Starting software update from menu

m In the Normal menu, [Setting] » [Other

setting] ) [Software update]

ﬂ Enter the terminal security code
[Update]

g Select the update method



Delete or stop activating any data or applications that

could cause operational malfunctions. These types of

data include data or programs that are downloaded to the

FOMA terminal.

® The scan function helps to protect the handset from damage
caused by data such as data received from web pages or mails. If
the pattern definition corresponding to a particular harmful file is not
downloaded or saved, the scan function will not be able to protect
the FOMA terminal.

@ Pattern definitions vary depending on the phone model. DOCOMO
may discontinue offering pattern definitions for a particular model 3
years after the release date.

Updating pattern definitions

o First, update pattern definitions to bring them up-to-date.

m In the Normal menu, [Setting]
Security]  [Scanning function]

2|[Yes] ) [Yes]
ﬂ [OK] when updating is completed

[Lock/
[Update]

Displaying scanned results

@ If you select [Detail] in the warning screen, error
names appear. When no error name exists for the
contents of the pattern data, [Detail] does not

appear.

@ Up to five error names appear. Error names after
the sixth are skipped and the total number of

P
B
B
B
B

BehaviorlLve
Omitted: Total 6

errors appear when six or more are detected. If
same error is detected more than once, it is only listed once.

Level 0

Problem detected.
Operation may not ru

n properly

[OK]: To display/
activate/call

Level 3

Problem detected.
Operation may not ru
n properly

Delete data?

[Yes]: To delete the
data

[No]: To end without
deleting

Level 1

Problem detected
Operation may not ru
n properly.

Cancel operation?

[No]: To display/
activate/call
[Yes]: To cancel
operation

Level 4

Problem detected.
Operation may not ru
n properly.

Deleting data

[OK]: To delete the
data

Level 2

Problem detected
Operation may not ru
n properly
Canceling operation

[OK]: To end

87
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® Carry Case 02

IntrOdUCtlon Of Optlons and related @ Bone conduction microphone/receiver 0173
- . ) ”
deVIceS ® FOMA USB Cable with Charge Function 02
® FOMA Portable Charging Adapter 01/02
Combine the FOMA terminal with various optional @ FOMA Indoor Booster Antenna (Stand Type)™
accessories (sold separately) for expanded personal and *1 Refer to P. 25 for details on charging with an AC adapter.
business use. *2 Earphone Plug Adapter for External connector terminal 01 and

Earphone Plug Adapter are required.

Some products may not be available in certain areas. ) )
*3 Earphone Plug Adapter for External connector terminal 01 is

Contact a docomo Shop or retailer for details.

Refer to the user’s guide of each product for more *4 .rrehqeul:::'of USB HUB may prevent working correctly.
details. *5 For use only in Japan.

® FOMA AC Adapter 01"1/02"1 *6 FOMA In-Car Hands-Free Cable 01 is required to use/charge
@ Battery Pack SH23 SH-02C.

® Back Cover SH45 *7 Activate Side key lock to use the In-Car Holder 01.

® Desktop Holder SH32

® Earphone Terminal P001"2

® Flat-plug Stereo Earphone Set P01"3

® Flat-plug Earphone/Microphone with Switch P01"3/P02"3
® Stereo Earphone Set P001"2

@ Earphone/Microphone with Switch P001°2/P002"2

® Earphone/Microphone 01

® Stereo Earphone/Microphone 01

® Earphone Plug Adapter P001"3

® Earphone Plug Adapter for External connector terminal 01
® Earphone Plug Adapter 01

® FOMA USB Cable™

® FOMA AC Adapter 01 for Global use™

® FOMA DC Adapter 01/02

® FOMA Indoor Booster Antenna™s

® In-Car Hands-Free Kit 01"6

® FOMA In-Car Hands-Free Cable 01

® In-Car Holder 0177

® FOMA Dry Battery Adapter 01

e Carry Case S 01



Appendix

® When settings are reset by Reset (12 P. 43), functions return to default
settings (marked with ).
» Some items may include functions which do not return to default
settings.

Normal menu/Basic menu list

® Depending on the Kisekae tool set in the Normal menu, the function
names may differ from those described.

Mail menu
- Ma ]
Inbox

Outbox

Unsent messages
Compose message

Create new Decome-Anime
Decome-Template

Deco-mail
Decome-Anime

Compose new SMS
Check new mail/message
Check new SMS

Receive option

Decome-ltem Pattern conversion

Font

Receive setting

Display

Edit signature

Common phrases/Store word
Check new mail/message setting
Reply setting

Blog/SNS settings

Mail group

Address/Spam setting

Auto save setting when editing
SMS settings

Early warning “Area Mail” setting
Sent msg. log

Received msg. log

Mail setting

Mail logs

o
-
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i-mode/web i-oppli
iMenuq Search Software list
Bookmark i-oppli call logs
Screen Memo i-oppli run information Start failure hist
Browsing history Abnormal exit hist
Enter URL Enter URL Security error hist
URL enter history Trace information
i-Channel i-Channel list i-oppli setting Sound effect volume
Ticker display set. Software info disp.
Reset i-Channel Auto-start
RSS reader i-Widget settings

Access shortcuts

i-mode/web setting

i-mode Browser Set.

FB settings

Common Settings

Check i-mode setting

Reset i-mode setting

Full Browser Home

AUTO-GPS preferred setting

Sort software

Display light time

Vibration mode

i-oppli shortcuts

i-appli power saver

i-oppli call DL set

About i-appli




Data Box

Machi-chara

Chara-den

1Seg

Other

Data search

Album

Tool

Bar code reader

Calculator

Alarm

Infrared/iC communications

Receive infrared data

Send all infrared data

AlliC transmission

Data exchange settings

Schedule

Memo

Countdown timer

Voice recorder

Quick launcher

Search functions

Search phonebook

CAMERA/TV/MUSIC

Camera Still image shooting
Movie shooting
Arrange camera
Multishot camera
Scanning camera
Make deco camera
Golf swing video cam
Hand mirror
Still image album
Movie play

1Seg Activate 1Seg
Program guide
1Seg image/video
TV timer list
Recording result
TVlink
Channel setting
User setting

MUSIC Player

Music&Video Channel

Data Box

My picture

MUSIC

Music&Video Channel

i-motion/Movie

Melody

My document

Kisekae Tool

Night Swing Talk

Simulated call Run simulated call
Calling timing set
Setting when silent

Wellness Check no. of steps

Register profile

Settings

Workout

Help

91
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Tool

Manga&BookReader

Document Viewer

TEL function

Data Security Service

Data check/Download

Update phonebooks etc.

Update images

Update setting information

Phonebook

Search phonebook

Add to phonebook

UIM operation

Add group

Detailed setting/Exchanging history

microSD

Data box

PIM

ToruCa

Record message/Voice memo

Record message list

Voice memo list

Record voice memo

Record message

Used by i-appli

LCS client

Dialed/Received calls

Received calls

Redial

Decome-Anime

Manga&BookReader

Backup/Restore

Other

Indiv backup/restore

Import

Guide

Quick search

Download dictionary

Common phrases/Store word

Common phrases

Store word

Contact DOCOMO

FIERARR- B

Dial/Receive call setting

Nuisance call blocking service

Caller ID request

Caller ID notification

Arrival call act

Dial call detailed setting

Receive call detailed setting

In-call detailed setting

Headset function setting

Call rejection setting

Missed call notification

Sound & Image

Reject/Accept call

RIEKERSE
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Videophone setting

V.phone dialing img.

Videophone receiving

Data session arv. Act

Operation

Image setting

Notify switchable mode




TEL function TEL function
Call duration/charge Call charge Other network service Call forwarding
Call duration Call waiting
Reset call cost English guidance
Call cost limit Remote access

Hide call cost icon

Chaku-moji

Create message

Message display settings

2in1

2in1 mode switching

Multi Number

Dual network

Additional service

OFFICEED

Ph.book 2in1 setting

Stand-by display setting

Call/receive settings

2in1 function OFF

Receive avoidance

Melody Call

Voice mail service

Activate

Ring time

Deactivate

Check setting

Play messages

Setting

Check messages

Tone/Vibration message notification

Delete icon

Setting for videophone

93

s19y10



s19y10

94

Setting

Setting

Screen/Display

Kisekae Tool setting

Stand-by display setting

Color theme setting

Display img quality

VeilView

Each display setting

Sub-display setting

Machi-chara setting

Lock/Security

Lock settings

Secret mode

Privacy setting

Caller/Sender info

Keypad dial lock

Call rejection setting

Change security code

UIM setting

Scanning function

Menu preference

Auto SW vert/horiz

Sound/Vibration/Manner

Ring tone

Other sounds

Adjust volume

Battery

eco mode

Auto eco mode

Battery level

Battery icon setting

Icon% temp display

Speaker booster set

Vibration mode

Silent mode

External connection

USB mode

Femtocell

Data exchange settings

Motion silent

BGM play

Machi-chara chat setting

Backlight/lllumination

Display light

Light alert

Text display/input

Font size

Font style

Text input

Other setting

Self mode

Initial setting

Delete all data

Reset

Software update

Check remote setting

Memory status

Side key shortcut

NALYHIV

Time

Date and time setting

Kisekae/Themes

Style theme

Timed theme

Clock format

Auto power ON/OFF




Map/Overseas

Map/Overseas

Map

Navigation

imadoco search

imadoco kantan search

imadoco search

i-area

GPS appli list

Position location/notify

Position location

Overseas setting Inquiries(overseas)

Barring incoming call when roaming

Missed call notification for roaming

Roaming guidance

International dialing assist

i-mode service setting

Mail/Message usage setting

Network service

Notify location

Overseas user’s guide

Map&GPS setting/history

Loc. history

Map setting

GPS button setting

i-concier

Request permit/deny

i-concier

AUTO-GPS

Positioning mode setting

Profile

LCS clients list

Profile

Service setting

Service settings

Light color/Alert

Overseas network search

3G/GSM setting

Network search setting

PLMN setting

Display operator name setting

Display area status

Re-search icon display setting
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Osaifu-Keitai

IC card content

DCMX

ToruCa

Product name

SH-02C

IC card lock setting

IC card lock

Timed lock

Approx. 110 (H) x Approx. 50 (W) x

Programed activation

IC lock(power-off)

Setting

ToruCa from IC card

ToruCa from 1Seg

ToruCa duple check

ToruCa auto-read

ToruCa auto display

ToruCa sound effect

Check IC owner

Change IC owner

Search by i-mode

Other functions

Size Approx. 15.0 (D) mm (Approx. 16.0 mm
at thickest point) (when folded)
. Approx. 118 g (with battery pack
Wit attached)
Continuous Voice call: Approx. 220 min
talk time FOMA/SG Videophone: Approx. 110 min
2 GSM Voice call: Approx. 200 min
3G/GSM - 4
setting: 3G When mobile: Approx. 360 hr
FOMA/

. L 4
Continuous 3G 3G/GSM When mobile: Approx. 340 hr
stand-by setting: AUTO
time"2 3 9 At rest: Approx. 520 hr's

3G/GSM . 5
GSM setting: AUTO At rest: Approx. 270 hr

1Seg watching time

Approx. 280 min

Shortcut menu

Charge time

AC adapter: Approx. 120 min

DC adapter: Approx. 120 min

Shortcut menu

Earpiece volume

Videophone

Manner mode

Omakase Lock

Side key lock

s19y10

Auto-Decome

Text input

Set input method

Type

Main display: New Mobile ASV LCD
16,777,216 colors
Sub display: Organic EL 65,536 colors

Display 28

Main display: Approx. 3.2 inches
Sub display: Approx. 1.4 inches

Pixels

Main display: 409,920 pixels
(480 x 854 dots)

Sub display: 8,192 pixels
(64 x 128 dots)

96

Image Type

Main camera: CCD"®
Sub camera: CMOS™®

pickup
device Size

Main camera: 1/2.8 inches
Sub camera: 1/8.2 inches




Camera

Effective pixels

Main camera: Approx. 9.6 million pixels
Sub camera: Approx. 0.43 million pixels

Recorded pixels
(Max.)

Main camera: Approx. 9.5 million pixels
Sub camera: Approx. 0.41 million pixels

Zoom (Digital)

Main camera: Up to approx. 22.2x
Sub camera: Up to approx. 5.4x

Picture light source LED
characteristics

a) Continuous illumination

b) Wavelength
White: 400-700 nm

¢) Maximum output
White: 1.8 mW (inside FOMA
terminal 0.62 mW)

Number of still
pictures recorded

Approx. 1,500 shots™”: 8

Approx. 60,000 shots (when saved in
2 GB microSD Card)'?

Continuous shooting
of still pictures

9.5M: 3 shots/5M: 3 shots/3M: 3 shots/
FullHD: 3 shots/Std-by: 8 shots/

VGA: 10 shots/QVGA: 40 shots/

QCIF: 40 shots

Recording [ -
F_|Ie format for still JPEG
picture
- =5
Recording time for Approx. 26 min each -
moving picture Approx.l60 min each*(when saved in
2 GB microSD Card)™®
File formgt for MP4
moving picture
i-motion: Approx. 400 min"10
Chaku-uta full® (Compatible with
background playback): Approx. 3,320 min*10
WMA file (Compatible with background
Music Continuous playback | playback): Approx. 2,440 min™1
playback |time Music&Video Channel (voice)
(Compatible with background
playback): Approx. 1,030 min
Music&Video Channel (moving
picture): Approx. 400 min
Memory | Chaku-uta® 2
capacity | Chaku-uta full® Approx. 168 MB

® “Chaku-uta” is a registered trademark of the Sony Music Entertainment

(Japan) Inc.

Continuous talk time is an estimate of the time when talking in a location
where the signal is normal.

The above mentioned talk time and stand-by time are shortened with
the use of data communications, Multiaccess, and the camera.
Continuous stand-by time is an estimate of the time when FOMA
terminal is closed and in a status where signals are received. Talk/
stand-by time may be reduced by about half depending on conditions
including battery level status, functions used, temperature and other
environmental conditions, and signal strength (no signal or weak
signal). Using i-mode reduces talk (transmission)/stand-by time. In
addition, watching 1Seg, composing i-mode mail and activating
downloaded i-aippli or the i-appli stand-by will also shorten talk
(transmission)/stand-by time even if calls or i-mode transmission are not
made.

Continuous stand-by time is the average usage time when the FOMA
terminal is closed and in At rest, When mobile or Outside the service
area status.

Continuous stand-by time is the average usage time when the FOMA
terminal is closed when you are not moving and in a status where
signals are received.

A CCD (Charge Coupled Device) and a CMOS (Complementary
Metal-Oxide Semiconductor) are image devices equivalent to the film of
silver salt cameras.

Image size: QVGA (240 x 320 dots)/Image quality: NORMAL/File size:
25 KB

The number is the number of still pictures that can be shot when not
deleting the data which is registered in advance.

Image size: QCIF (176 x 144 dots)/Image quality: NORMAL/File size
limit: Unrestricted/Type: Image + voice

*10 File format: AAC format
*11 File format: WMA format
*12 When still picture, moving picture, music, melody, My document,

Kisekae tool, Machi-chara, Chara-den, i-appli, e-book/e-dictionary/
e-comic, Music&Video Channel, video or ToruCa are saved, the
memory capacity of Chaku-uta®Chaku-uta full® will be small.
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Number of Number of
Data type entries to be | entries to be
Product name Battery Pack SH23 saved/registered | protected
Battery Lithium-ion Area Mail 30 —
Nominal voltage 3.7v DC Deco-mail Deco-mail 1008 -
Nominal capacity 800 mAh templates Decome-Anime 1008 -
Decome-ltem Pattern conversion 10 -
Font 5 -
Number of entries Recording time V) ge = geR 502 25
FOMA terminal _ Up to 99 Up to approx. 50 min Message F 502 25
microSD Card (16 GB) Up to 99 Up to approx. 5,120 min Bookmark 200 —
* Record up to 2 GB (Approx. 640 minutes) of 1Seg for each time. The Screen memo 40072 400
recording ends even if you use a microSD Card of more than 2 GB and Download dictionary 10 -
the available memory space is sufficient. i-auppli 100728 —
Image 3,000 8. 10 -
Moving picture/i-motion 200728 -
Kisekae tool 5072.8 -
Number of Number of Machi-chara 5028 -
Data type entries to be | entries to be Chara-den 5028 -
saved/registered | protected Melody 5002 -
Phonebook 2,000 2 - PDF data 100728 -
1Seg TVlink 50 - Word, Excel, PowerPoint 100 -
Reception/Recording 10073 - ToruCa 20072 -
Channel list 10 - e-book/e-dictionary/e-comic 1,000 8 -
Music&Video channel program 2272 - 1Seg video 992 -
Music Chaku-uta full® 562 - Font (TTF) 3 -
Uta-moji Lyrics 1002 - *1 You can save up to 50 entries in the UIM.
Playlist 10 - *2 Saved amount may be reduced depending on status of using memory.
Schedule Schedule 2,600 4 - *3 Total number of the timers for starting and recording programs.
Vacation 30 - *4  The timers for starting and recording programs, and Memo are included.
Holiday 55 _ *5 You can save holidays besides national holidays already saved.
Memo 2,600 = 675 F‘Ch:g}tj'le oo ean to 20 received and sent SMS in the UIM
- - - - n addition, you can save up to 20 received and sen in the .
Mail (The total Rece|vec_i mail 2’500‘2' ne 2,500 *8 Pre—installec\{ data which caﬁ be deleted is included.
"”m,be' of SMS, Sent mail 50027 500 *9 You can set up to five dictionaries.
and i-mode mail) | Unsent mail 5002 500 *10 Still picture for which 1Seg programs is recorded is included.




Specific Absorption Rate (SAR) of

Mobile Phone

This model SH-02C mobile phone complies with Japanese technical

regulations and international guidelines regarding exposure to radio waves.

This mobile phone was designed in observance of Japanese technical regulations
regarding exposure to radio waves (*1) and limits to exposure to radio waves
recommended by a set of equivalent international guidelines. This set of
international guidelines was set out by the International Commission on
Non-lonizing Radiation Protection (ICNIRP), which is in collaboration with the
World Health Organization (WHO), and the permissible limits include a substantial
safety margin designed to assure the safety of all persons, regardless of age and
health condition.

The technical regulations and international guidelines set out limits for radio waves
as the Specific Absorption Rate, or SAR, which is the value of absorbed energy in
any 10 grams of tissue over a 6-minute period. The SAR limit for mobile phones is
2.0 W/ke. The highest SAR value for this mobile phone when tested for use at the
ear is 0.725 W/kg. There may be slight differences between the SAR levels for
each product, but they all satisfy the limit.

The actual SAR of this mobile phone while operating can be well below that
indicated above. This is due to automatic changes to the power level of the device
to ensure it only uses the minimum required to reach the network. Therefore in
general, the closer you are to a base station, the lower the power output of the
device.

This mobile phone can be used in positions other than against your ear. This
mobile phone satisfies the international guidelines when used with a carrying case
or a wearable accessory approved by NTT DOCOMO, INC. (*2). In case you are
not using the approved accessory, please use a product that does not contain any
metals, and one that positions the mobile phone at least 1.5 cm away from your
body.

The World Health Organization has stated that present scientific information does
not indicate that there are harmful effects attributed to the use of mobile devices.
They recommend that if you are worried about your exposure then you can limit
your usage or simply use a hands-free kit to keep the mobile device away from the
head and body.

Please refer to the WHO website if you would like more detailed information.
http://www.who.int/docstore/peh-emf/publications/facts_press/fact_english.htm

Please refer to the websites listed below if you would like more detailed
information regarding SAR.

Ministry of Internal Affairs and Communications Website:

http://www tele.soumu.go.jp/e/sys/ele/index.htm

Association of Radio Industries and Businesses Website:

http://www.arib-emf.org/index02.html (in Japanese only)

NTT DOCOMO, INC. Website:

http://www.nttdocomo.co.jp/english/product/sar/

SHARP Corporation Website:

http://www.sharp.co.jp/products/menu/phone/cellular/sar/index.html

(in Japanese only)

*1 Technical regulations are defined by the Ministerial Ordinance Related to
Radio Law (Article 14-2 of Radio Equipment Regulations).

*2 Regarding the method of measuring SAR when using mobile phones in
positions other than against the ear, international standards (IEC62209-2)
were set in March of 2010. On the other hand, technical regulation is currently
being deliberated on by national council (As of October, 2010).

European RF Exposure Information

Your mobile device is a radio transmitter and receiver. It is designed not to exceed
the limits for exposure to radio waves recommended by international guidelines.
These guidelines were developed by the independent scientific organization
ICNIRP and include safety margins designed to assure the protection of all
persons, regardless of age and health.

The guidelines use a unit of measurement known as the Specific Absorption Rate,
or SAR. The SAR limit for mobile devices is 2 W/kg and the highest SAR value for
this device when tested at the ear was 0.601 W/kg".

As SAR is measured utilizing the devices highest transmitting power the actual
SAR of this device while operating is typically below that indicated above. This is
due to automatic changes to the power level of the device to ensure it only uses
the minimum level required to reach the network.

The World Health Organization has stated that present scientific information does
not indicate the need for any special precautions for the use of mobile devices.
They note that if you want to reduce your exposure then you can do so by limiting
the length of calls or using a hands-free device to keep the mobile phone away
from the head.

* The tests are carried out in accordance with international guidelines for testing.
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Declaration of Conformity

C€0168

Hereby, Sharp Telecommunications of Europe Ltd, declares
that this SH-02C is in compliance with the essential
requirements and other relevant provisions of Directive
1999/5/EC.

A copy of the original declaration of conformity can be
found at the following Internet address:
http://Iwww.sharp.co.jp/k-tai/ (in Japanese only)

FCC Notice
® This device complies with part 15 of the FCC Rules.
Operation is subject to the following two conditions:
(1) This device may not cause harmful interference, and (2) this device must
accept any interference received, including interference that may cause
undesired operation.
® Changes or modifications not expressly approved by the manufacturer
responsible for compliance could void the user’s authority to operate the
equipment.
Information to User
This equipment has been tested and found to comply with the limits of a Class B
digital device, pursuant to Part 15 of the FCC Rules. These limits are designed to
provide reasonable protection against harmful interference in a residential
installation. This equipment generates, uses and can radiate radio frequency
energy and, if not installed and used in accordance with the instructions, may
cause harmful interference to radio communications.
However, there is no guarantee that interference will not occur in a particular
installation; if this equipment does cause harmful interference to radio or television
reception, which can be determined by turning the equipment off and on, the user
is encouraged to try to correct the interference by one or more of the following
measures:
1. Reorient/relocate the receiving antenna.
2. Increase the separation between the equipment and receiver.
3. Connect the equipment into an outlet on a circuit different from that to which
the receiver is connected.
4. Consult the dealer or an experienced radio/TV technician for help.

FCC RF Exposure Information

Your handset is a radio transmitter and receiver.

It is designed and manufactured not to exceed the emission limits for exposure to
radio frequency (RF) energy set by the Federal Communications Commission of
the U.S. Government.

The guidelines are based on standards that were developed by independent
scientific organisations through periodic and thorough evaluation of scientific
studies. The standards include a substantial safety margin designed to assure the
safety of all persons, regardless of age and health.

The exposure standard for wireless handsets employs a unit of measurement
known as the Specific Absorption Rate, or SAR. The SAR limit set by the FCC is
1.6 Wike.

The tests are performed in positions and locations (e.g., at the ear and worn on
the body) as required by the FCC for each model. The highest SAR value for this
model handset when tested for use at the ear is 0.759 W/kg and when worn on the
body, as described in this user guide, is 0.502 W/ke.

Body-worn Operation; This device was tested for typical body-worn operations
with the back of the handset kept 1.5 cm from the body. To maintain compliance
with FCC RF exposure requirements, use accessories that maintain a 1.5 cm
separation distance between the user’s body and the back of the handset. The
use of beltclips, holsters and similar accessories should not contain metallic
components in its assembly.

The use of accessories that do not satisfy these requirements may not comply
with FCC RF exposure requirements, and should be avoided.

The FCC has granted an Equipment Authorization for this model handset with all
reported SAR levels evaluated as in compliance with the FCC RF emission
guidelines. SAR information on this model handset is on file with the FCC and can
be found under the Display Grant section of http://www.fcc.gov/oet/ealfccid/ after
searching on FCC ID APYHRO00130.

Additional information on Specific Absorption Rates (SAR) can be found on the
Cellular Telecommunications & Internet Association (CTIA) Website at http:/
www.ctia.org/.



Export Administration Regulations

The Japan Export Administration Regulations (“Foreign
Exchange and International Trade Law” and its related laws) will
be applied to this product and its accessories under certain
conditions. The Export Administration Regulations are also
applied. To export or reexport this terminal and its accessories,
conduct all legally required procedures at your own risk and
expense. For details on the procedures, contact the Ministry of
Economy, Trade and Industry or the US Department of
Commerce.

Intellectual Property Right

Copyrights and rights of portrait

o Data with third party copyrights such as text, images, music and software
that is downloaded or acquired via Internet web pages, shot by the
FOMA terminal, or acquired from TV or other video cannot be duplicated,
altered or publicly transmitted without rightful party’s consent. Only
duplicating, quoting, etc. for personal use is permitted under copyright
laws.

Even if for personal use, filming and recording may be prohibited for
demonstrations, performances and exhibitions.

Also, shooting another’s image or posting another’s image on Internet
web pages without their consent may constitute a violation of one’s right
to their image.

Registered trademarks and trademarks

® “FOMA”, “ToruCa”, “Chara-den”, “Deco-mail”, “i-appli”, “i-motion”,
“i-mode”, “DCMX”, “WORLD WING”, “WORLD CALL", “OFFICEED”,
“i-area”, “2in1”, “docomo STYLE series”, the “i-mode” logo, the “FOMA”
logo, the “i-appli” logo are trademarks or registered trademarks of NTT
DOCOMO, INC.

® This product contains software licensed by Symbian Foundation Limited.
Symbian is a registered trademark of Symbian Foundation Limited.

® “Catch Phone (Call waiting service)” is a registered trademark of Nippon
Telegraph and Telephone Corporation.

® “Multitask” is a registered trademark of NEC Corporation.

Microsoft®, Windows®, Windows Vista®, PowerPoint® and Windows

Media® are trademarks or registered trademarks of Microsoft

Corporation in the U.S.A. and other countries.

® Microsoft Excel and Microsoft Word are product names of Microsoft
Corporation in the U.S.A.

® QuickTime is a registered trademark of Apple Inc., in the US and other
countries.

® QR code is a registered trademark of Denso Wave Inc.

® microSDHC Logo is a trademark of SD-3C, LLC. miCl‘O”
>
® Powered by JBlend™ Copyright 2002-2010 Aplix Corporation.
Al rights reserved. ‘D
JBlend and JBlend related trademarks are registered
JBlend”

trademarks or trademarks of Aplix Corporation in Japan and
other countries.

® “AXIS Font” is a trademark of AXIS Inc., and the “AXIS” font is a font
developed by Type Project Inc.

® This handset features LCFONT, developed by Sharp Corporation, to
make the LCD easier to view and read. LCZ #+ > k/LCFONT and

§G® are registered trademarks of Sharp Corporation.

® McAfee® is registered trademarks or trademarks of McAfee, Inc. and/or
its affiliates in the US and/or other countries.
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® G-GUIDE, G-GUIDE MOBILE and their logos are
registered trademarks in Japan of U.S. Gemstar-TV G‘ﬁu"]E
Guide International, Inc. and/or its affiliates. (M 0 B1LE|

® Google and Google Map for Mobile are trademarks of Google Inc.

@ IrSimple™, IrSS™ or IrSimpleShot™ are trademarks of Infrared Data
Association®.

® “CROSS YOU’ is a trademark of Sony Corporation.

® ) is a registered trademark of FeliCa Networks, Inc.

® Manufactured under license from Dolby Laboratories. Dolby and the
double-D symbol are trademarks of Dolby Laboratories.

® FlashFX® Pro™ is a trademark or registered trademark of the Datalight,
Inc. in the US.

(U.S.Patent Office 5,860,082/6,260,156)

@ PhotoSolid®, PhotoScouter®, ImageSurf®, StroboPhoto®, TrackSolid®,
MovieSolid®, Morpho Smart Select™ and Morpho Motion Sensor™ are
the trademarks or registered trademarks of Morpho, Inc.

® This product utilizes Morpho Effect Library [PRETTY], a product of
Morpho, Inc.

Morpho Effect Library [PRETTY] is trademark of Morpho, Inc.

® This product includes a face recognition engine
FSE (Face Sensing Engine) provided by Oki
Electric Industry Co., Ltd.

FSE and the FSE Logo are trademarks of Oki Electric Industry Co., Ltd.

o iWnn of OMRON SOFTWARE Co., Ltd. is used for conversion methods
for Japanese language, and for phrase prediction methods for English.
iWnn© OMRON SOFTWARE Co., Ltd. 2008-2010 All Rights Reserved.

® SNSF © J-DATA Co., Ltd. © OMRON SOFTWARE Co., Ltd. 2004-2009
All Rights Reserved.

® 505 UBE /BFIL—N is a trademark of Information System
Products Co., Ltd.

o MyEH#MZx oYU IA%—isatrademark of Primeworks Co., Ltd.

® “VeilView”, “Chase focus”, “Shot memo”, “Shotdeco”, “Best select photo”,
“Pretty arrange camera”, “Triple Kukkiri Talk” and “Simulated call” are
trademarks or registered trademarks of Sharp Corporation.

@ All other company names and product names are trademarks or
registered trademarks of the respective companies.

Face Sensing Engine

Others

® Fe | i Ca isacontactless IC card technology developed by Sony
Corporation. F e | i C a is a registered trademark of Sony
Corporation.

® Under the MPEG-4 Visual Patent Portfolio License, customers have
licensed permission for the following use of this product to engage in
non-profit personal use. Other uses are not permitted.
m Encoding MPEG-4 standard video (henceforth referred to as MPEG-4
video).
m Decoding an MPEG-4 video that a customer not engaged in personal
commercial activities has encoded.
m Decoding an MPEG-4 video obtained from a licensed provider.
For details on other intended uses, contact MPEG LA, LLC.
® This product is licensed under the MPEG-4 Systems Patent Portfolio
License for encoding in compliance with the MPEG-4 Systems Standard.
An additional license and payment of royalties are necessary in the
following cases.
m Data stored or replicated in physical media which is paid for on a title
by title basis.
m Data which is paid for on a title by title basis and is transmitted to an
end user for permanent storage and/or use.
Such additional license may be obtained from MPEG LA, LLC. Contact
MPEG LA, LLC for additional details.
® This product is licensed under the AVC patent portfolio license for the
personal and noncommercial use of a consumer to (i) encode video in
compliance with the AVC standard (henceforth referred to as AVC video)
and/or (ii) decode AVC video that was encoded by a consumer engaged
in a personal and noncommercial activity and/or was obtained from a
video provider licensed to provide AVC video. No license is granted or
shall be implied for any other use. Additional information may be
obtained from MPEG LA, L.L.C.
See HTTP://WWW.MPEGLA.COM



® This product is licensed under the VC-1 Patent Portfolio License for the
personal and noncommercial use of a consumer to (i) encode video in
compliance with the VC-1 standard (henceforth referred to as VC-1
video) and/or (ii) decode VC-1 video that was encoded by a consumer
engaged in a personal and noncommercial activity and/or was obtained
from a video provider licensed to provide VC-1 video. No license is
granted or shall be implied for any other use. Additional information may
be obtained from MPEG LA, L.L.C.
See HTTP://WWW.MPEGLA.COM

@ Contains Adobe® Flash® Lite® and
Adobe Reader® Mobile technology by
Adobe Systems Incorporated
Adobe Flash Lite Copyright ©
2003-2010 Adobe System Incorporated. All rights reserved.
Adobe Reader Mobile Copyright © 1993-2010 Adobe Systems
Incorporated. All rights reserved.
Adobe, Adobe Reader, Flash, and Flash Lite are either registered
trademarks or trademarks of Adobe Systems Incorporated in the United
States and/or other countries.

® This product contains NetFront Browser, NetFront Document Viewer,
NetFront Sync Client and NetFront Browser DTV Profile One-seg Edition
of ACCESS CO., LTD.
ACCESS, the ACCESS logo, and NetFront are registered trademarks or
trademarks of ACCESS CO., LTD. in the United States, Japan and/or
other countries.
Copyright © 2010 ACCESS CO., LTD. All rights reserved.
This software is based in part on the work of the Independent JPEG
Group.

AC@ESS’” NetFront

@ This product uses the GestureTek technology.
Copyright © 2006-2009, GestureTek, Inc. All Rights Reserved.

f Powered by
ADOBE’ FLASH®

® Content owners use Windows Media digital rights management
(WMDRM) technology to protect their intellectual property, including
copyrights. This device uses WMDRM software to access
WMDRM-protected contents. If the WMDRM software fails to protect the
content, content owners may ask Microsoft to revoke the software’s
ability to use WMDRM to play or copy protected content. Revocation
does not affect unprotected content. When you download licenses for
protected content, you agree that Microsoft may include a revocation list
with the licenses. Content owners may require you to upgrade WMDRM
to access their content. If you decline an upgrade, you will not be able to
access content that requires the upgrade.
CP8 PATENT
® This manual refers to each OS (Japanese version) as follows.
m Windows 7 is an abbreviation of Microsoft® Windows® 7 (Starter,
Home Basic, Home Premium, Professional, Enterprise, Ultimate).
m Windows Vista is an abbreviation of Windows Vista® (Home Basic,
Home Premium, Business, Enterprise, Ultimate).
m Windows XP is an abbreviation of Microsoft® Windows® XP
Professional operating system or Microsoft® Windows® XP Home
Edition operating system.
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@ Internet dictionary embedded in this product uses the BSD license.
Copyright © 2002,2003, Stefan Haustein, Oberhausen, Rhid., Germany
All rights reserved

« Redistribution and use in source and binary forms, with or without
modification, are permitted provided that the following conditions
are met:

Redistributions of source code must retain the above copyright

notice, this list of conditions and the following disclaimer.

Redistributions in binary form must reproduce the above copyright

notice, this list of conditions and the following disclaimer in the

documentation and/or other materials provided with the distribution.

Neither the name of the <ORGANIZATION> nor the names of its

contributors may be used to endorse or promote products derived

from this software without specific prior written permission.

THIS SOFTWARE IS PROVIDED BY THE COPYRIGHT HOLDERS

AND CONTRIBUTORS “AS IS” AND ANY EXPRESS OR IMPLIED

WARRANTIES, INCLUDING, BUT NOT LIMITED TO, THE IMPLIED

WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A

PARTICULAR PURPOSE ARE DISCLAIMED. IN NO EVENT SHALL

THE COPYRIGHT OWNER OR CONTRIBUTORS BE LIABLE FOR

ANY DIRECT, INDIRECT, INCIDENTAL, SPECIAL, EXEMPLARY, OR

CONSEQUENTIAL DAMAGES (INCLUDING, BUT NOT LIMITED TO,

PROCUREMENT OF SUBSTITUTE GOODS OR SERVICES; LOSS OF

USE, DATA, OR PROFITS; OR BUSINESS INTERRUPTION)

HOWEVER CAUSED AND ON ANY THEORY OF LIABILITY,

WHETHER IN CONTRACT, STRICT LIABILITY, OR TORT

(INCLUDING NEGLIGENCE OR OTHERWISE) ARISING IN ANY WAY

OUT OF THE USE OF THIS SOFTWARE, EVEN IF ADVISED OF THE

POSSIBILITY OF SUCH DAMAGE.

® The HMM-Based Speech Synthesis Engine embedded in this product
uses the Simplified BSD License.
The HMM-Based Speech Synthesis System (HTS)
hts_engine API developed by HTS Working Group
http://hts-engine.sourceforge.net/
Copyright ©
2001-2010 Nagoya Institute of Technology, Department of Computer
Science
2001-2008 Tokyo Institute of Technology, Interdisciplinary Graduate
School of Science and Engineering
All rights reserved.
Redistribution and use in source and binary forms, with or without
maodification, are permitted provided that the following conditions are
met:

- Redistributions of source code must retain the above copyright
notice, this list of conditions and the following disclaimer.

- Redistributions in binary form must reproduce the above copyright
notice, this list of conditions and the following disclaimer in the
documentation and/or other materials provided with the distribution.

- Neither the name of the HTS working group nor the names of its
contributors may be used to endorse or promote products derived
from this software without specific prior written permission.

THIS SOFTWARE IS PROVIDED BY THE COPYRIGHT HOLDERS
AND CONTRIBUTORS “AS IS” AND ANY EXPRESS OR IMPLIED
WARRANTIES, INCLUDING, BUT NOT LIMITED TO, THE IMPLIED
WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A
PARTICULAR PURPOSE ARE DISCLAIMED. IN NO EVENT SHALL
THE COPYRIGHT OWNER OR CONTRIBUTORS BE LIABLE FOR
ANY DIRECT, INDIRECT, INCIDENTAL, SPECIAL, EXEMPLARY, OR
CONSEQUENTIAL DAMAGES (INCLUDING, BUT NOT LIMITED TO,
PROCUREMENT OF SUBSTITUTE GOODS OR SERVICES; LOSS OF
USE, DATA, OR PROFITS; OR BUSINESS INTERRUPTION)
HOWEVER CAUSED AND ON ANY THEORY OF LIABILITY,
WHETHER IN CONTRACT, STRICT LIABILITY, OR TORT
(INCLUDING NEGLIGENCE OR OTHERWISE) ARISING IN ANY WAY
OUT OF THE USE OF THIS SOFTWARE, EVEN IF ADVISED OF THE
POSSIBILITY OF SUCH DAMAGE.
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Check/Change the subscription, apply for various services, and request various information materials online.
From i-mode iMenup BEF#EHYR— & (user support) P HEHHA-EFEiE (Applications/Procedures) p FEEHIA- B
& (Various Applications/Procedures) [Packet communication charges free] (in Japanese only)
FromaPC My docomo (http://www.mydocomo.com/) p HHIA-BFHE (Various Applications/Procedures)

(in Japanese only)

Inquiries on the back of this manual.

MK HOOROK

Using mobile phone with your

manners!
M Please be considerate of those around you when
using a mobile phone in public places.

B When in an area where use is prohibited
Be sure to turn off a mobile phone on an aircraft, in a
hospital and near the priority seats on the train.

B While driving
Using a mobile phone in hand while driving is regarded as a
punishable act. Some cases such as when rescuing sick and
injured people or maintaining public safety are exempted.

B When in public places such as theaters, movie
theaters, or museums

Please be considerate of the privacy of individuals
around you when taking and sending photos using
* camera-equipped mobile phones.

You will need your “Network Security Code” to access the site from i-mode.

No packet communication charges are incurred when accessing the site from i-mode. Accessing from overseas will incur charges.
You will need your “docomo ID/Password” to access the site from PC.

If you do not have or you have forgotten your “Network Security Code” or “docomo ID/Password”, contact the number listed in General

The site may not be available depending upon the content of your subscription.
You may not be able to access some site services due to system maintenance, etc.

6 DOCOMO'’s contribution to
, environment

('

We simplified the manual and reduced paper consumption by
explaining the basic operation in Japanese version of this
manual.

You can check Guide (in Japanese only, contained in the
FOMA terminal) and DOCOMO website for frequently-used
function and detailed explanation.

For environmental protection and reuse of precious
resources, mobile phone and PHS business
operators are collecting and recycling all mobile
phones, batteries, and chargers that customers no
longer need irrespective of carrier at stores with the
8I-Ug~Dlb-2u-0-0 mark on the left.
TR Bring it to a docomo Shop near you.



General Inquiries <docomo Information Center> Repairs

(Business hours: 9:00 a.m. to 8:00 p.m.)

L‘l?].01 20-005-250 (toli free)

ervice available in: English, Portuguese, Chinese, Spanish, Korean.
% Unavailable from part of IP phones.

(Business hours: 9:00 a.m. to 8:00 p.m. (open all year round))

HEFrom DOCOMO mobile phones EMFrom land-line phones

(In Japanese only) (In Japanese only)

B (No prefix) 151 (toll free)  [8X81.0120-800-000 (tol free)
3 Unavailable from land-line phones, etc. 3 Unavailable from part of IP phones.

@ Please confirm the phone number before you dial.

(Business hours: 24 hours (open all year round))

IFrom DOCOMO mobile phones IFrom land-line phones
(In Japanese only) (In Japanese only)

BB (No prefix) 113 (toli free)  #181.0120-800-000 (toll free)

2 Unavailable from land-line phones, etc. 2 Unavailable from part of IP phones.

@ For Applications or Repairs and After-Sales Service, please contact the above-mentioned information center or the docomo Shop etc. near you on the NTT DOCOMO website or the i-mode site.

NTT DOCOMO website http://www.nttdocomo.co.jp/english/

Loss or theft of FOMA terminal or payment of cumulative cost
overseas <docomo Information Center>
(available 24 hours a day)

From DOCOMO mobile phones
International call access code '81 _3_6832_6600* (tO" free)

for the country you stay
*You are charged a call fee to Japan when calling from a land-line phone, etc.
3 If you use SH-02C, you should dial the number +81-3-6832-6600
(to enter “+”, press and hold the “0” key for at least one second).

From land-line phones
<Universal number>

Universal number -8000120-0151 *

international prefix
*You might be charged a domestic call fee according to the call rate for the country you stay.
3 For international call access codes for major countries and universal number international
prefix, refer to DOCOMO International Services website.

i-mode site iMenu p HE#HYR— bk (user support) pRIAEL 3T

(docomo Shop) *In Japanese only

Failures encountered overseas
<Network Support and Operation Center>

(available 24 hours a day)

From DOCOMO mobile phones
International call access code '81 _3_671 8'1 41 4* (tO" free)

for the country you stay
*You are charged a call fee to Japan when calling from a land-line phone, etc.
3 If you use SH-02C, you should dial the number +81-3-6718-1414
(to enter “+”, press and hold the “0” key for at least one second).

From land-line phones
<Universal number>

Universal number '8005931 _8600*

international prefix
*You might be charged a domestic call fee according to the call rate for the country you stay.
3% For international call access codes for major countries and universal number international
prefix, refer to DOCOMO International Services website.

@ If you lose your FOMA terminal or have it stolen, immediately take the steps necessary for suspending the use of the FOMA terminal.
@ If the FOMA terminal you purchased is damaged, bring your FOMA terminal to a repair counter specified by DOCOMO after returning to Japan.

®

Don’t forget your mobile phone... or your manners!
When using your mobile phone in a public place, don't forget to
show common courtesy and consideration for others around you.

@ To prevent damage to the environment,
% bring used battery packs to a docomo
service counter, a docomo agent or a
Li-ion00 recycle center.

Sales: NTT DOCOMO, INC.
Manufacturer: SHARP Corporation

"10.11 (1st Edition)
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SH-02C

Manual for
PC Connection

@ Data communication. . . . ... ... 1
@ Before using data communication .. ... ... 2
® Flow of setup for data transfer (OBEX™ communication) .. ......................... 3
® Flow of setup for data communication . .......... ... ... .. . . 4
® Connecting up PC to the FOMA terminal. . .. ... ... . . i 5
@ Installing FOMA communication configurationfile . .. .......... ... ... .. ... ... .... 6
® Set network transmission with DOCOMO Connection Manager .. ................... 10
® Set network transmission without using DOCOMO Connection Manager ............. 16
@ Sending and receiving data (OBEX™ communication) . ........................... 26
@ Listof AT command . . .. ... 28

Manual for PC Connection

This manual explains the necessary items to perform the data communication with SH-02C and
the installation methods of “FOMA communication configuration file” and “DOCOMO
Connection Manager” in the CD-ROM.

The operation procedure and screens may be partly different depending on the use
environment.

'10.11 (1st Edition)
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Data communication

I Data communication available for the FOMA terminal

The FOMA terminal communication formats fall into three categories: packet transmission, 64K data

communication and data transfer.

® The FOMA terminal does not support fax transmissions.

® The FOMA terminal supports data communication with sigmarionIL. The high-speed communication for
FOMA HIGH-SPEED area is not supported.

® The FOMA terminal is not compatible with Remote Wakeup.

® Unable to use 64K data communication by connecting a PC, etc. overseas.

® To use packet transmission overseas, communicate with IP connection (PPP connection is not available for
packet transmission).

H Data transfer (OBEX™ communication)
Send or receive data such as images, music, phonebook entries, and messages between the FOMA terminal
and another FOMA terminal or PC, etc.

\ Ir/iC
=0 communication

gHaE
. 0000050

SH-02C \
FOMA USB Cable with Charge Function 02
(sold separately)
microSD Card
DOCOMO keitai datalink

l Packet transmission

Charges incurred are based on the amount of data sent and received. When you are only connected to the

network and are not sending or receiving data, no communication charges are incurred. Remain connected to

the network, with no charge, and only send or receive data when necessary.

Uses access points that are compatible with the FOMA packet transmission, such as the DOCOMO Internet

connection services “mopera U”, and the data can be received and sent at speeds up to 7.2 Mbps and 5.7 Mbps

respectively (A best-effort system is provided in which transmission speeds vary depending on the transmission

environment and network traffic conditions).

® The maximum values (7.2 Mbps and 5.7 Mbps) are the values based on the technical standard, and not the
actual transmission speed. The actual transmission speed varies depending on the network congestion or
transmission environment.

® The transmission speeds may slow outside the FOMA HIGH-SPEED area or when connecting to the access
point that does not support HIGH-SPEED or when using the device that does not support HIGH-SPEED such
as DOCOMO'’s PDA “sigmarionIl”.

For a packet transmission, connect the FOMA terminal to a device such as a PC using FOMA USB Cable with

Charge Function 02 (sold separately) and perform appropriate settings. Best suited for sending and receiving

mail text data or other relatively small amounts of data at high speeds.

Note that sending or receiving large files will lead to higher transmission charges.

Making voice calls while performing packet transmission with a PC or other devices is possible.

M 64K data communication

Charges incurred are based on the connection time. Uses access points that are compatible with FOMA 64K data
communication, such as the DOCOMO Internet connection services “mopera U”, or a synchronous ISDN 64K access point.
For 64K data communication, connect the FOMA terminal to a device such as a PC using FOMA USB Cable with
Charge Function 02 and perform appropriate settings. Best suited for sending and receiving relatively large
amounts of data, such as downloading Data box contents.

Note that a long-time communication leads to higher transmission charges.




I Things to keep in mind

M Internet service provider fees

When using the Internet, usage fees are charged by the Internet service provider. These usage fees, paid to the
Internet service provider, are separate from the FOMA service fee. Contact your Internet service provider for
more information about usage fees.

Use the DOCOMO Internet connection services “mopera U”. “mopera U” requires subscription (fees apply).

H Host (Internet service provider, etc.) settings

Hosts for a packet transmission and 64K data communication differ. For a packet transmission, use a host that

supports the FOMA packet transmission, and for a 64K data communication, use a host that supports the FOMA

64K data communication or synchronous ISDN 64K communication.

@ Connecting to DoPa access points is not possible.

® Check the mopera website for details on the service contents of mopera and the connection setting method.
http://www.mopera.net/mopera/index.htmil

M Packet transmission and 64K data communication conditions

The following conditions are necessary for a data transmission (packet transmission/64K data communication)

using the FOMA terminal in Japan.

® The PC must support the FOMA USB Cable with Charge Function 02.

® Must be within the FOMA service area.

® For a packet transmission, the access point must be compatible with the FOMA packet transmission.

® For a 64K data communication, the host must support the FOMA 64K data communication or synchronous
ISDN 64K communication.

However, even if above conditions are met, communication may not be possible due to a busy base station or

poor signal conditions.

® When performing a packet transmission, the device connected to your FOMA terminal must be a JATE (Japan
Approvals Institute for Telecommunications Equipment) authorized product.

l Access authentication for using browser
The FirstPass (Client certificate) is required for access authentication when using FirstPass compatible sites with
PC browser. Check the DOCOMO website for details.

|
Before using data communication

I Operating environment
The following lists the operating environments for using data communications.

Item System requirements
PC PC/AT compatible
When using FOMA USB Cable with Charge Function 02 (sold separately): A USB port (Universal
Serial Bus Specification Rev1.1/2.0-compliant)
Display resolution 800 x 600 dots or more and High Color 16 bits or more are recommended
® 1024 x 768 dots or more is recommended for DOCOMO Connection Manager
oS Windows XP, Windows Vista, Windows 7 (all Japanese versions)
Required memory | Windows XP: At least 128 MB
Windows Vista: At least 512 MB
Windows 7 (32 bit version): At least 1 GB
Windows 7 (64 bit version): At least 2 GB

Hard disk At least 5 MB free space

® Atleast 10 MB free space for DOCOMO Connection Manager
Web browser” Internet Explorer 6.0 or later
E-mail client” Windows Mail or Outlook Express 6.0

*

The operating environments are required for DOCOMO Connection Manager.

2 Continued on next page Py



® Check the DOCOMO website for the latest information of operating environment.

® Required memory and hard disk may differ depending on the PC system configuration.

@ Microsoft Internet Explorer 7.0 or later is recommended for activating menus.
Microsoft Internet Explorer 6.0 or later is recommended for Windows XP.

® Take the steps below when menus do not appear even if the CD-ROM is set.
For Windows 7
In the [ R4 — K] (Start) menu of Windows, specify [<CD-ROM drive name>:index.html] in the [ A& S A &
7 7 4 )LD1&FR] (Program and file search) field and click [index.html] displayed in the search result field.
For Windows Vista
In the [ R4 — K] (Start) menu of Windows, specify [<CD-ROM drive name>:index.html] in the [R5 D BAtA]
(Start search) field and click [index.html] displayed in the search result field.
For Windows XP
In the [R % — 1] (Start) menu of Windows, click [7 7 1 JL%& &8 E L TRE1T] (Run), specify [<CD-ROM drive
name>:index.html] and click [OK].

® The operation in an environment with an upgraded, added or changed OS cannot be guaranteed.

@ Depending on the operating environment, the use of the software may not be possible. DOCOMO holds no
responsibility for responding to inquiries or guaranteeing operation in environments other than those specified
above.

® The warning message may appear when a CD-ROM is set in a PC. This warning is shown by the security
setting of Internet Explorer but does not cause any problem for use.

Click [IE )] (Yes).

I Required equipment
The following hardware and software are required besides the FOMA terminal and a PC.

® FOMA USB Cable with Charge Function 02 (sold separately) or FOMA USB Cable (sold separately)
® CD-ROM “SH-02C CD-ROM” (accessory)

® Use a dedicated USB cable “FOMA USB Cable with Charge Function 02" or “FOMA USB Cable”. USB cables for PC
are not available since the connector shape is different.
® The use of a USB HUB may not work correctly.

Flow of setup for data transfer (OBEX™ communication)

FOMA USB Cable with Charge Function 02 (sold separately) is required to install the FOMA
communication configuration file.

Download and install the FOMA communication configuration file

@ Install from the accompanying CD-ROM (I P. 6)
® Download from the DOCOMO website and install

¥

Data transfer




.
Flow of setup for data communication

This section describes the preparation required to connect the FOMA terminal to your PC, and
use a packet transmission and 64K data communication. The flow is as shown below.

Download and install the FOMA communication configuration file

@ Install from the accompanying CD-ROM (i P. 6)
® Download from the DOCOMO website and install

4

Connect up PC to the FOMA terminal using FOMA USB Cable with Charge Function 02
(sold separately) (1 P. 5)

¥

| Confirm installation (IZ°P. 7)

—l—

| Install DOCOMO Connection Manager (125 P. 12) | Set up a communication without using DOCOMO
' Connection Manager

® Packet transmission (IZ°P. 16)
® 64K data communication (K P. 16)

Set data communication with DOCOMO
Connection Manager”

¥

Connect (IFP. 15) | | Connect (IZP. 24)

*

Refer to “DOCOMO Connection Manager operation manual.pdf” for details on setting DOCOMO Connection
Manager.

@ Use the broadband connection, etc. compatible “mopera U” (subscription necessary) for the convenient use of
Internet with the FOMA terminal. There is a plan that only charges for months which the service was used.

I FOMA communication configuration file

To connect the FOMA terminal to your PC via FOMA USB Cable with Charge Function 02 for a data
communication, installation of the FOMA communication configuration file from the accompanying
CD-ROM is required (IZ°P. 6 to P. 9).

o [f installation fails and [FOMA SHO2C] is not listed in the screens of step 3 of “Confirming installed FOMA
communication configuration file (Driver)” on P. 8, uninstall the FOMA communication configuration file (12" P. 8) and
install it again.

o If, for some reason, the PC is unable to recognize the FOMA terminal, uninstall the FOMA communication
configuration file (1" P. 8) and install it again.

I DOCOMO Connection Manager

Install DOCOMO Connection Manager from the accompanying CD-ROM to a PC and make a variety of
necessary settings to perform a packet transmission and 64K data communication connecting the FOMA
terminal to the PC (1Z°P. 10).



Connecting up PC to the FOMA terminal

Connect the FOMA terminal to your PC with both devices turned on. If the FOMA terminal is
connected to your PC, [[] appears on the FOMA terminal screen. If the FOMA communication
configuration file is not installed, install the file before connecting the FOMA terminal to the PC

(&P 6).

I Connecting using FOMA USB Cable with Charge Function 02

1 Insert the FOMA side of the FOMA
USB Cable with Charge Function
02 (sold separately) into the
external connector terminal on
the FOMA terminal ().

2 Insert the PC side of the FOMA
USB Cable with Charge Function
02 into the PC USB connector
(A).

How to remove

1 Hold the release buttons on the FOMA terminal side of the FOMA
USB Cable with Charge Function 02 (), and pull out from the

FOMA terminal (F1).
e Pull by force may cause a malfunction.

2 Pull the FOMA USB Cable with Charge Function 02 out from the

PC.

Keep side
with the
characters

up
\> external
connector

FOMA USB Cable

with Charge Function .
terminal

cover

02 (sold separately)

Release
buttons

@ Set USB mode setting of the FOMA terminal to [Communication mode] and connect.
» To set to communication mode: In the Normal menu on the FOMA terminal, select [Setting] b [External

connection] b [USB mode] b [Communication mode].

® Connecting the FOMA terminal while charging in the desktop holder is also possible.
@ Do not remove the FOMA USB Cable with Charge Function 02 during data transmission. Otherwise, transmission

disconnection or data loss may occur.



L
Installing FOMA communication configuration file

To make data communication by connecting the FOMA terminal to a PC via FOMA USB Cable with
Charge Function 02 (sold separately), the FOMA communication configuration file is required.
® End all resident software before the FOMA communication configuration file (Driver) is installed.

I Installing FOMA communication configuration file (Driver)

@ Install on the PC using a user with administrator rights.

» When User Account Control screen appears, click [(&(\] (Yes) or [FFA]] (Permitted) and [#:1T] (Continue).
® Perform steps 1 to 6 first, and then connect the FOMA terminal to the PC.

Insert the accompanying CD-ROM into ddcomo
your PC. —
e The initial screen appears. ey A

gy TEUYIUTL
¢ emEEYIR

PEELES

]

g, 1Yo-rvheR SH-OQC
CD-ROM
Click [F—#%# V>0V 7 hBEHREV 7 décomo
k] (Data link softwareISetting‘ muss |
software) ) [Windows® 7 (32E' v FiR) =

A1 (For Windows® 7 (32 bit version)) in | Zas2
the [FOMAGR{SSRET7 7 M)V (USBRS A | =sess

]
/\)] (FOMA communication o o
configuration file (USB driver)) field. —
For Windows 7 (64 bit version) e

COCD-ROMPT HIRCEE 2T

1 Click [Windows® 7 (64 £ ~iR) ] (For
Windows® 7 (64 bit version)).
For Windows Vista (32 bit version)

1 Click [Windows Vista® (32" ~AR) B] (For
Windows Vista® (32 bit version)).

For Windows Vista (64 bit version)

1 Click [Windows Vista® (64" ~hR) F] (For
Windows Vista® (64 bit version)).

For Windows XP
1 Click [Windows® XPFH] (For Windows® XP).

3 Double-click [SH_Setup.exel.
For Windows Vista and Windows XP
1 Double-click [SH02Cs.exe] and proceed to step 6.

6 Continued on next page PP



Make sure that [£yY F7 v 7% RS A /81 > R b—)V%BAIRT 5.] (Start
installing driver after setup.) shows (V] and click [ v b7 v 7’Bi#f] (Start
setting up).

e When [] appears instead, change to ¥].

5 When the setup complete screen appears, click [OK].

6 Click [4 > A k—JLBI#4] (Start install).

1 Connect the FOMA terminal to your PC via FOMA USB Cable with Charge
Function 02 when [FOMA SH02C & PC#FOMA USB#E#o —7 )LICTiEHR L T
72Z 1), ] (Connect the FOMA SH02C to your PC via FOMA USB Cable.) appears.

e The installation in progress screen appears and installation automatically begins.
e Connect the FOMA terminal while the power is on.

Click [OK] when [FOMA SH02C RS A /XDA A M—=IVBTET LE L7E.]
(Installation of FOMA SHO02C driver is completed.) appears.

e |nstallation of the FOMA communication configuration file finishes.

@ Installation may take a few minutes.

e When [7’O4'S AE#u%7 S X4 > ] (Program Compatibility Assistant) appears, click [Z D7 A4S AIFIELL 1
YR h=JbENE L] (This program installed correctly).
® When a message prompting to restart the PC appears, follow the instruction and restart.

® When [fhDF/NA RARSANDA VAR —=I)VISETERICBEA VA M—5%R{TLTL X 1)\.] (Run the installer
again after other device drivers are installed) appears, uninstall other drivers automatically installed and install the
driver. Refer to “Uninstalling FOMA communication configuration file (Driver)” for steps on uninstalling.

I Confirming installed FOMA communication configuration file (Driver)

If the FOMA terminal is not properly recognized by the PC, setup and communications are not possible.

Example: Confirming Windows 7 drivers
® The screens are different for Windows Vista and Windows XP.

Click [A# — }] (Start) menu ) [3 > A —)L/XRJV] (Control panel) and click

[ RTAEEF YT 1] (System and security).

e System properties screen appears.

For Windows Vista

1 Click [R% — ] (Start) menu b [3 > bk O—JL/XRJL] (Control panel).

2 Click [ AT L & A 5 F > R] (System and maintenance) b the [ AT A] (System) icon.

For Windows XP

1 Click [A% — ] (Start) menu b [3 > kO —JL/S2RJL] (Control panel).

2 Click the [/X7 #+ —< > R & A > 53> R] (Performance and maintenance) icon b the [ X
T A] (System) icon.

2 Click [F /XL AT x— + —] (Device manager).
* The device manager screen appears.
For Windows Vista

1 Click [F /XA A< % — < +] (Device manager) in [ X Z] (Task).
For Windows XP

1 Click the [/\— K = 7] (Hardware) tab.
2 Click [F/N A A< & — +] (Device manager).

1 Continued on next page PP



3 Click on each device, and confirm the name SEIES s

27U | EHA) | BRY) ALTEH)

of the installed device. es DlBDI®
Confirm that the names of all the installed devices are ‘%;szm K
displayed for [Z=/N\—H)L U FIV NR A2 FA—5—] [yt

2. EMEEE R

(Universal Serial Bus controllers), [[R— k (COM&LPT)]

(Ports (COM and LPT)) and [£F A] (Modems).

¢ The following drivers are installed when the FOMA [ Jhrciesacia
communication configuration file is installed. e

v FA2RY K54T
Device type Device name e
Universal Serial Bus ® FOMA SH02C e
controllers i Ly (covs)
For Windows XP 3 2 :;iammmoﬂ;a?/wx
USB (Universal Serial Bus) g Lo soze )

2O SUPIL )R Ao R O-5—

controllers
Intel(R) ICH Family USB Universal Host Controller - 2034

Ports (COM and LPT) ® FOMA SH02C Command
# Intel(R) ICH9 Family USB Universal Host Controller - 2935
Port (COMx)" § Intel(R) ICHO Family USB Universal Host Controlle - 2936

# Intel(R) ICH9 Family USB Universal Host Controller - 2937
® FOMA SH02C OBEX Port § Intei(R) ICHO Family USB Universal Host Controlle - 2938
" # Intel(R) ICH9 Family USB Universal Host Controller - 2939
(COMXx) § I0tel(R) ICHO Family USB2 Enanced Host Contrllr - 263
§ Intel(R) ICHO Family USB2 Enhanced Host Controller - 203C
Modem e FOMA SH02C § USB Root Hub

# USB Root Hub

* The “x” from “COMX” is a number and differs depending § s Root b

# USB Root Hub.

on the PC. § Use Root Hub

§ USB Root Hub

§ USB Root Hub

# USB Root Hub.
»-& BtEE0> bO-5—

— If recognized, they will appear in this
manner.

o [f installation fails or [FOMA SH02C] does not appear in the screen of step 3, uninstall the file and then install it again.
Refer to “Uninstalling FOMA communication configuration file (Driver)” for steps on uninstalling.

I Uninstalling FOMA communication configuration file (Driver)

This section describes how to uninstall the FOMA communication configuration file.
® When uninstalling the FOMA communication configuration file, the PC user must have administrator rights. An
error will occur when other users attempt to uninstall this software.
Contact the computer manufacturer or Microsoft Corporation for information about configuring the
administrator rights setting.
» When User Account Control screen appears, click [[Z(\] (Yes) or [FFRI] (Permitted) and [#:4T] (Continue).
M Uninstalling from control panel

Example: Uninstalling from Windows 7
® The screens are different for Windows Vista and Windows XP.

1 Click [R# — ] (Start) menu ) [T > A —)L/XRJL] (Control panel) and click
[Z’R&' S LDT >4 >~ A =)l (Uninstall programs).
e The [F’OF S ADT >4 R b—JLE/ZIZZEFE] (Uninstall or change programs) screen appears.
For Windows Vista
1 Click [A% — ] (Start) menu b [3 > kO —JL/S2RJL] (Control panel).
2 Click [7’0 4" 5 A] (Programs) b the [7°"A4° S A & #%BE] (Programs and features) icon.
For Windows XP
1 Click [R% — ] (Start) menu b [3 > bk O—JL/XRJL] (Control panel).

2 Click the [7’014'S AD3ENN £ HIk] (Add/Remove programs) icon.
e The [7'O4 5 ADiBNN & HIFR] (Add/Remove programs) screen appears.

8 Continued on next page PP



Double-click [FOMA SH02C USB].
For Windows XP

1 Select [FOMA SH02C USB].

2 Click [Z 5 & HIF&] (Change/Remove).

3 When [FOMA SH02C RS A /N—DT7 4 VA M—=)VZFTWET.] (Uninstall
FOMA SHO02C driver.) appears, click [[&()] (Yes).

e Uninstallation of the FOMA communication configuration file begins.

When [7 V4 VA M=JVIETET UE LA PCEBIEFHL TS I L\]
(Uninstallation of the driver is completed. Restart the PC.) appears, click [OK]
and restart the PC.

e Uninstallation of the FOMA communication configuration file finishes.

5 Delete device metadata (1ZZ°P. 9).

® If “FOMA SH02C USB” is not displayed on the [ A& S ADT >4 > R k=)L & /=I$ZE] (Uninstall or change
programs) screen, double-click “SHO02Cc.exe” in the ¥SH-02C_driver_win7_32¥Win7_32 folder* of the
accompanying CD-ROM to uninstall.
* For Windows 7 (64 bit version): In the ¥SH-02C_driver_win7_64¥Win7_64 folder
For Windows Vista (32 bit version): In the ¥SH-02C_driver_vista32¥WinVista32 folder
For Windows Vista (64 bit version): In the ¥SH-02C_driver_vista64¥WinVista64 folder
For Windows XP: In the ¥SH-02C_driver_win_xp¥Win_XP folder
e When [7’O4'S AEMM T 3 X4 > K] (Program Compatibility Assistant) appears, click [ D7’ A4S AIFIEELL A
> R h=J)bENE L 7] (This program installed correctly).
H Deleting device metadata
For Windows 7, device metadata is not deleted even if uninstalling the FOMA communication configuration file
(Driver). This is not a problem for PC use, but follow the steps below to delete device metadata.
® Set on the PC using a user with administrator rights.
« When User Account Control screen appears, click [(Z(\] (Yes) or [FF®]] (Permitted) and [#:1T] (Continue).

Perform steps 1 and 2 of “Installing FOMA communication configuration file
(Driver)” on P. 6.

2 Double-click [SH_DeleteMetadata.exe].

Make sure that [A* ¥ T = HIRRE KSANT 4 > A M=)V EZBIRT 5.] (Start

uninstallation of the driver after deleting metadata.) shows [ ] and click [Hll&
BA#A] (Start deleting).

¢ To uninstall the FOMA communication configuration file (Driver) successively after deleting the device
metadata, change [] to .

When the uninstall complete screen appears, click [OK].
* Deletion of the device metadata finishes.

e When [7’O4'S AR 7 S X4 > 1] (Program Compatibility Assistant) appears, click [Z D7’ A4S AIFIEELL 1
>R R=JbENFE L] (This program installed correctly).



|
Set network transmission with DOCOMO Connection

Manager

I DOCOMO Connection Manager

“DOCOMO Connection Manager” is a software which is convenient for using flat-rate data
communication and measured-rate data communication. Easily subscribe to mopera U or set the PC
depending on the subscription.

In addition, use the charge counter function to check the approximate amounts of data transmission or
usage fee.

RIE IRT535T%—Fv l=J| % ]
Baza—, A ®E.! ¥ 6& | PoLT,
|| =B sovb@m ([ 7 meone | cac-san — Not displayed in the initial
iy R P IR NS ETLE LA, T I settings. Refer to the help
BEEHTTECRNFTEIRSSERL T AR, il feature of DOCOMO
Ses Connection Manager.
moperz U ()
XXX X KO OO0y )
) Charge counter
XX Y}O(FJ
Connect/Disconnect
button

® This manual describes the installation method of DOCOMO Connection Manager.

@ Subscription to the Internet service provider (mopera U, etc.), compatible with the service and data
communication is required to connect to the Internet using the terminal.

o Refer to the DOCOMO website for details.

Using measured-rate data communication (including i-mode flat-rate packet transmission service, etc.)

@ Note that transmitting large amounts of data using packet transmission, such as viewing a website with images and
downloading data (Example: application, music or movie data, updating OS or antivirus software) will lead to higher
transmission charges.
Note that flat-rate packet transmission service, “Pake-hodai”, “Pake-hodai full”, do not apply to charges of data
transmission with this FOMA terminal connected to PC, etc. using a USB cable.

Using flat-rate data plan

® Subscription to the billing plans and Internet service provider, compatible with the flat-rate data communication are
required to use the flat-rate data plan. Check the DOCOMO website for details.

Using mopera

® Check the mopera website for details on the connection setting method.
http://www.mopera.net/mopera/support/index.html

I Before installing DOCOMO Connection Manager

H Installation flow

STEP 1 Setup preparation
Prepare the FOMA terminal and the FOMA USB Cable with Charge Function 02 (sold separately) or
the FOMA USB Cable (sold separately).

STEP 2 Confirming the content of subscription
Confirm the content of subscription to the service and Internet service provider.

STEP 3 Changing the settings
If the connection software other than DOCOMO Connection Manager is installed, change the setting
as necessary not to activate automatically.
Refer to “Using the connection software other than DOCOMO Connection Manager” on P. 11.

10 Continued on next page PP



Setting Internet Explorer

Before installing this software, set the connection setting to [/ ¥ JL L 7x(\] (No) on the internet option of
Internet Explorer.

1 Activate Internet Explorer and click [*Y —JL] (Tool) b [#55755F == [EE=>
[4>%—%v bAT2 3] (Internet option).
2 Click the [$##] (Connection) tab and then select [4

|20 | twaue | Foitiy - | oron| BE | Fodou | BeaiiE

Al oML Tr
4 ¥ )L LR (No). & TR PREETSER |
3 Click [OK]. APy IERIBTS =k o kI =DOREE
i3 foma

ZRED BN AT DLEN S DIREE.
ERE] BERLTIE .
8 FAVILLBG)
@ Aoy PO —HERIMEIE LB EE, SR
ABHOHEE TS V)L F3M0)

0=l TP RewbD—1 (LAN) DERE

LN DRI AT B A [ LA R
EHb St R el AN ARE )

OK | st || @ma

1 Logon with a user which uses DOCOMO Connection Manager.

For Windows 7 and Windows Vista

e Administrator account is required. If PC is logged on with other than manager account, a screen to enter
the user name and password appears during install.

For Windows XP

* Logon with a user which belongs to the Administrators Group or a user of “Computer administrator”.

2 End all activating applications.
e Programs remained on Windows including anti-virus software are also ended.
Example: Right-click the icon displayed in the task bar and select [B U %] (Close) or [#8 7] (Exit).

Using the connection software other than DOCOMO Connection Manager
® This software has built-in functions equal to the following software. The following software is not required to be used
simultaneously.
Change the setting not to activate or uninstall them as necessary.
B The software not required to be used simultaneously
» mopera U start up tool « mopera U connection & setting tool
* FOMA PC configuration software ~ « FOMA byte counter
In addition, when using Mzone (DOCOMO public wireless LAN service) with this software, uninstall the following
public wireless LAN connection software.
X If the following software is installed simultaneously, Mzone connection with this software is not available.
m U public wireless LAN utility software
m DOCOMO public wireless LAN utility software
B DOCOMO public wireless LAN utility program

1




I Installing DOCOMO Connection Manager

Example: Installing to Windows 7

® The screens are different for Windows Vista and Windows XP.

Insert the accompanying CD-ROM into
your PC.

e The initial screen appears.

2 Click [1 > % —x v ME&#] (Internet

connection) ) [ > R k—JL] (Install) of
[BRAE AR aIRR—J¥DA Y

Z k=] (® Install DOCOMO

Connection Manager) in the [2<CD-ROM

M5 DFOMAT — 4 SEIEDREFiE]
(Setting method for FOMA data
communication using this CD-ROM)
field.

e When [ > X b —)V] (Install) is clicked, the
following warning message may appear. This
warning is shown by the security setting of Internet
Explorer but does not cause any problem for use.
B When the “7 7 4)LOF o A— K-+ U

T4 DE4L” (File download - Security
warning) screen appears

Click [%77] (Run).

12

d&como

[~ TorS]

C IVIS-FAXUE
Y=l

FHUIIYI N
¢ emEEIIL

PEETES

A5y N

ZO0D-ROMDZHIBIZBE 2T

SH-02C
CD-ROM

> 2010 NTT DOGOMO, INC. All iehts Reserved

ACD-ROMINADFOMAT — AREDRE AL

o

w2k
AR 0=

7 AIDFTZO— -

o U D=E [

77 NERITIEQIRELE T

&
8

FEf=m

A=t rOWIRCITEE SN, COZ P L OEEET R — 2R

ey
| !'j' ST FaTREME NN o, B SN SREC S IR ST COVT IR
ST LR LT, [ER g

dem_connect_mng_setup.exa
FFUF—32, 12.8 MB
D:¥dem_connect_mng

[ ®=ER | [ #re | [ ®=oEr |

Continued on next page Py



3 Click [IZLV] (Yes). RS =

09544 [t S PEREE S
BEEEAHOIETT: NTT DOCOMO,Inc.
F7FAIDATFS: COAYEI—H—ED)\—F RS

ZR=R 9 3(D)

LILE(N)

For Windows Vista e J

1 Click [#547] (Continue). LPBECER T
For Windows XP BRHEE LR TOYS TR MTLTEEL,
e User Account Control screen does not appear. The

setup program is activated soon. @ PSSt T

NTT DOCOMO Ine.

() ££4(D)

| Frot

a4~ ZAT M. SREOFAER< I E1—SCEENNER
ENBOEHEFT .

FIE D207 —dw A0 Instalshield Dot —Fadal
E

4 Click [XR~] (Next).

InstaliShield(R) ©4f' = 3. ZIEROI/E1-An BIE 34
D?fa‘g?%“)v FLARLET, DR EIBLT, FTL
TS

& L0I0HLE. EEEERIUEIRREC LS TIRS
SNTHFET.

<6 |[Lan>

Confirm the content and click [/X\]

(NeXt)' SO RERAR ., dBcomo
e The precaution appears. Make sure to confirm its
. ~ TFOE QR Dare2—JelbE ?
content. Click [ + >t JL] (Cancel) to cancel the T 1% 5% eIk, FIEOFOMAS —EE (ERIB SRR
installation. D R ST R . (LB B ED AT &l ED

DRy

LAFOMAT — 558

RAOUFFI TS . [REE

T8 AT BROEERELUMERT -2 5L B0 BB HR
LR T,

WO 2 —FF AL T TR EET RS . FOMAD) 17 v HEEEY 1 -

InstaliShield
<F36) [ ianm> ] [ Fetn
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6 Read the licensing agreement and e itma) ol <]
select [ERFHEZMDOEEICRABUET] | o
(Agree to articles of the user licensing
agreement) and then click [X\] (Next)

décomo

[0 o7 ([ REFEEEEE] £

2T, HERIEA RTEAOL TN THE iFﬁL\it’fu)t Hﬁg%i i

5 5 1 (TR L ) SO
to agree. 2 o A 0 L R R A e 2o
. . . r 2 F P i I
e This is the user licensing agreement for DOCOMO ?&iééifﬁ’ﬁ%ﬁJ—”ii‘%%]gﬁrr,gf’gfg;ﬁrﬁ%gmw

Connection Manager. Click [F + >t JL] (Cancel) to || [F3F50 (AR Feran Tl il G e &l A2 s T s
cancel the installation. i
R AT (R

G LA A(D)

[ <Ea@ [ xam)> | [ Fetn |

Confirm the destination program folder

I
H * AUAR= RIS .
and click [’x'\] (NeXt)- h SO TSR, AT, B2 ddcomo
. . . Ak &L TR o
e To change the destination program folder, click [Z£ =
. . . . = OF Dbt M AR IE!
] (Change), select a destination for installation and Ci#Program FiesHTT DOCOMO¥dam connect mg¥ [ Zm(Qn. |
click [&R~\] (Next).
InstaliShield :
C<me® |[Canm> | (x|
Click [1 > X b—JV] (Install). CIEEEiEEE G
o Installation begins. FOYSLETL NS BEBITERLE n
9 Erf BIE, 7 bR TR TR L dicomo

TALA =N IEIRLT, A2 A =V ERE LTS

ALA = LDEGEE S B LAV RR IBIB S TR EIPL TS T RIL R
£ - FRET LE T

InstalShield

I

[ <ms® 1At [ =ews |

Click [52T] (Finish).

e |nstallation is completed.

InstallShield 244 - FEET L3LE

LA T R LA b LELE, 25—
TT DOCOMO— FIE T4 J2auRt—Sin] i
PSR IEREE LT

<E5E w=7E ] [ wet

@ For Windows XP, when MSXML6 and Wireless LAN API are not installed, their installation is required before
installing DOCOMO Connection Manager. When confirmation screen appears, click [Install] and install MSXML6 and
Wireless LAN API. Restart Windows after installation of MSXML6 and Wireless LAN API is completed, then
installation of DOCOMO Connection Manager automatically begins.
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I Activating DOCOMO Connection Manager

1

Select [R# — ] (Start) menu ) [T
~ANTDZ’'A4S A] (All programs) b
[NTT DOCOMO] ) [RaE aXR2
a3y x—<+](DOCOMO
Connection Manager) ) [ROJE O
XU 3T R— +](DOCOMO
Connection Manager).
e When the software is activated for the first
time, the setting wizard appear. Operate and

make the setting according to the guidance
from the software to prepare for the

. R

KIE SR02 e RA-TT BEDH-K

FOMAT ~SIBIECLENIUELT A,

JUIAFOMAER EREL 2T,

IR FOMAERUHTRBTBAL. F31/iD1VAN-IEETT,
SRR IS, K5H)TEAUAR-ILTERE
@KIAIAUAR-iE. 10/ EFOMMESELAT.
R DR EIRUTCRS

CRRDRAL, O

DANDREVBIPLTCES Y,

o[RS ] [(Eet ] [APE ]

connection to the Internet. Refer to “DOCOMO Connection Manager operation manual.pdf’ for details.

® Communication is not disconnected by only ending the internet browser or mail software.
Be sure to disconnect the communication with [H]Ef 3 %] (Disconnect) button of DOCOMO Connection Manager

when communication is not in use.

If the automatic update is set for updating OS, etc., the software is automatically updated and it may lead to higher

Packet transmission charges.

Baza—, A ®E,! ¥ #§&  PALT,

@ s “ 7 Mzone HGAK?—?E(E‘

— @] x|

XXKX K G O €

187y MR P IR > MR RT LELE.
EEERT I BBEIEI SIS ERLTESL.

mopera U (#£2)

Yul
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.
Set network transmission without using DOCOMO

Connection Manager

communication

This section describes how to set up packet transmission and 64K data communication without using

DOCOMO Connection Manager.

To make the settings, communication software for entering AT commands are required. “Hyper terminal”

is used here.

® The flow for setting up with use of AT commands is as follows.

® To use 64K data communication, there is no host (APN) setting.

® For Windows 7 or Windows Vista, “Hyper terminal” is not included as standard. Use compatible software to
set up communications (follow the instructions for the software).

I Setting communications for packet transmission and 64K data

Start up communication software that supports AT commands (steps 2 to 5)

¥ ¥ ¥

Set the host (APN) Set the Send/Not send caller ID || Set the Dial-up Network
(& steps 6 and 7 on P. 17) (= P. 18) (== P. 19)

¥ ¥ ¥

End communication software (12" step 7 on P. 18)

@ Install the FOMA communication configuration file before making settings for packet transmission and 64K data
communication (IZZ°P. 6).

® AT commands are commands for controlling the modem. The FOMA terminal is compliant with AT commands and
also supports some extended commands, as well as some unique AT commands.

® Making host (APN) settings is not necessary when using mopera U or mopera, the DOCOMO Internet connection
service, since it is set as the default.

@ Set Notify caller ID as necessary (When using mopera U or mopera, set [Send]). The default setting is [Not send].
® Set other settings as necessary. Use is possible with the default settings.

| setting host (APN)

Set the host (APN) for using packet transmission. Register up to ten numbers. Hosts are managed using

cid numbers from 1 to 10 (12F° P. 17). The default setting for cid1 is “mopera.ne.jp”, the APN used to

connect to mopera (<PDP_type> is “PPP”). The default setting for cid2 is “mopera.net”, the APN used to

connect to mopera U (<PDP_type> is “PPP”). The default setting for cid3 is “mopera.net”, the APN used

to connect to mopera U (<PDP_type> is “IP”). The default setting for cid4 is “mpr.ex-pkt.net”, the APN

used to connect to mopera U (<PDP_type> is “PPP”). Save hosts (APN) to cid5 to 10.

® The registered cid is the connection number set in the dial-up connection settings.

@ Contact the Internet service provider or network administrator for hosts (APNs) other than mopera U or
mopera.

Example: Using FOMA USB Cable with Charge Function 02 (sold separately) on Windows XP

Connect the FOMA terminal to your PC via FOMA USB Cable with Charge
Function 02.

z Select [R# — [] (Start) menu ) [T XTDZ’'A4 S A] (All programs) b [7 7t
B U] (Accessories) ) [i#{§] (Communications) ) [/\ 1 /S—#% — =X F)L] (Hyper
terminal).

e Hyper terminal starts up.

16 Continued on next page PP



Enter a name (such as a host name) in
the [# 8] (Name) field and click [OK].

e The advanced settings screen for phone number
appears.

Select [FOMA SH02C] from [ 5 %]
(Connection method), enter a
temporary number in the [EEES]
(Phone number) field that does not
actually exist (such as [0]), and click
[OK].

e For the area code, the default setting in Windows

(such as [03]), appears. Set any number for the area
code, since it is not related to the host (APN) setting.

When the connection screen appears, click [+ + > tJ/] (Cancel).

Enter host (APN) and press [J.

e Enter host (APN) in the format:
AT+CGDCONT=<cid>, “<PDP_type>","APN”
(= P. 31).
<cid> :Enter any of 5 to 10.
“<PDP_type>" :Enter “PPP” or “IP".

“APN” :Enter the host (APN) enclosed in “”.

o |f [OK] appears, the APN is set successfully.

® To check the current host (APN) setting, enter
AT+CGDCONT?(J, and the settings appear in a
list.

When nothing appears on the screen when

AT commands are entered

° ATE1D
Refer to P. 35 for details on AT commands.
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When resetting APN settings using AT commands

e AT+CGDCONT=[J :To reset all the cids

e AT+CGDCONT=<cid>[J : To reset only specific cids

When reset, <cid>=1 returns to “mopera.ne.jp” (default setting), <cid>=2 or 3 returns to “mopera.net”
(default setting), <cid>=4 returns to “mpr.ex-pkt.net” (default setting) and settings for <cid>=5 to 10 are

unregistered.
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When confirming APN settings using AT
commands
o AT+CGDCONT?[J

Refer to P. 31 for details on AT commands.

Confirm that [OK] appears and select
[\ /8—=% —ZFILD#T] (Exit hyper
terminal) from the [7 7 4 JV] (File)
menu.

* Hyper terminal ends.

o [Eyia s XXXERFLET D ?](Save session
xxx?) appears. However, there is no need to save.

I Setting Send/Not send caller ID

", “mopera.ne.jp”,,0,0

mopera.noi”..0:0

. .0
+CGDCONT:4,” 5 g -net”,,0,0
+CGOCONT:5,"PPP” | “XXX -abc”, 0,0

ok

£ Bt g

© BED I

D& =38 05 &

AT+CGDCONT=5, “PPP”,"XXX.abe”_
0K

<
o el aesd Wil

Handset number (Caller ID) is important personal information. Use caution when setting.

1 Follow steps 1 to 5 of “Setting host (APN)” on P. 16.

Set either Send caller ID (186) or Not
send caller ID (184) during packet

transmission.
e Enter in the format: “AT*DGPIR=<n>" (& P. 30).
AT*DGPIR=1[ :Adds “184” when packet
transmission is established with
the host (APN).
AT*DGPIR=2[J :Adds “186” when packet
transmission is established with
the host (APN).

3 Confirm that [OK] appears.
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H Send/Not send setting on dial-up networks

Adding “186” (Send) and “184” (Not send) to the host number in dial-up networks is also possible.

Setting “186” (Send) and “184” (Not send) in both the *kDGPIR command setting and the dial-up network setting
results in the following.

Dial-up network settin Using the **DGPIR command Send/
(wFI’1en <cid>=1) S S Not send setting Send/Not send caller ID

%Okt 1# Not set (default setting) Send
Not send Not send
Send Send

18499k 1# Not set (default setting) Not send
Not send (dial-up network “184” is given priority)
Send

18699tk 1# Not set (default setting) Send
Not send (dial-up network “186” is given priority)
Send

® Enter “AT:DGPIR=0" to return “186” (Send)/“184” (Not send) to [Not set] (default setting).
® Set [Send] for sending caller ID when using mopera U or mopera, the DOCOMO Internet connection service.

I Setting dial-up network

Set the host and TCP/IP protocol. Contact the Internet service provider or network administrator for more
information on settings.

M Hosts

For packet transmission, set the host (APN) in advance. Register numbers (cid) 1 to 10 for the host (APN) in
advance, to enable using packet transmission by specifying control numbers. Host (APN) settings are the
equivalent to a phonebook for packet transmission on a PC. Compared to normal phonebook entries, they
appear as follows.

In phonebook In Packet transmission setting
Registered number (memory number) Control numbers (cids) 1 to 10
Other party’s name Host name (host (APN))
Other party’s phone number *QQsketk<cid>#

For example, when the mopera host (APN), “mopera.ne.jp”, is registered for cid1, connecting to the mopera is
possible by specifying the host number “x99:kk1#". Other registered cids can be used similarly.
*99kkk1#  :Connects to host (APN) registered to cid1. Alternatively, connect with just 99#.
*99%:k:k:k2# 1 Connects to host (APN) registered to cid2.
to
*99:k:kk10# :Connects to host (APN) registered to cid10.
The default setting for cid1 is “mopera.ne.jp”, the APN used to connect to mopera (<PDP_type> is “PPP”). The
default setting for cid2 is “mopera.net”, the APN used to connect to mopera U (<PDP_type> is “PPP”). The
default setting for cid3 is “mopera.net”, the APN used to connect to mopera U (<PDP_type> is “IP”). The default
setting for cid4 is “mpr.ex-pkt.net’, the APN used to connect to mopera U (<PDP_type> is “PPP”). When
connecting to a corporate LAN or Internet service providers other than mopera or mopera U, register the host
(APN) using cid5 to 10 (1" P. 17).
For 64K data communication, enter the access point phone number supplied by the Internet service provider or
network administrator.
® Contact the Internet service provider or network administrator for more information on settings.
® Access point phone number is “x8701” for mopera U and “k9601” for mopera when using 64K data
communication.
® When using packet transmission, enter “x99:k3#" for mopera U and “99:x1#” for mopera (default
setting).
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H Setting a dial-up network on Windows 7 and Windows Vista

On Windows 7, use “X® v k7 — & DiE#HD « ' — K” (Network connection wizard) to set the host (APN).
Example: Using <cid>=3 to connect to mopera U, the DOCOMO Internet connection service on Windows 7
® The screens are different for Windows Vista.

® Subscription to mopera U requires a charge.

1 Click [A# — }] (Start) menu ) [T > A =)L/ JV] (Control panel).
For Windows Vista
1 Click [ — I] (Start) menu » [###:5E] (Connect to) and proceed to step 4.

2 Click [fRY FT =4 & A >4 —F v B] (Network and Internet).
3 Click [Rv b D —4 L#FH 4% —] (Network and sharing center).

e The connect to a network screen appears.

Click [iLW &R E/AIERY D=5 D+t Y b7 v 7] (Set up new connection
or network).

e The connect to a network screen appears.

For Windows Vista

1 Click [iEft £ /=13y b7 —0 %€y b7 v 7 LET] (Set up a connection or network).

5 Click [’/ Y7 v T#EEiE Y b7 v 7 UET] (Set up a dial-up
connection) p [R\] (Next).
e When two or more modems are connected to the PC, [EDET AZEVE T H 2] (Which modem do
you want to use?) appears. Select [FOMA SH02C].
e The create a dial-up connection screen appears.

6 Enter the host number in the [’ 1 ¥Jb
7 v 7 DEBiEEF] (Dial-up phone
number) field and a connection name in
the [#E#i4] (Connection name) field,

A28~y b H—EX T0JA S~ (ISP) DRREANLET

SAOLTYIOREES(D): O

2—H-2(W)
and then click [#%#:] (Connect).
e To connect to <cid>=3 (mopera U), enter e
“K9Qik3H” inthe [ 4 VLT v T DEFEES]
(Dial-up phone number) field. i -

e When using mopera U or mopera, [1—H —%] ® CfoAL
(User name) and [/X X7 — ] (Password) can be
left blank to connect.

e When connecting to the Internet using a provider
other than mopera U or mopera, enter the user S Ane mmme
name and password for the provider in the [1—%—

4] (User name) and [/N 27 — K] (Password) fields.

BOTEZHATB(A)
. COAYEI-S— LTINS B TATOA CDEREE

1 When [(#&#:42) [C###: 5] (Connecting to (Connection name)) appears, click [R
¥ v 7] (Skip).
e Only confirming the settings without actually connecting.
o If [RF v 7] (Skip) is not clicked, the network is connected to the Internet.

8 Click [BAL 3] (Close).
For Windows Vista
1 Click [###i& v b7 v 7L £ 9] (Set up a connection) and click [ U %] (Close).
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9 Click [R# — I] (Start) menu ) [3 > bO—)L/SR)L] (Control panel).

For Windows Vista

1 Click [R# — }] (Start) menu b [~ k7 —2Z] (Networking).
2 Click [Rv b7 —4& £HH+ >4 —] (Network and sharing center) b [& v b T — Z{E#HDE
%] (Manage network connections) and proceed to step 12.

‘Iﬂ Click [Ry FT—2 &4 %5 —FR v M] (Network and Internet).

‘" Click [Ry kT —4% £ HF+t 4 —] (Network and sharing center) ) [75' 74 —
DBFEDZEHE] (Change adapter setting) in [¥ X ] (Task).

e The network connections screen appears.

‘l Select and right-click the icon for host created and select [’E/%F ]

(Properties).

e Properties screen appears.

13 Confirm all the settings in the [€fi%]

(General) tab.

¢ When two or more modems are connected to the
PC, make sure that [FOMA SH02C] in [$&&: D A iE]
(Connection method) shows [¥]. When [] appears
instead, change to [¥]. For modems other than
[FOMA SH02C], change ¥ to [].

e Confirm that [§'4 ¥ LI & E D] (Use dialing
rules) shows []. When [¥] appears instead, change

to .

‘M Click the [% v b7 —#] (Networking)
tab and confirm all settings.

e Inthe [CDEHKHEITXRDIEBZFERALET]
(Components checked are used by this connection)
field, @ should appear only for [/ >4 —% v k7°0

;3JL/IN—20 3> 4 (TCP/IPv4)] (Internet protocol
version 4 (TCP/IPv4)). Set [QoS/NT v kR4

2 2 —3](QoS packet scheduler) according to the
instructions of the provider.

28 AFuay | bralTe [ Hero-a | s |

EEOEED
T 1, - FOMA SHO2G (COME)
135 £74 - 5 56000 bps 7L, (COM 1)
FATOF A AT ESEFUHFL RO
BENFIETEST)H ADBEI TR
TEES
FEEEP
*agurEgy ZOM
[ L ERA RS AV RIRED
I PARREMRDRC 0TI, T R P SR

| &8 [A7uan [ EFalFe | AvbT-0 [fE

CORERLROER EERLETIO)

% ! B
[, /2) Microsoft 2y O —5R7p A ILEFUL A28
7% Microsoft o =054 Pk

27

B 22 b
f

TGP/ version § T, SHELASEERD Sy I -DEE82T, 1B
EIRETEREIOA ek JOFLT .

B A A R L) Z0FE)

| aK Febl |

15 Click the [#7°% 3 >] (Option) tab and click [PPPE%5E] (PPP setting).

e The PPP setting screen appears.
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16 Check all options to show [ ] and click [sszs . =)
[OK].

e The option setting screen reappears.

[ B R T L TR ALF R T T - R R M)
( oF RE

" Click [OK].

e The host and TCP/IP protocol are set.

e Refer to P. 24 for details on connecting to dial-up network.
M Setting a dial-up network on Windows XP

On Windows XP, use “® v k7 —2 D#EH U « ¥ — K” (Network connection wizard) to set both the host (APN)
and TCP/IP protocol.

Example: Using <cid>=3 to connect to mopera U, the DOCOMO Internet connection service
® Subscription to mopera U requires a charge.

Click [R# — ] (Start) menu ) [T XTDZ’' A4S A] (All programs) b [7 &Y
1)1 (Accessories) ) [i#{§] (Communications) ) [X v b7 — &%) (Network
connections).

e The network connections screen appears.

Click [#7 L\ ME# £ /EF I 3] (Create new connection) in [RY FT—2 % R ]
(Network tasks).

e A new connection wizard screen appears.

Click [®R~] (Next).

e The screen to select network connection type appears.

Select [1 >4 —= v I IC#E#ET ] (Dial-up to the Internet) and click [X~] (Next).

e A preparation screen appears.

Select [{E&i % FEBTE v b7 v 79 %] (Manually set up Internet connection)
and click [R~\] (Next).

e The Internet connection screen appears.

Select [#'4 VIV7 v 7 ET A%ER L TEKi T 3] (Connect through phone line

and modem) and click [X\] (Next).
e A screen to specify the device appears.

Select [£5 A — FOMA SH02C (COMx)] (Modem - FOMA SH02C (COMx)) and
click [R\] (Next).

¢ A number will replace “x”.
e The connection nhame screen appears.

e The screen appears only when multiple modems are installed.

8 Enter a connection name in the [ISP£]

- O ST AN

(ISP name) field and click [RA] (Next). | “-smasses o
e The phone number to dial screen appears. RO bR
e The [ISP#] (ISP name) is the name of the Internet s

fama

service provider.
SCEARNEARRI R L TR RN .

(<me ]
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1

12
13

1

Enter the host number in the [EFEES]
(Phone number) field and click [:X\]
(Next).

e The Internet account information screen appears.

e To connect to <cid>=3 (mopera U), enter
“kQOkkek 3"

Set options as shown in the example

screen and click [R\] (Next).

e The new connection wizard complete screen
appears.

e When using mopera U or mopera, [1—4 — 4]
(User name) and [/X 27 — R] (Password) can be
left blank to connect.

e When connecting to the Internet using a provider
other than mopera U or mopera, enter the user
name and password for the provider in the [ —H —
4] (User name) and [/S 27 — K] (Password) fields.

SAYNISERET

P OEFETEEELTHES,

TFLEFESEANILTHL .
FREEHSE)
AgIREAGE

FEEEF AN BENLELIBEIFZS, L)

GRS BRETZOEREE
B PILTEE . TFLOBHEC SRS S SN

TILEEOERNERT

{E@ AW el

BLAREO - F

Avh—iksk PhYL HAH
ARy b AT YA A T B P, MRl A0 - FIEET S,

IEP Phio hEEATHAD - e AL, COHESREEEROTHEE & BRI REL T BAF
WP eE A - FER N TLE RS, TP (R EhETIRSN)

2-H—=aMk ‘

HAT-RE: ‘
JHAD-BORRAH C ‘
:(IE‘J)EJ =i h—ho NASETAEEE. N THIMT I bBE EUMAT - FAER

= REITEA W= o MEEEE 00

{Ea@ FINIE Frubl

When [$i L W& « ¥ — FD5ET] (New connection wizard completed)

appears, click [SE T] (Finish).
e The newly created connection wizard appears.

Confirm the setting information and click [ + >t /JV] (Cancel).

¢ Only confirming the settings without actually connecting.

Select the icon for host created and select [’ 0/%5 ] (Properties) in the

[Z 7 A JV] (File) menu.

e Properties screen for the host appears.

Confirm all the settings in the [£fi]

(General) tab.

* When two or more modems are connected to the
PC, make sure that [FOMA SHO02C] in [###£:D %]
(Connection method) shows [¥]. When [] appears
instead, change to [¥]. For modems other than
[FOMA SHO02C], change ] to [].

o Confirm that [ 1 ¥ JLIEH % &S] (Use dialing
rules) shows []. When [¥] appears instead, change

to [
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‘| Click the [ v k7 —2] (Networking)

tab, confirm all settings and click [EX3E]

(Settings).

o Set [FOHTS A YILT v T4 —/N—DiE%E)
(Type of dial-up server to call) to
[PPP: Windows95/98/NT4/2000, Internet].

e Inthe [CDEFIZRDIEBZFERAL £

(Components checked are used by this connection)
field, ¥ should appear only for [1 >4 —% v k7°0
Ik 3JL (TCP/IP)] (Internet protocol (TCP/IP)). Leave

[QoS /Xy b R 2 2 —3] (QoS packet
scheduler) settings as is. No changes are
necessary.

The PPP setting screen appears.

For TCP/IP settings used for connecting to an
Internet service provider, confirm with the Internet
service provider or network administrator.

‘lﬁ Check all options to show [ ] and click
[OK].

e Properties screen of the host reappears.

= foma®> OIS 71

£ | ATvay | T | oD 25
HUHTY -0}

|18 Microsaft Ay bI=BROSA Tk

AL A k=L

SHER
TEERRD P LA -Gk 20 R $RE BRSNS S 2
XJ‘;&%‘CE@J@(EEE{#?@. BEE@UAF TUF seb=0 70

F0iT R

[ EsisE el 3 Sl
[ b P SRR ITH (M)
e e B R o LT b P S 2 T~ B O

[ oK R

ﬂ Click [OK] on the [’/%5 1] (Properties) screen.

e The host and TCP/IP protocol are set.

o Refer to P. 24 for details on connecting to dial-up network.

I Connecting to dial-up network

Example: Connecting to the dial-up network via FOMA USB Cable with Charge Function 02 on Windows 7
® The screens are different for Windows Vista and Windows XP.

Connect the FOMA terminal to your PC via FOMA USB Cable with Charge

Function 02.

2 Click [R# — ] (Start) menu ) [3 > kB —)L/XXRJL] (Control panel).

For Windows Vista

1 Click [R4 — ] (Start) menu ) [###%54E] (Connect to) and proceed to step 6.

For Windows XP

1 Click [R& — }] (Start) menu b [T X TDZ' OS5 A] (All programs) b [7 &8 U]
(Accessories) b [{@{E] (Communications) b [ v b7 — & #%#:] (Network connections) and

proceed to step 6.

3 Click [fRYy FT =4 & A >4 —F v B] (Network and Internet).

4 Click [Rv b D —4 L FH >4 —] (Network and sharing center).

5 Click [7 47 # —DREDZE] (Change adapter setting) in [¥ X &] (Task).

e The dial-up network screen appears.
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6 Double-click the connection icon.
e The connection screen appears.

o Alternatively, select the host icon and then select [#%&

#t] (Connect) in the [7 7 4 JV] (File) menu to
display the connection screen.

1 Confirm the settings and click
[ 47JL] (Dial-up).

e The FOMA is connected to the host.

e The phone number set in “Setting dial-up network”
(15°P. 19) appears in the [ 4 )L ] (Dial-up) field.
When using mopera U or mopera, [1—H% —4%]

(User name) and [/XR2 7 — R] (Password) can be
left blank to connect.

T« FyNI—HEAVS... » Ty PI—LRE »

= O-7L TUPER
Zwh

24—l
HAT— ()

[ClEda - —MERd B EERAT M. I -F-2EHAD-F
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W 0 COT 1 —a-EEEATOL = (A
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[(BfwD | [ ®eote | [ FosFa@ | [ s |

H Disconnecting

Simply closing the browser may not disconnect the connection. Follow the steps below to properly disconnect.

Click [[@] in the task tray ) an item to disconnect, and click [t]Ef]

(Disconnect).
e The connection is disconnected.
For Windows Vista

1 Click [[E] in the task tray ) [$&#5 % 7= (Zt]]#F...] (Connect or disconnect), and double-click

the disconnection icon.
For Windows XP

1 Click [®¥] in the task tray and click []&f] (Disconnect).
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|
Sending and receiving data (OBEX™ communication)

I Sending/Receiving FOMA terminal data to/from a PC

® The FOMA terminal has OBEX™ function as a data communication protocol. Connect the FOMA terminal to

your PC via FOMA USB Cable with Charge Function 02 (sold separately), and the data communication (data

communication with OBEX™ communication) enables sending and receiving phonebook, owner information

from the own number screen, schedule, sent mail (including SMS), received mail (including SMS), unsent mail

(including SMS), Area mail, memos, melodies, My picture, i-motion, My Documents, bookmark, ToruCa,

Decome-Anime Template, location service client data, and setting information.

Use the following three types of data communication with the FOMA terminal.

W Send data one item at a time from a PC to a FOMA terminal (Write 1)

m Send data in bulk from a PC to a FOMA terminal (Write all)

m Send data in bulk from a FOMA terminal to a PC (Read all)

® During data communication, the handset will be outside the service area, and functions such as voice/
videophone call, i-mode, i-mode mail, or packet transmission will not be available.

® Even after completion of data communication, [B4] (outside the service area) may be displayed for a short
time.

Make sure the FOMA terminal is properly connected to the PC. If not connected properly, sending and receiving data
may not be possible, or data may be lost.

Check whether there is enough remaining battery power of the FOMA terminal. If data communication is performed
when the battery level is low or empty, sending and receiving data may not be possible, or data may be lost.
Charging the FOMA terminal in the desktop holder during data communication is recommended.

Check the PC power supply as well. If not turned on, sending and receiving data may not be possible, or data may be
lost.

Perform data communication with the FOMA terminal in stand-by. When movie/i-motion is set as the stand-by
display, stop movie/i-motion playback before performing data communication.

During communication (voice/videophone call and data communication), data cannot be sent or received. Also, when
sending and receiving data, other data communication cannot be performed. However, receiving a call, right after
data communication has begun, may be possible. In such cases, the sending or receiving of data is canceled.

UIM phonebook data cannot be sent.

Mail with i-oippli start up designations can be sent after attached data has been deleted.

Mail attachment data exceeding 100 KB (including the message text) are deleted and only message is sent.

Data such as phonebook entries cannot be sent or received while All lock or Personal data lock is set.

Phonebook data cannot be sent or received when Keypad dial lock is set.

Depending on data size, data communication may take some time. In addition, the FOMA terminal may not be able to
receive data due to data size.

When receiving phonebook data, data will be added from memory number [0010] for single entry, or in accordance
with memory number information when receiving all entries.

When receiving all phonebook entries, Profile (excluding first phone number) registered in Own number will be
overwritten.

Phonebook entries are sent in memory number order.

When sending all phonebook entries, Profile from own number screen is also sent.
PDF files which exceed 2 MB cannot be sent.

Alternatively, send and receive data (OBEX) with the following methods.

m [r communication m iC communication ® microSD Card

H Devices required for data communication (OBEX™ communication)

@ To perform data communication, downloading data transfer software complied with OBEX™ standard from the
Internet, and installing this software to your PC is necessary. Refer to the software manual for information on
operating environment and installation methods. In addition, installation of the FOMA communication
configuration file (IZZ°P. 6 to P. 8) is necessary beforehand.

® A FOMA USB Cable with Charge Function 02 is required to connect the FOMA terminal to a PC.

® The FOMA terminal data communication (OBEX™ communication) function complies with IrMC™ 1.1 standard.

However, depending on the application, some data may not be sent or received even when the other party’s terminal
complies with IrMC™ 1.1 standard.
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I Sending single data item (Write 1)

@ Send data from a PC to a FOMA terminal one item at a time.
® Sending one item at a time from a FOMA terminal to a PC is not possible.

e Data transfer operating methods differ depending on the software used. Refer to the software manual for
details.

Send data from a PC using data transfer software (Write 1).
e Refer to the software manual for details on sending data.

® When phonebook data is sent (from a PC to the FOMA terminal) one entry at a time, entries are saved to the smallest
available memory number from [0010] to [1999]. If all memory numbers from [0010] to [1999] are already used,
entries are saved to the smallest available memory number between [0000] and [0009].

® When phonebook data is received and 2,000 entries (names, phone numbers, or mail addresses) are already

registered, or more than 2,000 entries have been registered, a message appears notifying that no further entries can
be saved.

I Sending all data (Write all/Read all)

® \Write and read all data at once, between a PC and the FOMA terminal.

e “Write all” and “Read all” operations require data transfer software and your FOMA terminal authentication
password.

e Data transfer operating methods differ depending on the software used. Refer to the software manual for
details.

1 Send data from a PC using data transfer software (Forward all).
e Refer to the software manual for details on sending data.
e Entering your authentication password on the PC will be necessary.
e Enter your authentication password (four digits).

2 Enter the terminal security code (four to eight digits) and the authentication
password (four digits).

3 Start data transmission.

@ Performing Write all from a PC to your FOMA terminal replaces all data stored in the FOMA terminal. All data
previously stored in your FOMA terminal will be deleted. This includes phonebook, schedule, and protected mail data
saved as secret data. However, for an image, i-motion, Melody, PDF, or Decome-Anime Template in the Data box,
original data is not deleted but saved additionally.

@ If an error occurs during data transmission from a PC to the FOMA terminal, all data stored in the FOMA terminal
may be deleted. Check the cable connection, the FOMA terminal battery level, and the PC power supply before
performing Write all. Charging the FOMA terminal in the desktop holder during data communication is recommended.

@ Depending on the connected device, the transmission status (bar display) may not appear.
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List of AT command

I AT commands

AT commands are commands used to set the FOMA terminal functions from a PC. When AT commands
are entered from a PC, the FOMA terminal performs the corresponding operations.

B AT command input format
AT commands must always start with “AT”. Enter in single-byte alphanumeric characters.
Input example

ATD*99:ksek 1]

Return symbol: Entered by pressing the Enter key. Used to separate commands.
Parameter: The command argument

Command: The command name

Each AT command including parameter (number or symbol) following the command must be entered on a single
line. A single line means the characters from the first character until the character directly before the (- is
pressed. Up to 160 characters (including “AT”) can be entered.

Hl AT command input modes
To operate the FOMA terminal using AT commands, set the PC to terminal mode. In terminal mode, the
characters entered from the keyboard are sent directly to the communication port to operate the FOMA terminal.
o Offline mode
The FOMA terminal is in stand-by. Normally, this mode is used to operate the FOMA terminal using AT
commands.
® Online data mode
The FOMA terminal is connected and performing data communication. When an AT command is entered in
this mode, the characters are sent directly to the receiver, and may cause the receiver’'s modem to
malfunction. Do not enter AT commands in this mode.
® Online command mode
Even when the FOMA terminal is connected and performing communication, with special operations,
operation by AT commands is possible. When in this mode, AT commands are executed while remaining
connected to the receiver, and communications can be resumed after the operation is completed.

® When a call/transmission is made from an external device with 64K data communication, Number A is used when
2in1 mode is set to [A mode]/[Dual mode]. Number B is used when 2in1 mode is set to [B mode]. However, if Redial
is performed with the AT command when [Dual mode] is set, Redial is performed with the last dialed number.

® Terminal mode enables a single PC to operate like a communication terminal. Characters entered from the keyboard
are sent to the device or line connected to the communication port.

H Switching between online data mode and online command mode

Use either of the following methods to switch the FOMA terminal from online data mode to online command
mode.

® Enter “+++” command, or enter the set code in the “S2” register.

® Turn the RS-232C" ER signal OFF when set to “AT&D1".

To switch from online command mode to online data mode, enter “ATO[J".

* USB interface emulates an RS-232C signal line, enabling RS-232C signal line control by the communication
application.
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I List of AT command
[M]: AT commands that can be used with the FOMA SH02C Modem Port.

AT command Overview Parameter/Explanation FeaiEn
example
AT The modem function of the FOMA terminal ATE
can be controlled by adding commands in the | OK
- list to the end of this command.
[M] ¥ Returns OK if only AT is entered.
AT%V Displays FOMA terminal AT%VE
version.”2 Ver1.00
M] OK
AT&C<n> Sets operating condition for circuit | n=0: Circuit CD always ON AT&C1
CD (DCD) signals sent to DTE."! | n=1: Circuit CD signal changes according to |OK
line connection status (default setting)
When “&C1” is set, the CD signal is turned
“ON” directly before the CONNECT signal is
sent when connection is completed. The CD
signal is turned “OFF” right before “NO
CARRIER” is sent when the circuit is
[M] disconnected.
AT&D<n> Sets the operation when the n=0:Ignores status (always considers signal |AT&D1
circuit ER (DTR) signal received ON) OK
from DTE changes from “ON” to | n=1: Sets online command mode when signal
“OFF” during online data mode.™ changes from ON to OFF
n=2:Disconnects line and activates offline
mode when signal changes from ON to
[M] OFF (default setting)
AT&E<n> Selects speed display n=0: Wireless area transmission speed AT&EO
specifications when connecting.™! appears OK
n=1:DTE serial transmission speed appears
[M] (default setting)
AT&F<n> Resets the FOMA terminal’'s AT | Can only be set as n=0 (can be omitted) AT&F[I
command settings to their default OK
settings. If this command is
entered during communication,
the settings are reset after
[M] disconnected.”2
AT&S<n> Controls when the signal of data | n=0: Always ON (default setting) AT&S0
[M] set ready (DR) is set to DTE.™ n=1:DR signal ON when line is connected OK
AT&W=<n> Stores the current settings in the | Can only be set as n=0 (can be omitted) ATE&W[D
[M] FOMA terminal’'s memory."2. 5 OK
AT:DANTE Displays the reception status of | The result from this command is in the AT#DANTE(J
the FOMA terminal.”2 following format. *DANTE:3
*DANTE:<m>
OK
<m>
0 : Status where outside the service area
appears on the FOMA terminal
1 : Status where zero or one antenna appears
on the FOMA terminal
2 : Status where two antennas appears on the
FOMA terminal
3 : Status where three antennas appears on
[M] the FOMA terminal
AT:xDGANSM= | Sets Accept/Reject call modes for |n=0: Sets Reject call and Accept call settings | AT*DGANSM=0[J
<n> incoming packet communications. to [OFF] (default setting) OK
This setting is only valid for n=1:Sets Reject call settings to [ON] ATDGANSM?(J
incoming packet communications |n=2:Sets Accept call settings to [ON] *DGANSM:0
after entering setup commands.*2
[M] OK
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AT command

Overview

Parameter/Explanation

Execution
example

AT#DGAPL=<n>
[.<cid>]

M]

Sets host (APN) to accept
transmissions for incoming packet
communications. APN settings
use <cid> parameter defined by
“+CGDCONT"."2

Adds or deletes from Accept calls list with <n>

parameter. If <cid> parameter is abbreviated,

adds (<n>=0) or deletes (<n>=1) all of <cid>

to or from list. Adds (deletes) <cid> not

defined with “+CGDCONT” to (from) list with

this command.

n=0:Adds to list (Adds APN defined by <cid>
to Accept calls list)

n=1:Deletes from list (Deletes APN defined
by <cid> from Accept calls list)

AT:DGAPL=0,1
OK
AT+DGAPL?(J
#DGAPL:1

OK

AT*DGARL=<n>
[,<cid>]

Sets host (APN) to reject
transmissions for incoming packet

Adds or deletes from Reject calls list with <n>
parameter. If <cid> parameter is abbreviated,

AT**DGARL=0,1
OK

communications. APN settings adds (<n>=0) or deletes (<n>=1) all of <cid> |AT*DGARL?J
use <cid> parameter defined by | or from list. Adds (deletes) <cid> not defined |**DGARL:1
“+CGDCONT”.”2 with “+CGDCONT" to (from) list with this
command. OK
n=0:Adds to list (Adds APN defined by <cid>
to Reject calls list)
n=1:Deletes from list (Deletes APN defined
[M] by <cid> from Reject calls list)
AT*DRPW Displays the reception power sent | The result from this command is in the AT#DRPW[J
from FOMA terminal.”2 following format. *DRPW:0
*DRPW:<m>
OK
[M] m:0 to 75 (reception power)

AT*DGPIR=<n>

Setting this command is valid
when establishing

n=0:When establishing packet transmission,
connects to host (APN) directly (default

AT=#DGPIR=00J
oK

communication. Enables adding setting) ATDGPIR?[J
186 (send caller ID) and 184 (not |n=1:When establishing packet transmission, |*DGPIR:0
send caller ID) to host number. adds 184 and connects to host (APN)
Also available in dial-up network | n=2:When establishing packet transmission, |OK
settings.™2 adds 186 and connects to host (APN)
When 186 (send caller ID)/184 (not send
caller ID) are set by this command and in the
dial-up network settings, refer to “Send/Not
[M] send setting on dial-up networks” on P. 19.
+++ Switches the FOMA terminal (During
mode from online data mode to communication)
online command mode. — +++ (Does not
Escape guard interval is fixed at 1 appear)
[M] second.™ OK
AT+CACM=[<p |Resets the total accumulated cost | Resets the total accumulated cost recorded | AT+CACM="0123"
asswd>] recorded on the UIM."2 on the UIM, if the password matches.
OK
<passwd>: SIM PIN2
3% Encloses this string parameter with
[M] quotation marks (“ ") when entering.
AT+CAOC=[<m | Inquires the current accumulated |<mode> AT+CAOC
ode>] cost.”2 0 :Inquires the cost of current call +CAOC:“00001E”
The result from this command is in the OK
following format.
[M] +CAOC:“<ccm>"
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Execution

AT command Overview Parameter/Explanation
example
AT+CBC Inquires the battery status."2 The result from this command is in the AT+CBC[
following format. +CBC:0,80
+CBC:<bcs>,<bcl>
OK
<bcs>
0 : The battery operates the FOMA terminal
1 :Charging the battery
2 :The battery is unconnected
3 :Reducing the power
<bcl>
[M] 0 to 100 (remaining battery power)
AT+CBST=[<sp | Sets the bearer service when <speed> AT+CBST=116,1,0
eed>[,<name>[, |establishing transmission. This 116 : 64K data communication (default setting)
<ce>]]] setting is only valid when OK
AT+FCLASS=<n> command <name>
(FP. 34)=0."1 1 :Fixed value
<ce>
[M] 0 :Fixed value
AT+CEER Displays disconnection reason for | Refer to “Reasons for disconnection” AT+CEER[
preceding communication (F°P. 38). +CEER:36
session.”2
M] OK
AT+CGDCONT | Sets host (APN) accessed when |Refer to “More on AT commands” (i P. 38). |Refer to “More on
establishing packet AT commands”
[M] transmission."2 (1 P. 38).
AT+CGEQMIN |Registers criterion determining Refer to “More on AT commands” (1Z P. 39). |Refer to “More on
whether to permit QoS (Quality of AT commands”
Service) sent from network when (:=F°P. 39).
establishing packet
[M] transmission."2
AT+CGEQREQ | Sets QoS (Quality of Service) Refer to “More on AT commands” (IZZ°P. 40). |Refer to “More on
requested of network during AT commands”
M] packet transmission.”2 (FP. 40).
AT+CGMR Displays FOMA terminal AT+CGMR[E
version.”2 12345678901234
— 56
[M] OK
AT+CGREG= | Sets whether to send network <n> AT+CGREG=1
<n> registration status. Service area |0 :Does not set (default setting) OK
information (inside/outside) is 1 :Sets (Set to send)
sent.™ When AT+CGREG=1 is set, information is | AT+CGREG?([J
sent in the format “+CGREG:<stat>". +CGREG:1,0
0, 1, 4 or 5 can be set for the <stat>
parameter. OK
<stat> (Indicates outside
0 :Outside area area)
1 :Inside area (home) +CGREG:1
4 :Unknown (Moved from
5 :Inside area (visitor) outside area to
[M] inside area)
AT+CGSN Displays the FOMA terminal’s AT+CGSN[J
serial number.”2 12345678901234
— 5
[M] OK
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AT command

Overview

Parameter/Explanation

Execution
example

AT+CLIP=<n> | Shows PC calling number when |<n> AT+CLIP=0J
receiving 64K data 0 :Does not output results (default setting) OK
communication.™ 1 :Outputs results

Displays +CLIP:<n>,<m> for “AT+CLIP?”. |AT+CLIP?[J
<m> +CLIP:0,1
0 :NW setting to not send own number during

transmissions OK
1 :NW setting to send own number during

transmissions

[M] 2 :Unknown

AT+CLIR=<n> |Sets whether to send terminal's | <n> AT+CLIR=0(J
phone number when establishing |0 : Follows the service agreement OK
64K data communication.™2 1 :Does not send

2 :Sends (default setting) AT+CLIR?(J
Displays +CLIR:<n>,<m> for AT+CLIR?. |+CLIR:2,3

<m>

0 :CLIR is not running (always send) OK

1 :CLIR is always running (never send)

2 :Unknown

3 :CLIR temporary mode (default setting is
Do not send)

4 : CLIR temporary mode (default setting is

[M] Send)

AT+CDIP=<n> | Sets whether to send an incoming |<n> AT+CDIP=0{J
sub-address. Also, check the 0 :Does not display sub-addresses OK
status of Multi Number (default setting)
subscription. 1 :Displays sub-addresses AT+CDIP?([J

<m> +CDIP:0,1
0 : Multi Number is not subscribed
1 : Subscribing Multi Number OK

[M] 2 :Unknown

AT+CMEE=<n>

Sets the manner to display FOMA
terminal error reports.”

Sets whether to display errors only as

“ERROR”, or to display reason with text or

numerical value.

<n>

0 :Displays “‘ERROR” and no result codes
(default setting)

1 :Displays result codes with numerical
values

2 :Displays result codes with text

When reports are set to display by setting

“n=1" or “n=2", they are displayed in the

following format:

+CME ERROR:xxxx

xxxx is @ numerical value or text. Refer to

AT+CMEE=0{J
OK

AT+CNUME
ERROR
AT+CMEE=1
OK

AT+CNUME
+CME ERROR:10

[M] “Error reports” (& P. 38).
AT+CNUM Displays FOMA terminal phone number: Phone number AT+CNUME
number.*2 type  :129 or 145 +CNUM:,“+8190
12345678",145
129: Does not include + international
access code OK
[M] 145 :Includes + international access code
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AT command

Overview

Parameter/Explanation

Execution
example

AT+COPS=[<m
ode>[,<format>[
,<oper>]]]

M]

Selects a telecommunications
carrier to be connected.”

<mode>

0 :Auto (Automatically searches network and

switch telecommunications carriers)

N

carrier specified in <oper>)

2 :Cancels (disconnects) the connection to
the telecommunications carrier

3 Unsupported.

3 :Does not make mapping

4

Manual auto (Performs “Auto” processing if

not connected to the telecommunications
carrier specified in <oper>)
% Unsupported.

<format>
2 :Fixed value

<oper> is indicated by a hexadecimal number

consisting of a country code (MCC) and a

network code (MNC).

The formats are shown below.
Digit 1 of MCC...octet 1 bits 1 to 4.
Digit 2 of MCC...octet 1 bits 5 to 8.
Digit 3 of MCC...octet 2 bits 1 to 4.
Digit 3 of MNC...octet 2 bits 5 to 8.
Digit 2 of MNC...octet 3 bits 5 to 8.
Digit 1 of MNC...octet 3 bits 1 to 4.

:Manual (Connects to the telecommunications

AT+COPS
=1,2,"44F001”

OK
(Connects to
MCC:440MNC:10)

AT+CPAS

M]

Inquires the activity status of the
FOMA terminal.”2

The result from this command is in the
following format.
+CPAS:<pas>

<pas>

0 : AT commands can be sent/received

1 : AT commands cannot be sent/received
(does not send the +CPAS:1 result)

2 :Unknown

3 : AT commands can be sent/received and
the FOMA terminal is receiving a call

4 : AT commands can be sent/received and
performing data communication

AT+CPAS[J
+CPAS:0

OK

AT+CPIN=<pin
>[,<newpin>]

M]

Enters the UIM password (PIN1,
PIN2).72

<pin>

Enters PIN1 while waiting for PIN1 input

(Enter <pin> parameter only)

Enters PIN2 while waiting for PIN2 input

(Enter <pin> parameter only)

Enters PUK1 while waiting for PUK1 input

Enters PUK2 while waiting for PUK2 input

3% Encloses this string parameter with
quotation marks (“ ”) when entering.

<newpin>

Enters a new PIN1 while waiting for PUK1

input

Enters a new PIN2 while waiting for PUK2

input

% Encloses this string parameter with
quotation marks (“”) when entering.

AT+CPIN?[J
+CPIN:SIM PIN1

OK

(Indicates waiting
status for PIN1
input)
AT+CPIN="1234"
OK

AT+CPIN?(J
+CPIN:SIM PUK1

OK

(Indicates waiting
status for PUK1
input)
AT+CPIN="12345
678",1234"(J
OK
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Execution

AT command Overview Parameter/Explanation
example
AT+CR=<mode> | Sets whether to display packet <mode> AT+CR=1
transmission/64K data 0 :Does not display when line is connected OK
communication before (default setting) ATD*99kkk1#
“CONNECT” result code is 1 :Displays when line is connected +CR:GPRS
displayed during line
connection.” CONNECT

“GPRS” is displayed for packet
transmission, and “SYNC” is
displayed for 64K data

[M] communication.

AT+CRC=<n> |Sets to use extended results code |n=0:Does not use extended results code AT+CRC=0(J
at reception.™ (default setting) OK

[M] n=1:Uses extended result codes

AT+CREG=<n>

Sets service area information on
or off.”

When AT+CREG=1 is set, information is set
in the format “+CREG:<stat>". 0, 1, 4 or 5 can
be set for the <stat> parameter.

<n>

0 :Does not send (default setting)

1 :Sends

<stat>

0 :Outside area

1 :Inside area (home)

4 :Unknown

5 :Inside area (visitor)

AT+CREG=1
OK

(Set to send)
AT+CREG?[J
+CREG:1,0

OK

(Indicates outside
area)

+CREG:1

(Moved from
outside area to

M] inside area)
AT+CUSD=[<n |Changes setting toward net for <n> AT+CUSD=0,“xxx
>[,<str>[,<dcs>] | optional services, etc.”1 0 : Answers without intermediate result xxx”[
1 (default setting) OK

1 :Answers with intermediate result

<str>

Service code

3% Refer to “Mobile Phone User’s Guide
[Network Services]”.

<dcs>

[M] 0 :Fixed value

AT+FCLASS=< | Sets the mode." <n> AT+FCLASS=0

n> 0 :Data (fixed value) OK

M]

AT+GCAP Displays the ability list of the AT+GCAPJ
FOMA terminal."2 +GCAP:+CGSM,

— +FCLASS,+W

M] OK

AT+GMI Displays FOMA terminal maker AT+GMID
name in single-byte alphanumeric SHARP
characters. 2 -

M] OK

AT+GMM Displays abbreviated FOMA AT+GMM
terminal product name (FOMA FOMA SH02C
SH02C) in alphanumeric

[M] characters."2 OK

AT+GMR Displays FOMA terminal AT+GMRE
version.™2 B Ver1.00

M] OK
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AT command

Overview

Parameter/Explanation

Execution
example

AT+IFC=<n,m> | Sets local flow control format DCE by DTE (<n>) AT+IFC=2,2[J
between the PC and FOMA 0 :No flow control OK
terminal.™ 1 : XON/XOFF flow control

2 :RS/CS (RTS/CTS) flow control
(default setting)

DTE by DCE (<m>)

0 :No flow control

1 : XON/XOFF flow control

2 :RS/CS (RTS/CTS) flow control

[M] (default setting)

AT+WS467? Answers according to the 3G/ The result from this command is in the AT+WS46?[J
GSM setting of the Overseas following format. 25
network search.”2 <n>

12 : GSM/GPRS mode OK
22 :3G mode (AUTO mode)

[M] 25 :AUTO mode

Al Performs the preceding executed A/

[M] command."2 OK

ATA Performs incoming process for Enter “ATA184(J"” (arrival call action for RING
packet or 64K data if entered anonymous call) or “ATA186([J" (arrival call |ATAL
when receiving the data.”2 action for identified call) while receiving CONNECT

[M] packets.

ATD Establishes communication.”2.3 | @ Packet transmission ATD*99:isk<cid>#[ | ATD*99skk 1#([J

When ATD*99# is entered: CONNECT
Uses <cid>=1 (default setting) (When
<cid> is not entered, setting becomes
<cid>=1).
When syntax starting with
ATD184:99:k:k<cid># is entered:
“184” is added to host (APN) defined by
specified <cid> (Alternatively, “186” can be
added by same operation to turn caller ID
sending to ON).

@ 64K data communication ATD [parameter]
[phone number]
Number cannot be dialed if characters
otherthan0to 9, *,#, +,A,a,B,b,C, c, D,
d, hyphens (-), spaces, T, t, P, p, |, W, w,
@, or commas (,) are included. Characters
highlighted with can be entered but

M are ignored during dialing.

ATE<n> Sets whether the FOMA terminal | n=0:Does not return echo ATE1
returns echo of AT commands n=1:Returns echo (default setting) OK
sent from the PC.*1 Normally, set to n=1. If the PC has an echo

[M] function, set to n=0.

ATH Disconnects line when entered (During
during packet transmission or 64K communication)
data communication.”2 +++ (Does not

— appear)
OK
ATHED
[M] NO CARRIER
ATl<n> Displays the verification code.”2  |n=0:NTT DoCoMo ATIOD
n=1:Displays abbreviated product name NTT DoCoMo
(FOMA SH02C)
n=2: Displays the product version in a format
such as “VerX.XX" OK
n=3: Displays each element of ACMP signals
n=4:Displays details of the communication
[M] functions provided in the FOMA terminal
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Execution

AT command Overview Parameter/Explanation
example

ATO Returns to online data mode from ATOED
online command mode during — CONNECT

M] communication.”

ATQ<n> Sets whether to display result n=0:Displays result codes (default setting) ATQOE

[M] codes.™ n=1:Does not display result codes OK

ATV<n> Sets manner of displaying result | Displays all result codes with numbers or text. | ATV1
codes.™ n=0: Displays result codes with numbers OK

n=1:Displays result codes with text (default

M] setting)

ATX<n> Sets whether to include speed in | Busy tone detection: ATX1
the CONNECT display when Sends BUSY response when number dialed | OK
connecting. Also detects busy is busy.
tone or dial tone.™ Dial tone detection:

Determines whether FOMA terminal is
connected.
Speed display:
Sets whether to include speed in the
CONNECT display when connecting.
n=0: No busy tone detection, no dial tone
detection, no speed display

n=1:No busy tone detection, no dial tone
detection, speed display

n=2:No busy tone detection, dial tone
detection, speed display

n=3:Busy tone detection, no dial tone
detection, speed display

n=4:Busy tone detection, dial tone detection,

[M] speed display (default setting)

ATZ<n> Resets the FOMA terminal's AT | Resets the FOMA terminal’s AT command (When online)
command settings.2. 4 settings to the values set in non-volatile ATZ[3

memory. If this command is entered during NO CARRIER
communication, the settings are reset after (When offline)
disconnected. ATZ[J

M] Can only be set as n=0 (can be omitted) OK

ATSO0=<n> Sets number of rings before n=0: No automatic receiving (default setting) |ATS0=0J
FOMA terminal automatically n=1to 255: Automatically receives after sets |OK

[M] receives."! number of rings

ATS2=<n> Sets the escape character. n=0 to 127 (default setting: n=43) ATS2=43[J

When n=127 is set, escape is disabled. OK
ATS27(J
043

M] OK

ATS3=<n> Sets the carriage return (CR) Defines the character used to recognize the |ATS3=13(3
character. end of an AT command character string. OK

Appended to the end of the echoed command |ATS3?([J
character string and result code. The settings |013
cannot be changed (default setting: n=13).

M] OK

ATS4=<n> Sets the line feed (LF) character. |Appended after the CR character, when result | ATS4=10(J

codes are displayed as text. The settings OK
cannot be changed (default setting: n=10). ATS4?2(3
010
[M] OK
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AT command Overview Parameter/Explanation ST
example
ATS5=<n> Sets the backspace (BS) When detected while entering an AT ATS5=8(J
character. command, the last character in the input OK
buffer is deleted. The settings cannot be ATS5?(]
changed (default setting: n=8). 008
[M] OK
ATS6=<n> Sets pause time (seconds) until | Sets a register, but has no other effect. ATS6=10(J
[M] dialing. n :2 to 10 (default setting: n=5) OK
ATS8=<n> Sets pause time (seconds) until | Sets a register but does not affect the pause |ATS8=3[J
comma dialing. time (3 seconds). OK
n=0:Does not pause
[M] n :1to 255 (default setting: n=3)
ATS10=<n> Sets the delay time (seconds) for | Sets a register, but has no other effect. ATS10=1
automatic disconnection n :1 to 255 (default setting: n=1) OK
[M] (1/10 seconds).™
ATS30=<n> Disconnects when no data is sent/ | Only valid during 64K data communication. ATS30=3
received for at least this amount of | <n> is set in minutes. OK
time. n :0 to 255 (default setting: n=0)
[M] n=0 sets inactive timer off.
ATS103=<n> Sets delimiter used when adding | Only valid during 64K data communication. ATS103=0J
an incoming sub-address to n=0:*Asterisk OK
number dialed. n=1:/Slash (default setting)
[M] n=2:¥Yen mark or backslash
ATS104=<n> Sets delimiter used when adding | Only valid during 64K data communication. ATS104=0[J
an outgoing sub-address to n=0:#Pound sign OK
number dialed. n=1:%Percent symbol (default setting)
[M] n=2:&Ampersand
AT¥S Displays current command and AT¥SJ
S register settings.” E1 Q0 V1 X4
&C1&D2 &S0
&E1 ¥V0
S000=000
S002=043
S003=013
S004=010
S005=008
- 5006=005
S007=060
S008=003
S010=001
S030=000
S$103=001
S104=001
M] OK
AT¥V<n> Selects response code type used | Only valid when the ATX<n> command AT¥V1
during connection.™ (:F°P. 36) setting is not n=0. OK
n=0:Does not use extended result codes
(default setting)
[M] n=1:Uses extended result codes

*1 Stored in FOMA terminal’s memory using AT&W commands.

*2 Not stored in FOMA terminal’s memory using AT&W commands. Not reset with AT&F or ATZ commands.

*3 Perform Redial with ATDN(J or ATDL(J.

*4 If the ATZ command is executed before the AT&W command is used, terminal settings return to last written
memory, and prior changes are erased.

*5 Settings written into the FOMA terminal’s memory using the AT&W command is stored as non-volatile data
when power is turned off.
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I Reasons for disconnection
M Packet transmission

Value Reason
27 Host (APN) does not exist, or was incorrect.
30 Disconnected by network.
33 No packet transmission subscription.
36 Disconnected properly.

M 64K data communication

Value Reason
1 Specified number does not exist.
16 Disconnected properly.
17 Line busy.
18 Number was dialed, but no response received within specified time.
19 Dialed number is making a call.
21 Dialed number refused incoming call.
63 Network service or option is not valid.
65 Transmission capacity not provided was specified.
88 Dialed number of terminal with different terminal attribute, or call was received.

I Error reports

Numerical display Text display Reason
10 SIM not inserted UIM not inserted.
15 SIM wrong A non-DOCOMO SIM (IC card equivalent to UIM) is inserted.
16 incorrect password Password is incorrect.
100 unknown Unknown error occurred.

I More on AT commands
M Command name: +CGDCONT= [parameter]

Overview

Sets host (APN) accessed when establishing packet transmission.

Not stored in FOMA terminal’s memory with AT&W commands. Not reset with AT&F or ATZ commands.
Syntax

+CGDCONT=[<cid>[,“<PDP_type>"[,“<APN>"]]|J

Parameter description

<cid> :1t0 10
<PDP_type>* : PPPorlP
<APN>3* : Optional

<cid> is a number for managing hosts (APNs) used for packet transmission, registered in the FOMA terminal. It
can be set between 1 and 10 in the FOMA terminal. The default settings are “mopera.ne.jp” for <cid>=1
(<PDP_type> is “PPP”), “mopera.net” for <cid>=2 (<PDP_type> is “PPP”), “mopera.net” for <cid>=3
(<PDP_type> is “IP”) and “mpr.ex-pkt.net” for <cid>=4 (<PDP_type> is “PPP”). Set cid in 5 to 10. <APN> is a
user-specified character string for each connection, indicating the host.

Execution example

Command when registering host (APN) name “abc” (for <cid>=2)

AT+CGDCONT=2,“PPP”,“abc’ ([

OK
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Operation when parameter is abbreviated

AT+CGDCONT=

Clears all <cid> settings. Resets <cid>=1 to 4 setting to default value.
AT+CGDCONT=<cid>

Clears specified <cid> setting. Resets <cid>=1 to 4 setting to default value.
AT+CGDCONT=?

Displays list of values that can be set.

AT+CGDCONT?

Displays current settings.

Hl Command name: +CGEQMIN=[parameter]

Overview

Registers criterion determining whether to permit QoS (Quality of Service) sent from the network when
establishing PPP packet transmission.

Not stored in FOMA terminal’s memory with AT&W commands. Not reset with AT&F or ATZ commands.

Syntax
AT+CGEQMIN=[<cid> [,, <Maximum bitrate UL> [, <Maximum bitrate DL>[,,,,<Maximum SDU size>]]]]

Parameter description

<cid>3 :1t0 10
<Maximum bitrate UL>3 : None (initial setting) or 5760
<Maximum bitrate DL>3 : None (initial setting) or 7232

<Maximum SDU size>*

When <PDP_type>is PPP : 10 (initial setting) to 1500 or 1502

When <PDP_type> is IP : 10 (initial setting) to 1500
<cid> is a number for managing hosts (APNs) used for packet transmission, registered in the FOMA terminal.
[Maximum bitrate UL] and [Maximum bitrate DL] set the maximum uplink and downlink transmission speed
(kbps) between the FOMA terminal and base station. When set to [None] (default setting), all speeds are
permitted. However, when set to “5760” and “7232", connections established under these speeds are not
permitted, so packet transmission connection may not be established. Set the maximum permitting SDU size for
[Maximum SDU size]. Note that when “10 (initial setting) to 1500 or 1502” is set, connections established under
these values are not permitted, and packet transmission may not be connected. Note that connections
established under “70” are not available.

Execution examples

Setting (1) is the initial setting for all cid.

(1) Command permitting all uplink/downlink speeds (for <cid>=2)
AT+CGEQMIN=2(J
OK

(2) Command permitting uplink speeds of 5,760 kbps, downlink speeds of 7,232 kbps, and maximum permitting
SDU size 1500 (for <cid=3>)
AT+CGEQMIN=3,,5760,7232,,,,1500(
OK

(3) Command permitting uplink speeds of 5,760 kbps and all downlink speeds (for <cid>=4)
AT+CGEQMIN=4,,5760(J
OK

(4) Command permitting all uplink speeds and downlink speeds of 7,232 kbps (for <cid>=5)
AT+CGEQMIN=5,,,7232(3J
OK

Operation when parameter is abbreviated
AT+CGEQMIN=

Clears all <cid> settings.

AT+CGEQMIN=<cid>

Returns specified <cid> setting to default setting.
AT+CGEQMIN="?

Displays list of values that can be set.
AT+CGEQMIN?

Displays current settings.



B Command name: +CGEQREQ=[parameter]

Overview
Sets QoS (Quality of Service) required of the network when establishing PPP packet transmission.
Not stored in FOMA terminal’s memory with AT&W commands. Not reset with AT&F or ATZ commands.

Syntax
AT+CGEQREQ=[<cid> [,<Traffic class> [,<Maximum bitrate UL> [,<Maximum bitrate DL> [,,,,<Maximum SDU size>]]]|&J

Parameter description
This setting is assigned to each cid by default value.
<cid> :1t0 10
<Traffic class>* 1 2o0r3
2: interactive (initial setting)
3: background
<Maximum bitrate UL>3 : None (initial setting) or 64 to 5760
<Maximum bitrate DL>3 : None (initial setting) or 64 to 7232
However, even if the values of [Maximum bitrate UL] and [Maximum bitrate DL] are permitted level, they may be
set to the values whose fractions were discarded.
<Maximum SDU size>*
When <PDP_type> is PPP : 10 to 1500 or 1502 (initial setting)
When <PDP_type> is IP : 10 to 1500 (initial setting)
<cid> is a number for managing hosts (APNs) used for packet transmission, registered in the FOMA terminal.

Execution examples

Setting (1) is set to each cid as initial setting.

(1) Command when requesting connection without setting uplink/downlink speeds (for <cid>=2, Traffic class=2)
AT+CGEQREQ=2
OK

(2) Command when requesting connection at uplink speeds of 5,760 kbps, downlink speeds of 7,232 kbps, and
maximum permitting SDU size 1500 (for <cid>=3, Traffic class=2)
AT+CGEQREQ=3,2,5760,7232,,,,1500
OK

(3) Command when requesting connection without setting uplink speeds of 5,760 kbps or downlink speeds (for
<cid>=4, Traffic class=2)
AT+CGEQREQ=4,2,5760
OK

(4) Command when requesting connection at downlink speeds of 7,232 kbps without setting uplink speeds (for
<cid>=5, Traffic class=2)
AT+CGEQREQ=5,2,,7232
OK

Operation when parameter is abbreviated

AT+CGEQREQ=

Returns all <cid> settings to default settings.

AT+CGEQREQ=<cid>

Returns specified <cid> setting to default setting.

AT+CGEQREQ="?

Displays list of values that can be set.

AT+CGEQREQ?

Displays current settings.

I Result codes
H Result codes

Numerical display Text display Meaning
0 OK Successfully executed.
1 CONNECT Connected to number dialed.
2 RING Call detected.
3 NO CARRIER Line disconnected.
4 ERROR Command not accepted.
6 NO DIALTONE No dial tone detected.
7 BUSY Detecting busy tone.
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Numerical display Text display Meaning
8 NO ANSWER Connection completed. The server connection timed out.
100 RESTRICTION Network restricted.
101 DELAYED Redial restricted.
H Extended result codes
Numerical display Text display Meaning
5 CONNECT 1200 FOMA terminal and PC connected at 1,200 bps.
10 CONNECT 2400 FOMA terminal and PC connected at 2,400 bps.
1 CONNECT 4800 FOMA terminal and PC connected at 4,800 bps.
13 CONNECT 7200 FOMA terminal and PC connected at 7,200 bps.
12 CONNECT 9600 FOMA terminal and PC connected at 9,600 bps.
15 CONNECT 14400 FOMA terminal and PC connected at 14,400 bps.
16 CONNECT 19200 FOMA terminal and PC connected at 19,200 bps.
17 CONNECT 38400 FOMA terminal and PC connected at 38,400 bps.
18 CONNECT 57600 FOMA terminal and PC connected at 57,600 bps.
19 CONNECT 115200 FOMA terminal and PC connected at 115,200 bps.
20 CONNECT 230400 FOMA terminal and PC connected at 230,400 bps.
21 CONNECT 460800 FOMA terminal and PC connected at 460,800 bps.

® When n=1 is set for the ATV<n> command (12" P. 36), result codes are displayed as text (default setting). When set
to n=0, they are displayed as numerical values.

@ Transmission speed is displayed to maintain compatibility with conventional modems connected by RS-232C.
However, since the FOMA terminal is connected to the PC using FOMA USB Cable with Charge Function 02 (sold
separately), the displayed speed will differ from the actual speed of connection.

® When [RESTRICTION] (Number: 100) appears, the transmission network is congested. Try connecting again later.

I Communication protocol result codes

Numerical display Text display Meaning
1 PPPoverUD Connected with 64K data communication
5 PACKET Connected with packet transmission

Result code display examples
When ATXO0 is set
The CONNECT display appears only when connection is completed, regardless of the AT¥V<n> command
(1" P. 37) setting.
Text display example: ATD:k9skskk 1 #
CONNECT
Numerical display example: ATD*99xksk1#
1
When ATX1 is set
® When ATX1 and AT¥VO0 are set (initial value)

When connection is completed, CONNECT <speed between FOMA terminal and PC> appears in the syntax.

Text display example: ATD*99skskek1#
CONNECT 460800

Numerical display example: ATD*99:kkxk1#
121

®When ATX1 and AT¥V1 are set”
When connection is completed, the information below appears in the syntax.
CONNECT <speed between FOMA terminal and PC> PACKET <host (APN)>/<maximum uplink speed (FOMA
terminal to mobile network base station)>/<maximum downlink speed (mobile network base station to FOMA
terminal)>

Text display example: ATD:99skskk1#
CONNECT 460800 PACKET mopera.ne.jp/5760/7232
(Indicates terminal connected to mopera.ne.jp, at maximum uplink speed of
5,760 kbps and maximum downlink speed of 7,232 kbps)
Numerical display example: ATD*99:kkxk1#

1215

Dial-up connection may not be processed correctly when ATX1 and AT¥V1 are simultaneously set. Using only
AT¥V0 is recommended.

*

M



Kuten Code List

'10.11 (1st Edition)



o M CHSRTREEE FHODBESRE B ChERERsRiE HREBNE  REE Kl SRR
oo FEH  HHIRCOMKERM  MURZBEIREI0 | 0 K SEKRKGX (S ASRAIHRARIRS | 08 BG ) RORSUMIEITEY O
B K IRONEMIBIRIRE  [RIRDEER _%E IR XSRS | R _ MECRISRTRE B
T o e BXNEEHELRN SIRFIREEE | SR BeElScRDiE HEMESY KRG | 18 MK | REUEMED B
Lo BN XKRESEMEMES SHEKMERIR e ICRHEEIICReE BEIEIENE, R 8N SRR &
c ¥ IR R m SRS B I GRS IS | KRNI EE ORI RS KRS | SOEEE | ORI K
£ o |FOREIEHENGEEH IS FIRREUKKEEIIR | (oI RON A ISR | QUIETRIE | RSMHRERORhH
o | B BOUA DI SORR QI DSAORE IR | OERIEEQERKAIEARUIDEKEE B | BRI | RRBKIRDH UK Bl
— (RN E IO R IR R R (PEREFMENZNIRLEXSRIROER W OOEEE T ikl Ao
o REE HEWREROSE SHadicee e LeUSHRLE: SHEKEl: ORI EH
an OO -—ANMNIOONM~ONO-"ANMNILOONN MODNDO—ANNITLOLOMNODO—ANMIOVO O~OVDO—AN ANMIFLOONSODNO
S P RXX22222222220RRRRRER SRRNITINNNAAANRNRNNNNN JRNNGLE QRITITIGI
Z —
os>0 T FF  0O@xWE OBY  MOARE REHKRE RES SEKERE R OIE oRFKE
Sko L o@SLE 2E0 Lk | e L s = O A 5B Sl P
N1 iR | B =] _ iR |4 @I | e

DREE 1908

Refer to “Inputting Kuten Code” of the user’s guide for details.
@ If an unregistered kuten code is entered, either a space or nothing will be entered.

® Some entries in the kuten code list may differ from on the screen.

Use four-digit kuten codes to enter kanji, hiragana, katakana, symbol, and alphanumeric characters.

® Each kuten code corresponds to a particular character.

D
(o]
uouo_(
T © oo J4q ©O=La S84 | RBEH | oeir | § {ORIE HIHE | (OIS
M5 o3 4 T 00>k &% EEE@E S BIRED B HE 2@%%@%%& @%ﬁﬁ i
c~ ©o3 FLE  O@=23F 8w TEEREY TOBKMBRUME, @R ESUENGE, (LSRR
Zolm T3 L—L  O0=.".8E0« |Hixe |DBnrSmn | SR | {HRKEER | 2SR | SEpK
CalQ crx |4+ QO=,R¥ @D | E@gh | SEeRie | S| $BERE %E@@_ EStaRL
—|m oexz [444 ©O0— a2 @IC EBHRK' BESKER' 2R Ok | KEEN T Tk
o|ln ©Vx82 AT ©COx3ZE @I PKEEE  EBERid2wn I ReEmes o Y 0 XKEX
%o% M <t O O M~00 oO—NM O~ NMLOWOMNO O oO—ANM<t <TLOONMNODHO O —Nm M <t LO WO MO OO —A AN LOO
MIY_(_(_(?? 00 00 0O O MMM O©OOOo OCOOOO©OMN~ el el el [t el el el el NN~ 00 00 0O 00 00 00 00 0O
J— |POO0000 OO0O0O0 — T e e e e T e e
o [« VI - Nl L &= M Od o0o> LKUINVLUDBHAQ SOANRZE AD —= €aQ moO5n
@[ |7 AL X U M A o+ N waNDcx REPVHCLEL  HDURICED oW wE Xa o
e~ 0=V ® B M > Vo= — wO>o0E3 wREOPNECLN HHEPAICSO Ta wo wrd
TO|ee Wit x D WU §IF oA o nzxXa—> NVPNECHPS DEXINCHAL NE ww3 wo3
ms s r——Tl, @ o4 TN 0032 ocx3 NV NCHEN DAXDINNA2R WO »>3> IS
c Y| v H=—teruoAn [ B30 oma> -+ SHOOGHHED YHNRMKNIDD <iCa=x L3>3
ms o0 Yl ~AAX<OXOE—> C> o8 ~(VD -0 SHO0UDROLX YHNRIINIINDN LZ>o<9o mEX
YN o, oo R@O< DK (e © DO c» BROWDBOMHEE RRDPHRUPMM o>X x> 0xe
—|E 2N\~ 8eO0®! N =38 oL —» 90 BRIONUDBSK ~RRHQLAEMN <<8 -~k <>
o] —7 s L F+ANeex U NS < Ix +an~ LNV UDRR KONLVE A Vi~ @b N
%an —ANMITOONN~OD —ANM < O M~ TANMITLOONODO— ANM LD WO N0 O—ANMITLOONO O—ANM <O OoO—N
MT ]]]]]]]]]] ANANAN AN AN AN AN MMOMOMMMOMMMOST I DOV O©OOO©OO© | gl g
7 — OO OOOOOOO [oleolole] [eleolole] [eole]lololololololololololololololole] OOOOODOOOO [oleolololole) (olele)




cTENE  ORSWET WRERNE BE SRRl BNEE ROWEE  cEEE IW  EORG

o [BER | BOHEEE RHEEER | GE BRESWE | RO GRS | BRSN RY | HKESR
o~ Ee | wowpsg spoger | % EweEN | DRE AUREE | BoEE S8 | SHE
TolemEm | CWEEN CEEOER | g % wEeREy | BeE BORBE |EroE BT | RN
£ 0 RIS AERIEE NEERRD S o SR RS MEXDK o KOER TS S
Yo EREEY MERICTREREOD e UK DR E RS SEERNeE i ERemEx S Ha
quﬂﬁfﬁ_ e sxprmmosecpe | Rosormes | croeesse | Ews
2 o |miEmE | ionrsmememrem | HEXEONE-SEEE | DEENYARESR | CKNRREeER | e

- lmas ! wezeroeEewson | e MDEREENEE | SEREERSES | SKeEeEE | e

o| D  ADDBOKED WPESES COTE SEAOE o DUREE  DEHEK SR i
%w OoO—NMm MNMFTOOM~OOOO—ANM <L O M~ 00 O~ O—ANM < O LOMNMNOOOO—ANM O LOMOOOO—N AN <O O
..w.t [ o M= PPN~ P= PN~ 00 00 00 00 00 CO 00 00 0O OO0 OOOOOO OO0~ r—r—r——™—  rT—r—rr—v—7— NN ANANNAN N
7 — mMmmao MMMMMMOMMMMM M Mmoo OO ST ST ARSI IS i

> EHENT  EZE e RIS 3 T EOTSR JO0E ARG 255 oW ORE

©| FWEEE | DE BT MO = 4 R | EREEN DO | DREo B | MBS |
2| auERRE | Sws _%ggﬁﬁﬁg%% _ TR | R Mo e _mE§E¥ FEe | wEn | oo
To| mmmbls| wHeE | SHoroezes TNEEEY T | SIER BORD | 2smie seow | oo | pa
So| BEEN<E, KNE L SHENSER WREAKIHOH 5O SRS RS (OSSR SRS | NS, B
e e R E =TT R DI R B R i EeErese mEe R
§ o [ m@E T ﬁﬁéév_ @ﬁ%@éﬁ?ﬁﬁﬁﬁ%_ ST mwgaﬁ%mgﬁﬁﬁ%_ mgﬁﬁﬁﬁ%m@_ wee | oo
2o [moRkesr | mekEm| Ciesmerseemen | oereeRsesn | Roreprensnoy | Reesmemns | woe | e

~ s | seeen | S owmsne | meekbEErE | OEoKenSoxsE | poepeoprk | wioe ! ouR

- o

EE RREBWNR

[ING)

B EISNH082

#L

it i S

B RONMmR I WEGEW BRER DEMBPHEL 024 DONNOWH SRR @BomEb SEO e RRy
%Qﬂw DO—ANMTLO LLOMOOHO O N OM~O0HO— N OSFSLOLONO0DO—ONMTE FOOMODO—ANM MILO© ON~0D
Mt Or vy r— T v vy o AN ANNANANMOMO < SIS SO0 LW0 OO OO OO O © O © O © OO
7 — MOMOMMM®M MOMOMMM® NOM MMM M OMOMOMOMOMOMOMOM®M OOOMOMOMOMO OMOMO®O OOOO
o BR OSEEER HSESRISRE ] AR KmKiRD:  [EH HNIEIRIEE ZE-RSQmiRd  WEIBHERG-HeH
o [FEH | EDFRIREIMG  NERERIEE TR | AR R DIERKGRRN  IREHKAEDERE  KSHRIEFHNME UK ES SR K RS R
B (& | {OIRER0AER M IXBUSIRIRRER WO | RMIREIRUERK HONEHES SEREEERIIRy SRUMEEEINN  OHID RN SE
T oo B | @it SRAICIHTEITERE TR | KICENERIEEK HIDERH  HREKEORISKDE  OREEMSIDSNE ORI
S0y o PRILREE  REBEWIDKIKDE B, HRivekin e BBEEEE ERFBRERKN JRTHRSENE ISWMTEElRs
c ¥ ERE ) SIREERORKIRERIEITIRENRIE | RN REERHERE | RRRNEEERS KU B b HERT D e K RIS ST HBIER0 S Ih RO R R
£ o [BIERD | @IS0 OIS ISR R IHRD SR HAKREEIREARN | SIS RI0 DIBHURIR I SE IS S U0 RIS TR B ORI [ 1=
o IR0 | MO SXH I B U ORI R O | ORI F i s o 01X BRI i LK UEND 2SI KU IR RUAED ek 72 SR UMD WL R0 10D ek otk
—[RRET SURKDRUOIMHIGEIREIMASER0R ' DEEMKEEZRHIRESEN T RIRIDSKABHR S AR 2 H SR (BRI R {0 D I 3 R DO ST Rt

o

BMEEIE MRERCE T ERRE OEHIR RSB SR X

Kuten
Tt03

TN MOSOON
IS IS
ANANN NN

VOO — NM
T ILOWOWOLW0
ANANANNANN

254
255

OO
LOLOLOLO ©
ANNANNAN

261
261

ANNFTLOONMODNO —N
© © © O W WOWWOMNMNMNM~
ANANANNNNNNNNN

273
273

308

<FLOOM~MODO-"ANMFLOONODNDO-"ANMNILOOONSODO T NM I LOON
P~P~P=P~N~P~0000000000VNNVVDLVANDDDIDIDIDNOO0O0O0O0O0O0O
ANANNNNNNNNNNNNNNNNNNNNNNNNNOMOMOMOMMOM®




Kuten 4th digit
0123456789

g3 Sy ST IR EBEGE  HENZISKIGIRE  DHKIQIEESUNE  RENEAKEMI WHEREREER SN
L BB ESREE MBS DICEEKANER SRR RN RN WEEE RECKRBREEE BMEFLMIBIRIN RIT
B BERREM a0 AR IO IBlEEh B0 ERER L DB fREROE B IRE K SGIIRIRE AR IR
A EREN\EERHBe SRR SRS KOM e SRR @ IHEDIKERERR B E S RIDE I R
BRSSO S RSN SITTEERMIEEK BIDRISLEM RO RN  MEERERRERE DR
FE G o BN T 2 0 7 5K R B 5 R B0 5 (DR A Q1 S 41 5 K O 38 T e T X G AR DK Do DA B0 MRS S0 O (2SS MK DR R0 KB i 0 B D BN G RGO R
e St HER 1] Db (2 G i Sk KO ED 1 b IR IS i o3 (5 8 YR il R P RS R B (e 10 SR 00 0 B R I D D 88 X Rk 2 SH VR A GH AU 2 O IRl [ i (R 48 (BB 0 o s RO SRR R
SE DB {82 1 (1 AR 0B J0IE SR Rut i3 s TS S E R AR i [ RO H S ER IR S ORI GRS K 25 25 R B 23 (R K OR (R0 0 R € C R 0 2 Gr I Bl WS R [ S B 5 X R R TR
B2 RV 84 U1 U (62 SR 1 0 40 DM 0 OISR YR (=2 2 U0 10 0412 3 M7 2t RHST s SZSAEE IO D 8 19 < KE T2 22404000 $RUED ik 55 e X B P OB Rt S ARV G N R IR FRUS AR
BR FHIHEKIEDRSI s Rty (LSO TRKEEIR B (EEIRIRIRE)  RKE SRR E TR INE R iR

%M DDO—ANMIIOOMONO—NMTIDONODO—NMIIOOMOPO—ANNTIOONODO—NMNTLOONMDONO—NNTLOOM0NO—NMTLOONDDO —
52 |IYBODDNONNNNO0OO0OO0OOOQNNISISISISN S I~000R0DRODDDINDDIRDDIRDOOODODOOO D= e Sy
22 HBLLBBBLBBBLBLBBVBBLBBVBBLBBIOBBBBIOBBBBIBBBBBVLOBOLDOBBOOOBOEECOCODDCE D ©O©OW©WO0O©WOHLO
o 5l XHLRIOREHEE  PhRTHERER REFECERSENE EHELHOHY SRERETEIDKY REBREREEMHIND  INSEIEIHE KK
o ] ~HKOEDNRER MEERSBERERRE BREOFESSEN SEREEMKIED MK THEHRY DUREEM RN SEHMPESIEE
5 HRERSTEER HEROKEXEHRE SO INSSEEY aEeoiossys  Erjceisii=ng EDSERRIR REGRE KR
T © |l / HIEPEKUSE EERCHRKREER SREEENSHD SEEKSMEIIEE @RS IWMHEE NS SNSRI
S0 |8 SHIIICE RO B RS Rie i@t NESNE  mitIEHEsiiRge  MISHETEIMMK WX iniKs 3 STHmm et
P <SP - D M BTN F R B [ Rm ipiR S foim- O TP L B 33 ROMME o0 G K i 0016t {58 [ 0= N4 DO o LA PR 22 i (0 03 L R B R g ] !
£ ool Kl — 1K RRHO(E AR WD 20 08180 (BEE (R IR B e T Toh R, o e o = ST 155 50 ) B o 025 () 0 o R B O P O R R IR R { BT P RI E K B
¥ o He@ iR R = 0 E BOBE &R 1 12l i< E2ENHR 554 08 Rt o W Ho B TEHECIS) b D B0 HIN 57 6 () 8 <2 90 S 6 K K 2 22 4 R A o S (0 [ KR BE R R £
— [fER K | RQOHBHAE AR (R R ER R AT K B8 TR o o0 B v B 108 R~ MO B (B I B 7 i (81 W R ) = T R P MR (6K e X D i B TR (R IR R 0833 83 O
o |8 RERDCEGME MIERT A\ CRme  we | JIDB=ReH M@ iRy  KREKEIATK Y WSSCEE I XNIBISEIEEE
mqm OO0 DO—NMFOOMDNO—NNIOOMONO—NMILOOMDDNO—NMIIOOM0DO—NMIOONDODNO—NMTLOOMODNO—NMTOON
SQ2INNEENENEONRODRODDOIDDRDDRDDDOOODOOOO DO = — = — NNANNNNNNNNAROOOMOONMNOT S S S 5 <
S I I I I IIIIIITIITTITITITIIIITIIIT D DO BB BB O DDOOOIOIOOOOO 0 OO OO 0001010 OO O IO OO 16 16 16 15 10 10 10 10 10 10 1O
o| HE2E MNEIEEH 2 KEE B B MR MEE SR B IR R B CRERER SlRE shlEr: £
o | EHNE [REEHKRHE | BHEW sy ) =X RKE GBS i | KOKEBLR | B0 ) R MHEIRSTREE | IRfHRS W |88
5| [ EE HOEELRSHER | ERIK OB | HE | | IS | ST RGO | KO | %2R HEBMEERE | DAt L8 |[&
T o | it DEEmol | ERITKK ML & @@ |oER | YE WRIERE | SMRRRH | SO BHSWEIRE | PRSRH Lt
% 0 | HEMOTH  SIRMIARIKON ORI ﬁ%w.ﬁ. ﬁ.@ 3Ry K b_&mm 8 LU= S SEHHK0, KBl EERRIX < RiE S (PIERE po FIEEES .Dam
c ¥ EXHETRRERE | HEXE KE] B] K@) 8RO 0% T@oBn ¢ BISEK, B8, BEBIHRERKINEpRIPRE ) 00K =
<o | SREINMIIRIDRGET | BIOk® [ Hge (R [ BEE (D& | DR | RENTE | EEEKES [ BKEE | MRNE00ZTHNNE | Bl | &N | K
Vo | MK EREREERE | BERm [ R & | HERR| X | @SR | RS [ KIE | RRERCOHBRKINE | IR | s
— || KIR@EEHUREOIKIIIES T ST KK BT GET WKE T B T EREee T IR &' (hRIRIPREE | OHCEKE T ORI
o B W BHERK WEE B #h PR mEOMEE KE R0 CRURHENE @ Bk [ Wi IME  BEIRIEH =
wnm OMDPO—ANTIVO OMODNO O —a NOY SO ~OH DO—N NOIOO© OO ORO—NMILD OFODO O—NM®M M
52 AAANMOOOHOM HOOOT I IY IIY IISIY IS IOOD LOBOD VOO DHOVOOOVO COOON NN I~
JZ| SYSIIITIITIIT IYTITY ITY IY ITYY IITY ITYY IISY IIYIT IYY IYIIIIIT IIIIY SIS




Kuten 4th digit
0123456789

= GEROEDKREE WalSEREEE HaNREEED SHMERR SRR BN R ENE

o SEINREEEEEN ANSENEREE SRR EEX R R : ShEMREBIERENS

1 SERSEEmHNN EERSERERE RRNEGImES R s BRI RN S5 0R AR B SR AR nr R

B RNEHSEEAN IHSESR08R SNREEHERE SR D e Y RN BN &
B EEEESEEENY ARREMENEE  SNREENNRSR Lobinti sl & R R RO K
O A B o o SN (O SH A R0 L 2 R 0 ) A S 1 0 R 0 0 o i 2 Bl A R B R QB R B R e BN R 2 IR R O 8 QR TR R B 5 GE DS
(SR 0K 8 22 0 S DR IR S i R BB G G 1S (5 e 5 55 5 i B e S i S M MK DI S i X U R v i B B R B R L8 R e AR SR R A RO R ER IR R 6
ESEMET RTINS BRI B R 4 (e (R SR PSR 0 B A B R B 0 SR Rt o ot PR R S SR R AR e B R 2SRRI R IR E
55 1 B I K K M R D 000 i B S R R R R R SR R IR S R i 12 S R S 5 2 0 S R R R R SN R IB S B IR R 5 R IR R R
EE ERERESREIN NMREHNGEHEEE RHEHENPES EWHREEEER SHEREREsn % BRRERRURPEE

Kuten
1t03

768
769
770
77
772
773
74
775
776
T
778
779
780
781
782
783
784
785
786
8T
788
789
790
791
792
793
794
795
796
97
798
799
800
801
802
803
804
805
806
807
808

0

1

1

1

1

1

1

1

1

1

1

2
821
822
823
824
825
826
827
828
829
830
831
832
833
834
835
836
837
838
839
840

Kuten 4th digit
01234567289

BB ROMERD R
LSRR PR SRS
RS CEES SHRBINSIER 2R

ERUESEE  BCBRIRTN BRSBTS DS i
FEEE R IrLn B2 WL IR
SOEERISY  RHEEDTONWMREMESSR  SUSNARNCIRENEHARY
1
1

%

ISR SRHD Y 8
HISBREEUE NS
AL ISES
A L R SRR S

MOER REMSWSREE SlamipRsnie | RS SRS GHAMENRLEY TEE
QB RIS SRR IR | R BRI S R E O R RN
S8 &2 L B B SR M e Yl e D s R M E 5 SR B H N ST HEHR 5 i 2 R i LK R 08 4 1 S LB B S e R i A I R e W

1

i

1

(=E=DIERNES

Sl
G2 S QDK [ e O e R 12 B O e MK S R0 ) K IR 2 0B D 8 R 4 B 1 5 140 o 2 O e o SR U IS R B IS
2 B R P IR AN R R A I S SR IR EE A T D D DR HIHHER PR K A RO B IO M R o 3 SR 5 S R S T e R AR R
AR 8 B IR HR P TR R R S AT X N SX TN | B0 SR ISR B P U EREB 12 ol HES AP IR IR M 5 1 2 1 A PR S0 BB B
SREHE  HITMENG M ER  MMIIREESIIY  KIRIDIERITRR RO SSFEE WK ERRRE Bl

Kuten 4th digit

12345

0

g™ O~ AMIOONODO—NMTOONODO=—ANMILOONODO—NMIOONODO—NMLOONDDO —NM OO N
52000 IN0000000000— —— — —————— AANNNANNNNNOOONONONONIIITIITIITITOOOOOOOLO0 OO OO OO0 OO
v I e O e e e e e e S S e S e S e e e e e e S e e e R N R e e e e S S S S S N S S S S S S S S S S N
HEOCHUK I gAY ITHIDYBUS DI ALY ITEERE  rEHk R A
SEIRITIAZeRIS RS I RUHIS IR ¢ SIS ISR SRR IR R

FEDIRBRE MBS MEETE  EISIQRRRBHELR  SBINSRKIEST DR ERMER
JRETWOREE  RARMPRGEHLIMERER  EMHEIBCHR RS  (REMEDSIIEINEEY IR IOIR IR E)
MASHPNED  EEHDIIKIR AR (RS RDIR I RSN EER  SOC R ROE R E SERER
2 0 OH i 8 B i S0 B B TN I 5 S IO D BR E3 R S R P B S TR0 R R B R BK RIS R S S KR b SRS M D B o 2 R

SR BT PR IEL TR R ORGS0 e S TR 88 O 55 0 BRI L BB R K A0 5 00 1 T B HE RS R R R R Il B i K KD SR A S I R e e R s S s
RIS DU D AT B ARUE S B SRS U B N R B B B O Bl M T U5 OB KOS T 195 90 YO0 L 1 R B P A S A SR M Bl R G LR S S e W o o
IR R L P BB R 0 G B (Rt S TR K 5 M A 4 3 <0 0 3 U B e SRR M QM 23 0 W O L0 X ik 1 B 1, R SO X R ke MK KK LR TS KR O O

B SIERESRR RIS (ER ST NoelEdih o etiR  (SHESUMIIEE SRR G EI0neE  oE

6789

1,

Kuten
Tt03




	Manual for FOMA SH-02C
	Explanation for operation of SH-02C
	Basic package
	Introduction
	Contents
	FOMA Terminal
	What You Can Do with SH-02C
	Part Names and Functions
	Precautions (Always follow these directions)
	Handling Precautions
	Waterproof/Dust-proof function

	Basic Operation
	Before Using
	Screen Explanation
	Character Entry
	Sound/Screen Setting
	Lock/Security

	Connect
	Call
	Mail
	Phonebook

	Search
	i-mode/Full Browser
	i-Channel
	Map/GPS

	Enjoy
	Camera
	1Seg
	Music
	i-appli/i-Widget
	i-motion/Movie

	More Convenient
	Osaifu-Keitai
	i-concier
	Convenient Tools
	Data Management

	Others
	Support
	Appendix
	Index

	Using mobile phone with your manners!
	For Inquiries
	Manual for PC Connection (CD-ROM)
	Data communication
	Before using data communication
	Flow of setup for data transfer (OBEX™ communication)
	Flow of setup for data communication
	Connecting up PC to the FOMA terminal
	Installing FOMA communication configuration file
	Set network transmission with DOCOMO Connection Manager
	Set network transmission without using DOCOMO Connection Manager
	Sending and receiving data (OBEX™ communication)
	List of AT command

	Kuten Code List (CD-ROM)

